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Frequency division duplex (FDD) is the most widely used full duplex technique for
modern wireless communication systems. A device called a duplexer is needed in
order to separate the transmitter (TX) and the receiver (RX) signals. To avoid RX
being saturated and desensitized, the isolation between the TX and RX ports of the
duplexer needs to be as large as possible. However, such a duplexer is less desirable
for a base station due to its bulky size, high cost and design challenges. Relaxing
the isolation performance requirement of the duplexer allows TX signal to appear
in the RX path. Such a signal is known as TX leakage and consists of in-band and
out-of-band portions. Due to the fact that the in-band leakage can’t be filtered out
with conventional filtering techniques, an active cancellation system is required.
This thesis will present a novel wide band TX leakage cancellation approach along
with two new modelling techniques. The cancellation system is based on the ana-
log finite impulse response (FIR) filter structure and consists of several cancellation
paths (also known as taps). In each of the taps, there is an attenuator, phase shifter
and delay line. These components are utilized to recondition the reference signal
which is the replica of the output signal of the high power amplifier (PA) in the
TX path. The output of the cancellation system (the cancellation signal) in theory
should have the same amplitudes, but 180◦ phase offsets from the leakage signal
within the band of interest. By combining the cancellation signal and the leakage,
the latter can thus be suppressed. The two novel modelling techniques, named as
the modified adaptive delay filter using direct cross-correlation (MADF-DC) and
the modified compressed sampling matching pursuit (MCoSaMP) are proposed in
this thesis. The two algorithms are developed from the classic adaptive delay filter
(C-ADF) and the classic compressed sampling matching pursuit (C-CoSaMP), re-
spectively. These modelling techniques can provide the optimization of not only the
amplitudes and phase, but the delays. They are designed for the cancellation system
in order to achieve wide band cancellation with the minimum hardware resources.
vi
The evaluation of the cancellation system was carried out utilizing a test bench,
which represented a typical base station. Experimental results show that greater
than 15 dB of cancellation has been achieved for 35 MHz bandwidth at the carrier
frequency of 897.5 MHz using four taps. In contrast, such result is about 7 dB
less than the simulated cancellation performance. The reasons of such performance
degradation have been analysed and will be presented in this thesis.
vii
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It can be foreseen that the demand of higher data speed will continue beyond the
current wireless technologies. To support such demand, the transmission and recep-
tion bandwidths and the quality requirement of the received signal are increasing.
In the spectrum that is already heavily congested, the frequency separation between
transmitter (TX) and receiver (RX) bands will thus be reduced. Therefore, for a fre-
quency division duplex (FDD) base station with single antenna configuration (shown
in Figure. 1.1), a duplexer is needed to separate the TX and RX. FDD is the most
widely deployed full duplex mode in the current wireless mobile communications
systems and devices including the current 4G Long Term Evolution (LTE) systems.
Due to the limited isolation performance of the duplexer, a portion of TX signal
appears at the receiver. This portion of TX signal is known as TX leakage and it
consists of the in-band and out-of-band portions with respect to the RX frequency
band. Since the in-band leakage falls within the same frequency band as RX signal,
it is more problematic. The power of the in-band leakage is inversely proportional to
the isolation performance of the duplexer. Therefore, a high performance duplexer
is usually used in a base station to prevent the in-band leakage from desensitizing
the receiver. However, such a component is unfavourable due to large form factor
and high cost. Additionally, the reduced frequency separation between TX and RX
makes the design of such high isolation duplexer more difficult.
Relaxing the performance requirement of the duplexer could potentially reduce the
cost and the form factor of such a component. More importantly, the design chal-
lenge of the high performance duplexer could be reduced. Therefore, the overall cost
and size of the base station could be reduced. However, relaxing the performance
requirement of the duplexer could the increase of the leakage, especially the in-band
1
1.2 Structure of the Thesis
Figure 1.1: Transmitter, receiver and the leakage
portion which is formed by the noise and intermodulation of the power amplifier
(PA). Therefore, desensitization of the receiver could occur. The in-band leakage
can’t be filtered out using conventional filtering techniques.
The motivation of this dissertation is to develop a technique that can reduce the
requirement of the high isolation performance duplexer by suppressing the in-band
leakage at RF frequencies. This thesis will discuss the motivation in more detail
in later chapters. The dissertation will present a novel cancellation system for sup-
pressing the in-band TX leakage at the RF frequency. It is a wideband solution and
is designed for a duplexing device with more complex characteristics. Along with
the cancellation architecture, two novel modelling algorithms are proposed in this
thesis for characterizing the duplexer more accurately. Due to the imperfection of
RF components, a novel implementation technique is also presented in this thesis.
1.2 Structure of the Thesis
The dissertation is outlined as follows:
• Chapter 2 introduces the state-of-the-art leakage cancellation techniques, in-
cluding the passive and active solutions. The passive solutions involve us-
ing the duplexing devices that are commonly deployed in an FDD/SC-FD
transceiver. Whereas, for active solutions, digital and analog cancellation
techniques have been reviewed.
2
1.2 Structure of the Thesis
• Chapter 3 presents the proposed cancellation architecture. The cancellation
architecture consists of the modelling and the cancellation blocks. Details of
such an architecture including the operation and the purposes of each block
in the cancellation system have been discussed. The linkage between the
baseband modelling and the RF realization is also established. At the end of
this chapter, the purpose of a new modelling algorithm is discussed.
• Chapter 4 describes one of the two modelling algorithms in order to more ac-
curately characterize the duplexer. This novel algorithm is named as modified
adaptive delay filter using direct cross-correlation (MADF-DC). In addition
to the details of this novel modelling technique, simulations have been per-
formed on three duplexing devices, i.e. two duplexers and one circulator. This
is to demonstrate that the algorithm is suitable for a duplexing device with
any characteristics. At the end of this chapter, simulations have been re-
performed for the three duplexing devices in order to present the possibility
of implementing such system using only passive components.
• Chapter 5 explains the theory of the other modelling algorithm that is pro-
posed in this thesis, i.e. modified compressed sampling matching pursuit
(MCoSaMP). Similar simulations have been performed using MCoSaMP and
the results are compared with the ones that are obtained by using MADF-DC.
• Chapter 6 shows the validation of the proposed cancellation architecture. A
test bench has been constructed. Modelling results using both modelling al-
gorithms are illustrated. The RF cancellation block is implemented based on
the parameters that are obtained by MADF-DC and the measured cancella-
tion performance is displayed. An implementation technique using low per-
formance RF components is also described. Performance comparison between
the modelling and measured results is presented. The reasons that cause such
performance difference are discussed. Finally, the achieved results using the
proposed cancellation system are compared with the state-of-the-art solutions.




As a fourth generation (4G) mobile communication standard, long term evolution
(LTE) has made a significant improvement on the data speed compared to third
generation standards. It can be foreseen that the data speed will continue to increase
in the future. In order to achieve such data speed, it requires not only the deployment
of more advanced techniques at the digital baseband, but also wider bandwidths
for transmission and reception. The later one could be very challenging since the
spectrum is already very congested. The design of RF components becomes more
difficult and thus many issues arise. The transmitter (TX) leakage is one of these
problems and will be discussed in detail in this section.
Since this thesis focuses on the leakage problem for certain types of base stations,
first of all, the variety of base stations is discussed.
2.2 Size and Power Rating of Base Stations
Depending on the coverage and output power, base stations for wireless mobile com-
munications can be distinguished into four types (shown in Figure. 2.1): femtocell,
picocell, microcell and macrocell [1]. Femtocell, picocell and microcell are usually
grouped as small cells. In long term evolution (LTE) specification which is defined
by the 3rd generation partnership project (3GPP), these cell terms are not used to
identify the classes of base stations. Instead of using macrocell, microcell, picocell
and femtocell, the corresponding terminologies are: wide area base station, medium
range base station, local area base station and home base station [15], respectively.
In this thesis, all these terms are used when describing the base station classes.
4
2.2 Size and Power Rating of Base Stations
Figure 2.1: Size comparison of common cell units [1]
A macrocell is usually deployed in order to provide coverage over a larger area. It
can cover the area with radius up to tens of kilometres. In LTE specification, the
maximum output power of a macrocell is not limited. The typical output power of a
macrocell is tens of Watts. This type of base station usually requires a tower so that
the antennas can be mounted on. Traditionally, the baseband unit along with the
rest of the RF components is located at the bottom of the tower. Long RF cables are
required in order to connect the antennas with the RF unit. This causes significant
power loss due to the cabling insertion loss. Hence, the efficiency of the high power
amplifier (PA) is reduced and the running cost of the base station is increased. The
remote radio head (RRH) technology enables the mounting of the entire RF unit
on the top of the tower. As the radio unit is close to the antenna, the power loss
is significantly reduced. The RF unit with RRH technology consists of the full RF
transceiver including the digital-to-analog converters (DACs) and analog-to-digital
converters (ADCs). This unit is connected to the baseband unit at the bottom of
the tower with fibre optic cables. Since digital signals are more immune to noise
and losses that are caused by the cables, high power amplifiers are not needed at
this section (baseband) of the base station. Therefore, the running cost of the base
station can be reduced.
Compared to macrocells which are designed for providing signal coverage, smaller
cells are focused on increasing user capacity. In a smaller area where the traffic
density is high, such as a large shopping centre, a microcell is usually deployed in
order to fill the demand of capacity and coverage. A microcell can cover up to 2 km
radius in a rural area [16]. The total output power of a typical microcell base station
can be up to 10 W [1]. The baseband and RF elements of a microcell are usually
integrated into one unit. However, this unit typically doesn’t include the antenna
and the AC power adaption pack. An example of such microcell base station [17] is
MB4300 all-in-one LTE base station system.
5
2.3 Full Duplex Modes of Transceivers
A picocell is used for increasing user capacity of indoor and outdoor environment
in a high data traffic area, e.g., an office building or a small shopping centre. The
coverage area for a picocell is typically tens of meters which is much smaller than the
one for the microcell. The output power range of a picocell base station is usually
between 1 and 5 Watts [1].
A femtocell is the smallest indoor cell unit that is used to provide services for a
small number of users. It is designed for home use where coverage may be poor.
The output power of a femtocell is typically 1 to 20 mW. This small cell can cover
10 to 20 square meters of area. Femtocells were not widely developed in 2G systems.
However, these cells are more attractive for 4G LTE networks. Though in 2013, the
market of those femtocells was not as strong as expected, it was suggested that the
demand is increasing due to technological advancements and falling device costs. A
market value of over three billion dollars is expected by 2020 [18].
There are also two more terms in describing the types of base stations: umbrella
cell and metrocell. An umbrella cell describes a cell that consists of larger cells and
a few smaller cells, for instance, a macrocell and a number of microcells or picocells.
A metrocell is a base station that is similar to a larger picocell or smaller microcell
[16]. All elements of this type of base station have been embedded into one unit
including antennas. Due to the compact size, metrocells are more widely deployed.
A typical metrocell base station is shown in Figure. 2.2.
This dissertation focuses on the macrocells and the high power metrocells since
both of the types require high performance duplexers which are expensive, large
and difficult to design. More details on different types of the duplexers will be
discussed in Sec. 2.5. The proposed methodology could also be utilized in other
types of base stations. However, due to the low cost and small form factors of
the duplexers used in these smaller base stations, the need of active cancellation
techniques at RF frequencies in these base stations need to be justified.
2.3 Full Duplex Modes of Transceivers
In order to provide high speed data rate, transceivers in wireless communication
base stations operate in full duplex mode which allows transmission and reception
6
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(a) (b)
Figure 2.2: A typical metrocell base station [2]. (a) Front view. (b) Bottom view
with bracket removed.
to operate simultaneously. Traditionally, there are two commonly used full du-
plex modes: Time Division Duplex (TDD) and Frequency Division Duplex (FDD).
These two modes are widely deployed in modern wireless communication systems.
Recently, a new full duplex mode has brought the attention of many researchers,
known as Same Channel Full Duplex (SC-FD). Each of these are described briefly
below.
2.3.1 Time-Division Duplexing
The operation of a TDD transceiver is shown in Figure 2.3(a). The transmission and
reception use the same frequency bands, but at different time slots. Theoretically,
each time slot can be placed close to each other. However, due to the non-ideal rising
and falling edges of the switching activities, there must be a time gap between two
adjacent time slots. Strictly speaking, a TDD transceiver is not a full-duplex system
due to its asynchronous transmission and reception at the radio frequency (RF).
Due to the reason that the sampling time at the baseband is significantly less than
the switching time at RF between transmission and reception, TDD successfully
7
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emulates full-duplex through half-duplex links.
(a) (b)
(c)
Figure 2.3: Full duplex modes. (a) TDD. (b) FDD. (c) SC-FD.
2.3.2 Frequency-Division Duplexing
The operation of an FDD transceiver is shown in Figure 2.3(b). It transmits and
receives the signals simultaneously, but at different frequency bands. There is a
frequency gap between the edges of the TX and RX bands, named as the guard
band. Its purpose is to separate the TX and RX band far enough so that the high
power TX signal can be attenuated by filters.
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According to the research from GSA (Global Mobile Suppliers Association) in 2016
[19], FDD transceivers are more widely used in comparison with TDD transceivers.
This type of full duplex mode is also suitable for long range communications, in
contrast to TDD mode. However, in FDD transceivers, filters are needed in order
to separate TX and RX signals. This adds in additional cost of hardware. Due to
its nature of operation, spectrum is not used as efficiently as the TDD mode.
Compared to FDD, TDD systems require less frequency spectrum for allocating
the transmitter (TX) and receiver (RX) signals. The up- and down-link capacity
can also be easily changed into balanced or imbalanced configuration according to
the demand [20]. These are advantages since frequency spectrum is getting more
and more crowded. The drawback is that a TDD system is rather more complex
compared to an FDD system. Additionally, time latency could also be introduced,
especially for long distance communications.
2.3.3 Same Channel Full Duplex
Differentiating between FDD and TDD systems, recent publications show that trans-
mitting and receiving signals at the same time and same frequency band can double
the throughput [21]. Systems with such functionality are sometimes denoted as
full duplex systems [21] [22] which introduce conflict with the other two full duplex
modes, i.e. the FDD and TDD. In [23], those systems are named as SC-FD. In this
thesis, SC-FD will be used to represent those systems. The operation concept of
SC-FD is shown in Figure 2.3(c).
SC-FD has attracted a lot of attention from researchers in the wireless communica-
tion field. The advantage of SC-FD is not only that the data rate can be dramatically
increased, but also the expensive spectrum resources can be utilized more efficiently.
Despite the advantages, SC-FD is under development and is far from being prac-
tically deployed. Researchers are trying to solve some key problems such as large
self-interference and in-band blockers that are caused by its own and the nearby
transmitters, respectively. These will be discussed in more detail later in this thesis.
In this thesis, we focus on the problems that relate to the FDD and SC-FD transceivers.
These problems will be explained in detail later in this chapter.
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2.4 Antenna Configurations of Transceivers
An FDD or SC-FD transceiver may be constructed using either a single antenna or
multi-antenna configuration. In this section, these two configurations are explained.
2.4.1 Single Antenna Configuration
The block diagram of the single antenna configuration is shown in Figure 2.4(a).
A transceiver with single antenna configuration is that the TX and RX share a
common antenna. Since an FDD/SC-FD transceiver allows the transmission and
reception simultaneously, a duplexing component is needed to separate the TX and
RX signals. In an FDD transceiver, such duplexing component is a duplexer whereas
in an SC-FD transceiver, it is usually a circulator.
The advantage of this configuration is that the space which is occupied by the
antenna is significantly less than the multi-antenna configuration which will be de-
scribed next. This is a very important advantage, especially for base stations using
remote radio head (RRH) technology or smaller cells such as picocell or femtocells.
Additionally, for a conventional macro cell, the cost of the additional antenna can
be significant.
On the other hand, using single antenna configuration, the isolation between TX and
RX solely depends on the performance of the duplexer. High performance duplexer
is usually required. This requirement can increase the overall cost and form factor
of the transceiver, significantly. Additionally, from GSM to LTE, the bandwidths of
the transmission and reception have increased significantly from 20 KHz to 20 MHz.
It can be foreseen that the bandwidths will continue to grow. As a result, the
spectrum will become more crowded. The frequency band between TX and RX
is thus reducing. For future communications, designing those high performance
duplexers becomes more challenging.
2.4.2 Multi-antenna Configuration
The block diagram of the transceiver using the multi-antenna configuration is shown
in Figure 2.4(b). In contrast with the single antenna configuration, this structure
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uses two or more separate antennas for TX and RX. In both TX and RX, there is a
bandpass filter. The bandpass filter in TX is to reduce the unnecessary transmission
outside the TX frequency band. It also helps to prevent the reflected signal from
damaging the TX front-end. The filter in the receiver is to filter out the out-of-
band interferences including the TX signal. So far, the purpose of the two filters
in the multi-antenna configuration is the same as the duplexing device in the single
antenna configuration.
Due to the physical separation of the TX and RX antennas, additional isolation
between TX and RX is achieved. This is the advantage of using the separate anten-
nas for TX and RX. In order to provide the additional isolation, the TX and RX
antennas need to be separated by some physical distance. The distance depends on
the desired level of isolation and the frequency of the TX signals. The free space
path loss formula in [24] gives
PLf = 32.4 + 20log10dkm + 20log10fMHz (2.1)
where PLf is the free space path loss in dB, dkm is the distance in kilometres and
fMHz is the frequency in MHz. According to (2.1), for a TX signal at 900 MHz and
20 dB isolation, TX and RX antennas must be separated by about 26 cm. Imagine
in a base station with multi-input-multi-output (MIMO) compatibility, the space
that is needed for allocating the antennas is vast. For this reason, the configuration
is less commonly used compared to the single antenna one. This thesis focuses
on the single antenna configuration. To complete the argument, the methodology
proposed in this thesis could also be deployed in multi-antenna configuration as the
characteristics of the antenna separation is less complex compared to the duplexers.
Therefore, the details of the multi-antenna configuration are not included in the
discussion.
2.5 Duplexer in an FDD Transceiver
A duplexer in an FDD transceiver (shown in Figure 2.4(a)) usually consists of two
bandpass filters which are connected via an impedance transformation circuit to a
common antenna port. One of the bandpass filters is centred at TX band and the
other is centred at RX band. The duplexer not only provides the isolation between
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(a) (b)
Figure 2.4: Antenna configurations of transceivers (a) Single antenna configuration.
(b) Multi-antenna configuration
the TX and RX paths, but also protects RX performance being degraded from high
power out of band blockers.
The band-pass filter centred at TX band is to shape the TX signal so that the
transmitted signal at the antenna satisfies the specification requirements. On the
other hand, the band-pass filter centred at the RX band thus attenuates the TX
signal in order to protect the RX front-end being interfered by the high power TX
signal. The RX side of the duplexer also plays an important role in reducing the
out-of-band blockers that is received at the antenna.
Ideally, the filters of the duplexer have infinite attenuation on the out-of-band sig-
nals. However, in reality, the attenuation is limited and depends on the material,
the order and the structure of the duplexer.
A duplexer is usually one of the following types, lumped elements, cavity, ceramic,
surface acoustic wave (SAW), bulk acoustic wave (BAW) and film bulk acoustic
resonator (FBAR) etc. Some hybrid duplexers are also available [25]. They are
designed in order to replace SAW and BAW duplexers. Since lumped elements and
hybrid duplexers are not commercially used in all applications, these two types of
duplexers are not included in the discussion in this thesis.
This section also includes the circulator which is often seen in an SC-FD transceiver
in the discussion in order to compare with duplexers. Firstly, the cavity duplexer is
described as below.
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2.5.1 Cavity Duplexer
A resonator in a cavity duplexer is called a cavity, which has the electrical length of
a quarter of a wavelength and is utilized to determine the centre frequency of the
filter [26]. Coaxial, waveguide and helical resonators are widely used to implement
the cavity filters. The input and output of the cavity filter are often connected with
four configurations (shown in Figure. 2.5), which are direct tap, loop, capacitive
and transformer configurations [27]. The structure can be chosen depending on
the desired coupling power [27]. For connecting a number of cavities, capacitive or
transformer coupling configuration is often used. For connecting with the input and
output ports of the filter, direct tap or loop coupling is preferable.
(a) (b)
(c) (d)
Figure 2.5: Cavity resonator with different input-output configurations. (a) Direct
tap. (b) Loop. (c) Capacitive. (d) Transformer
The high quality factor (Q-factor) property of the cavity filters makes them very
good candidates for separating TX and RX signals. Due to the high quality factor
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of this technology, high isolation between TX and RX can be easily achieved by
increasing the number of cavities without significantly affecting the insertion loss.
For illustration purpose, a high isolation duplexer for wideband code division mul-
tiple access (WCDMA) band V is shown in Figure. 2.6. This cavity duplexer can
provide about 97 dB of isolation with insertion loss of less than 1 dB for frequency
separation of 20 MHz (approximately 2% of the carrier frequency) between TX and
RX bands [3]. Additionally, this design can handle 100 W of the continuous wave
(CW) signal power and up to 4000 W of peak power.
(a) (b)
Figure 2.6: A base station duplexer for WCDMA band V [3]. (a) WSD-00027
duplexer. (b) Frequency response
Very often, off-the-shelf cavity duplexers need to be tuned in order to satisfy the
specification. For cavity filters, this can be achieved by changing the characteristics
of the resonators or loops. The cross-section of typical band-pass and band-reject
cavities [4] are shown in Figure. 2.7. Firstly, by tuning the adjusting knob, the
length of the adjustable element section within the cavity is changed, which results
the change of the resonating frequency. The adjustable coupling loop can also be
used to tune the location of the notch. This is achieved by changing the coupling
between the connection ports and the resonator.
The automatic tuning methodologies including mechanical [28] [29], magnetic [30]
and electrical [31] [32] tunings are available. Mechanical tuning is the best in terms
of quality factor, power-handling capability and linearity comparing to the other
two methods [33]. The latest publication suggests that an air cavity filter can be
tuned via piezomotors along with RF microelectromechanical systems (RF-MEMS)
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capacitor banks. However, it is far from being commercially available. To-date, the
most widely used tuning methodologies is manual tuning. This involves one or more
RF technicians or engineers turning the screws on top of the cavity duplexers in order
to obtain the desired frequency response. Tuning a cavity duplexer is an important
procedure. This is because duplexers are designed and manufactured so that they
can provide the best rejection of the TX signal across the whole RX frequency band.
However, each service provider only occupies a fraction of that particular frequency
band. Therefore, duplexers need to be tuned so that the highest isolation can be
achieved within the frequency band that is owned by the service provider. The
tuning of a cavity filter is a long and tedious process. This is much worse as the
order of the filter increases. The labour cost is high which increases the overall cost
of the base station.
Figure 2.7: Cross-section of a typical band-pass and band-reject cavities [4]
Cavity duplexers are widely used in macrocell and microcell base stations due to
their high power handling and low insertion loss properties [5]. Sometimes, they
can also be seen in some of the high power picocell base stations [34]. Usually, the
body of a cavity duplexer is lathed from a block of metal (usually aluminium) in
order to minimize passive intermodulation. Sometimes, the resonator is plated with
a thin film of copper. As a result, a cavity duplexer is expensive. According to the
research [35], the cost of the duplexer is about one sixth of the total price of the
whole base station. What’s more, the form factor of a cavity duplexer is also large.
A typical metrocell base station is shown in Figure. 2.8 with the back case removed.
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The component with a large number of screws at the bottom of the base station
is the cavity duplexer. It can be seen that nearly one third of the volume of the
base station is occupied by the duplexer. The cost and the form factor of the cavity
duplexer directly relate to the orders of the filters. Reducing the order will certainly
reduce the size of the duplexer, so that the base station can be designed in a more
compact form. However, the rejection of the duplexer is also reduced. A balance is
needed between the rejection and size when designing a cavity duplexer for a base
station.
Figure 2.8: A typical metrocell base station with back case removed [5].
2.5.2 Ceramic Duplexer
A ceramic filter is a type of dielectric filter where resonators are constructed with
ceramic material. The resonators of these type of filters are formed by metallized
holes inside a plated monoblock of high-permittivity ceramic [6]. The electrical
length of the resonator is the same as cavity duplexer which is also a quarter of a
wavelength long.
There are two types of ceramic filters, ceramic puck and ceramic coaxial filters.
A ceramic puck filter is constructed with ceramic puck resonators enclosed with a
metal cavity. This type of ceramic filter is shown in Figure. 2.9 and is widely used
in satellites during 1980s [6].
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Figure 2.9: A ceramic puck filter [6]
Most of the ceramic duplexers are constructed with the coaxial resonator structure
and are widely available for wireless communication systems. A ceramic coaxial
resonator is shown in Figure. 2.10 [7]. The outer body of the ceramic resonator is
silver-plated with one end connected with the inner conductor [7]. The Q-factor of
this type of filter can have a value between 150 to 500 [7].
Figure 2.10: A ceramic coaxial resonator [7]
A typical ceramic duplexer can allow approximately 5 W of continuous wave (CW)
signal entering any of its ports. This type of duplexer is usually deployed in a smaller
cell such as a picocell [36] or a femtocell [37], where output power of the base station
is small. There are high power ceramic duplexers available which have maximum
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power up to 20 W [38]. However, the insertion loss can be as large as 2.2 dB which
is a lot greater than the one of the cavity duplexer. The maximum isolation that
those ceramic duplexers can provide is also limited to about 70 dB.
2.5.3 Surface Acoustic Wave Duplexer
Surface acoustic wave (SAW) is a mechanical wave propagating along the surface of
a piezoelectric substrate and was discovered by Lord Rayleigh in 1885 [39]. In a SAW
device, two interdigital transducers (IDTs) are used on a piezoelectric substrate in
order to convert an electrical signal to an acoustic wave and then back to an electrical
signal. Common piezoelectric materials are crystals of quartz, lithium niobate and
lithium tantalate. Since the wavelengths of SAWs are much shorter than electro-
magnetic signals at the same frequency, filters with SAW technologies can be realised
in very compact forms.
Figure 2.11: Top view of a basic SAW device [8]
A SAW duplexer can normally be adopted using either dual mode SAW (DMS)
or ladder style structures. Both of the structures can provide high Q-factor which
makes them good candidates for wireless communication devices. The insertion
losses of these duplexers are about 3 dB, which means higher losses comparing to
the cavity duplexers. The two structures are shown in Figure. 2.12. Maximum power
durability of 1.2 Watt [40], small form factor, high Q-factor and cheap in cost make
SAW duplexers be widely used in femtocells and user equipments (UEs). Due to the
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large challenge of lithography and patterning of the IDTs, SAW filters are mainly
suitable for the frequencies below 2 GHz [10].
(a) (b)
Figure 2.12: Two common structures of SAW filters [9]. (a) DMS filter structure.
(b) Ladder style structure
2.5.4 Bulk Acoustic Wave Duplexer
The first commercial bulk acoustic wave (BAW) filters were introduced in 2001 [10].
It was a new technology that was designed to compete with SAW in the market
of filtering for the wireless mobile communications. Unlike SAW, BAW propagate
vertically in a thin film of piezoelectric (usually quartz crystal) material and bounced
between the top and bottom metal electrode surfaces to form a standing acoustic
wave [10]. The basic structure of BAW filter is shown in Figure. 2.13.
In order to avoid the acoustic waves escaping into the substrate, an acoustic Bragg
reflector is created. The reflector consists of a number of stacked thin layers. The
number of layers directly relates to the required reflection coefficient and the me-
chanical impedance ratio between the successive layers [41]. The device fabricated by
using this approach is called solidly-mounted resonator BAW or BAW-SMR device,
which is shown in Figure. 2.14.
On the other hand, instead of using the reflector, substrate underneath of the active
area of the piezolayer can be etched away. The resonator that is fabricated by this
process is named as filter bulk acoustic wave resonator (FBAR). The cross-section
view of FBAR including the fabrication process is shown in Figure. 2.15.
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Figure 2.13: Basic structure of a BAW filter [10]
Figure 2.14: The cross-section view of a BAW-SMR device [11]
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Figure 2.15: Cross-section of FBAR [12]
As with SAW filters, BAW filters can only handle signal power up to approximately
1 W and are suitable for smaller cells or mobile devices. At higher frequencies
(typically, greater than 2 GHz), duplexers using BAW technology are more attractive
than SAW ones, even though the price is about 4 times higher [10]. The size of a
BAW device is similar to the SAW ones which is much smaller than the ceramic and
cavity ones. The size comparison is shown in Figure. 2.16. Comparing to air cavity
duplexers, BAW devices are much smaller in size and lower in cost, but with larger
insertion loss and poorer power handling capability.
2.5.5 Circulator in an SC-FD Transceiver
A circulator is used in a single antenna SC-FD system [21] [42] [43] and acts as
a duplexing device which is shown in Figure 2.17(b). A circulator is normally a
three-port ferrite device that only allows the signal to flow in one direction. The
operation concept of a circulator is that the magnetic field is generated by the ferrite
material circles around the centre of the circulator. The signal applied to one port
of the circulator is forced to follow the circular motion of the magnetic field and
absorbed by the impedance of the output port next to the input one [14]. Due to
the strong magnetic field, it is unlikely that the input signal flows in the opposite
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(a) (b)
Figure 2.16: Size comparison of duplexers using different technologies [13].. (a) A
cavity duplexer VS ceramic ones. (b) A ceramic duplexer VS a SAW one
to the magnetic field. In the case that the circulator is used while the third port
is terminated with a matched impedance, it is normally called an isolator. The
circulator and isolator examples are shown in Figure 2.17(a). The insertion loss of
a circulator is usually very low along the signal flowing direction.
(a) (b)
Figure 2.17: A circulator and its applications [14]. (a) A circulator and an isolator.
(b) A circulator that is used as a duplexing device
In theory, there is no energy flowing opposite the signal flowing direction so that the
isolation between TX and RX is ideally infinite. In reality, there is still a small por-
tion passing through. The isolation performance of the circulator between adjacent
ports opposite the magnetic field flowing direction is typically 20 dB. Comparing to
off-the-shelf duplexers, this value is rather small. Hence, this configuration is not
widely used in modern transceivers, unless additional filtering/cancellation method-
ologies are applied. The magnitude response of a circulator within the bandwidth
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is relatively flat and its phase response is very linear compared to the off-the-shelf
duplexers. Most commonly, a circulator is used as an isolator so that any reflections
from the load, due to impedance mismatch are absorbed by the termination of the
isolator and not by the signal source.
A circulator can be made in the form of microstrip lines, strip lines, coaxial and
waveguide, etc. Circulators were successfully implemented at the frequencies from
100 MHz up to 140 GHz. The maximum power rating can be at approximately
2 kW of average power [44].
2.5.6 Summary of the duplexing devices
The most commonly used duplexing devices have been summarised in (Table. 2.1).
Overall, duplexers can provide limited isolation between TX and RX in a single
antenna FDD transceiver. The isolation performance depends on the implementa-
tion technology of the duplexer. On the other hand, a circulator can only provide
basic isolation. In order to compare the isolation performance, a ceramic, a cav-
ity and a circulator have been measured using the vector network analyser (VNA,
model number is ZVB-20 by Rohde & Schwarz). The measured results are shown
in Figure. 2.18.
The circulator is SKYFR-000788 by Skyworks Solutions, Inc.. The recommended
operating frequency range is 2490 MHz to 2710 MHz. It has been mounted on a
customised printed circuit board (PCB) with SMA connectors. The cavity duplexer
is IT-102C009 by Innertron, Inc.. The ceramic duplexer (SCD900AE4) is manu-
factured by Samnova. Both the duplexers are designed for WCDMA band VIII, of
which the up-link (UL) band is between 880 MHz and 915 MHz and down-link (DL)
between 925 MHz and 960 MHz. These duplexing components will be used in the
simulations and/or the hardware verifications of this thesis.
Although the frequency range of the circulator is different from the two duplexers,
one can still observe that the differences of the characteristics between the circulator
and two duplexers. Comparing the magnitude responses, the isolation performance
of the off-the-shelf duplexers is much greater than the one of the circulator. Addi-
tionally, the magnitude response of the circulator is much flatter than the ones of
the other two duplexers. The phase responses of the two duplexers are less linear
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and the delay response are much more complex than the ones of the circulator.
Between the ceramic and the cavity duplexer, the characteristics of the latter are
more complex than the other one. How the characteristics of the different duplexing
devices relate to the design difficulty of the cancellation system will be discussed in
more details in the later chapters.
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Apart from the isolation requirement, a duplexer must be able to filter the out-of-
band interference/blocker, which a circulator is not capable of. As a result, circula-
tors are not suitable for FDD base stations, though they inherently can handle high
input power.
SAW/BAW/FBAR duplexers are significantly cheaper and smaller compared to the
alternatives, such as cavity or ceramic duplexers. However, due to the high power
property of the TX signals and the requirement of low insertion loss of both TX and
RX chains, SAW duplexers are not possible to be deployed in medium or wide area
base stations such as microcells and macrocells. They are widely used in smaller
cells, e.g., femtocells or mobile devices.
In comparison with the cavity duplexers, ceramic duplexers are smaller and more
cost friendly, which are ideal for base stations that are sensitive to the size and cost
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Figure 2.18: Measured characteristics of the circulator (SKYFR-000788 by Sky-
works Solutions, Inc.), cavity (IT-102C009 by Innertron, Inc.) and ceramic
(SCD900AE4 by Samnova) duplexers (a) Magnitude response of the circulator.
(b) Phase and delay response of the circulator. (c) Magnitude response of the cav-
ity duplexer. (d) Phase and delay response of the cavity duplexer. (e) Magnitude
response of the ceramic duplexer. (f) Phase and delay response of the ceramic
duplexer.
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of duplexers. However, the higher insertion loss and lower isolation performance are
less favourable when compared to the cavity duplexers.
There are many desirable properties with cavity duplexers, such as high power han-
dling, low insertion loss, high out-of-band rejection and high isolation between TX
and RX, etc. As discussed before, the downside of such performance is that the cost
is high and the size of the duplexer is large. For macrocells with RRH technologies,
microcells and some high power picocells, these downsides are unfavourable for the
high level of integration.
What’s more, since higher data speed is demanded, larger bandwidths of transmis-
sion and reception are required. For instance, the bandwidth of a GSM channel
is approximately 200 KHz [45], whereas for LTE, each channel can be as large as
20 MHz [46]. It can be foreseen that the increase of channel bandwidth will con-
tinue beyond LTE. On the other hand, the valuable frequency spectrum is already
highly congested especially at UHF frequencies. Therefore, for the future FDD
transceivers, frequency separation between TX and RX frequency bands will thus
be reduced. This will increase the challenge of designing such high performance
cavity duplexer.
Since the cost, form factor and the design challenges of the cavity duplexers directly
relate to the desired performance, they can thus be reduced if the performance
requirements are relaxed. Then cheaper and smaller cavity or ceramic duplexers
could be used in base stations instead of the high performance cavity one.
2.6 Challenges of TX Leakage using Passive
Components
As discussed previously, the isolation between TX and RX of an FDD transceiver
depends on the performance of the duplexer. In reality, there may still be some
signals from the TX path appearing in RX. The output of the high power amplifier
(PA) contains the wanted TX signal, as well as the unwanted out-of-band emissions
of TX, especially of the PA itself. According to the state-of-the-art publications on
digital pre-distortion (DPD) amplifier, the power level of the out-of-band emission
can still be as large as -50 dBc [47] [48] [49] [50]. Due to the limited isolation of
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the duplexers between TX and RX, a portion of the high power TX signal and the
out-of-band emissions of the PA appear in the RX chain. This signal is known as
TX leakage. In fact, in the case that cables that carry TX and RX signals are close
to each other, then the signal at the output of the PA could also appear in RX
by coupling. This is another source of the TX leakage. However, since the power
of this form is insignificant compared to the prior one, in this thesis, the term TX
leakage only refers to the one that is caused by the limited isolation of the duplexer.
Relaxing the isolation performance requirement of the duplexer causes the increase
of TX leakage. This needs to be suppressed in order to replace the high performance
duplexer with a lower one.
The TX leakage consists of two parts, i.e. the in-band and the out-of-band portions
with respect to the RX frequency band. The out-of-band leakage is mainly the
remaining portion of the actual TX signal after being filtered by the duplexer. Due
to the high power nature of the TX signal, the power of the out-of-band leakage can
be significantly higher than the received signal. The existence of this out-of-band
leakage can potentially saturate the RF front-ends and thus cause desensitization of
RX. In the worst-case scenario, RF front-end modules of RX could be damaged if the
power of the leakage is excessive. This is illustrated in (Figure. 2.19), where the peak
power of the TX leakage is greater than the saturation point (point C). However,
since the out-of-band leakage can possibly be reduced with additional filtering, it is
less problematic than the in-band portion. By using an additional bandpass filter,
the out-of-band leakage is then reduced to power level E and the in-band portion
remains the same at the power level B.
Using an additional filter does not contradict with the motivation of this thesis. This
is because this filter is added only in the RX path where the power of the signals is
low. As a result, a low power rating filter with high rejection performance, such as
a SAW or BAW filter can be used. Using this filter wouldn’t increase the cost and
the form factor of the base station significantly.
On the other hand, the in-band TX leakage is more problematic since it is completely
within the RX band and cannot be filtered with conventional filtering techniques.
The existence of such in-band TX leakage can thus desensitize RX, directly. It can be
seen in (Figure. 2.19) that the remaining in-band leakage (in red line) is significantly
higher than the RX signal (in blue line), thus causing the desensitization of the
receiver.
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2.6 Challenges of TX Leakage using Passive Components
Figure 2.19: In-band and out-of-band leakage
In order to further show how the in-band TX leakage causes desensitization prob-
lems, a brief calculation is performed. Consider an LTE medium area base station
which is operating in band VIII (UL: 880 - 915 MHz and DL: 925 - 960 MHz). Ac-
cording to 3GPP specification [46], the maximum output power of a medium area
base station is less than 38 dBm per carrier. We can assume there is one 5 MHz
carrier, i.e. PTX = 38 dBm/5MHz.
A typical noise level of a high power amplifier in a base station is approximately
-50 dBc. The power of the noise at the output of the PA is thus:
PNTX = PTx − 50
= −12 dBm/5MHz (2.2)
The sensitivity of the receiver at the antenna port of a medium range base station is
given in [46] as PSen = −93.5 dBm/5MHz. Therefore, the difference between PNTX
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and PSen is the required additional isolation performance of the duplexer which is
ISOdes = PNTX − P Sen
= 81.5 dB (2.3)
Therefore, additional 21.5 dB of isolation must be obtained by other techniques if
such a high performance duplexer is replaced with a lower one which has minimum
isolation of 60 dB.
2.7 State-Of-the-Art Active Solutions
There are many active cancellation architectures available in order to provide extra
isolation in addition to the passive solutions. Some active techniques are designed
for the out-of-band TX leakage suppression, e.g. the feed-forward cancellation in [51]
and the feed-back cancellation in [52]. Some of the techniques are for replacing the
off-the-shelf duplexer with adaptive/hybrid components, for instance, the dual path
antenna and hybrid duplexer in [43], the RF front-end design in [53], the tunable
hybrid duplexer in [54] and the multi-band RF duplexer design in [55], etc.. These
solutions are either for narrow band applications or with small out-of-band blocker
rejection. Therefore, in this thesis, these designs will not be discussed in more detail.
More of the active solutions are focused on in-band leakage cancellation and these
are the ones to be discussed in this dissertation.
In many active cancellation architectures, the leakage signal is reproduced by using
the TX signal. The reproduced leakage signal should have the same magnitude and
180 degree phase offset from the actual leakage at any frequency within the band
of interest. Adding the original and the reconstructed leakage signals performs the
cancellation. Since the reconstructed leakage signal has no components from the
RX signal, theoretically, after cancellation, the RX signal remains unchanged.
Active solutions consist of digital and analog cancellations. These active cancellation
techniques will be introduced in the following sections.
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2.7.1 Digital Baseband Cancellation
Digital baseband cancellation systems suppress the leakage in the digital domain.
These systems require little additional hardware, which is a significant advantage
over analog cancellation techniques. Digital cancellation systems can be separated
into two categories, the baseband to baseband and the RF to baseband cancellations,
depending on what the reference signal is.
2.7.1.1 Baseband to Baseband
Leakage cancellation using a baseband to baseband structure is shown in Figure. 2.20.
It uses the baseband TX and RX digital signals as the reference and desired signals,
respectively. Both linear and non-linear systems can be implemented with this ap-
proach. Cancellation systems using digital baseband approach are deployed in both
FDD and SC-FD system with single or separate antennas. In the transceiver with
single antenna configuration, a duplex device such as an off-the-shelf duplexer or
circulator is used.
Figure 2.20: Baseband to baseband digital cancellation structure
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2.7.1.1.1 With Linear Model The digital cancellation system can be implemented
using first order FIR filters in the case that the system to be identified is linear.
Coefficients can be determined using classic adaptive filter algorithms such as the
least-mean-square (LMS) for recursive adaptation [56]. Such approach is widely
used in noise cancellation for audio devices, due to its simplicity of implementation.
The least-squares (LS) for non-recursive adaptation technique has been reported
in [57] for zero-IF receivers. More practical parameters are considered in this ap-
proach including channel mismatching between the transmitter and receiver and
non-ideality of the receivers.
The digital cancellation using classic linear model can only achieve limited cancella-
tion due to the IQ image of the TX leakage which is caused by the non-ideal property
of the analog RF circuit [58]. Despite the original TX baseband signal, its conjugate
can also be used in order to suppress the IQ image of the leakage. This technique is
named by the author of [58] as “widely linear cancellation”. It is designed in order
to suppress the self-interference of an SC-FD system.
2.7.1.1.2 With Non-linear Model Linear FIR structures that are similar to the
previous techniques are suitable for linear systems only. As the reference signal for
the cancellation system is the transmitter baseband signal, there is no information
about the non-linearity of the devices in the transmitter and receiver. Such non-
linear devices include the high power amplifier (PA) in the transmitter, low noise
amplifier (LNA) in the receiver, ADC/DAC and mixers of the transceiver, etc.. The
baseband reference signal in the structure shown in Figure. 2.20 does not have infor-
mation on these non-linearities. Therefore, the satisfied cancellation results will not
be achieved by using the linear FIR structure. Since for base stations, the power am-
plifier of the transmitter suffers from non-linearity, aspects of non-linearities should
be considered in order to suppress the in-band leakage successfully with the digital
cancellation structure that is shown in Figure. 2.20. There are techniques that focus
on reducing the third order (IM3) and the second order intermodulation distortions
(IM2).
In [59], IM3 which is caused by the LNA is suppressed by firstly obtaining IM2
products of the LNA with an alternative RX path. Then the cancellation signal
for the IM3 can be regenerated by mixing the obtained IM2 products with the
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baseband TX signal. The adjustments of the amplitude and phase are needed so
that the cancellation signal has the same amplitude and 180 degree out-of-phase
with the IM3 distortion signal. By combining the two, the IM3 signal of the LNA
is thus cancelled.
In [60], it tries to reduce IM2 that is caused by the mixer. Since the second order
input intercept point (IIP2) of the mixer in the receiver is finite, the existence
of the high power TX leakage can cause IM2 products which fall within the RX
frequency band. As a result, the receiver sensitivity is reduced. IM2 products can
be suppressed using a parallel augmented Volterra model. This technique creates a
behavioural model by using the TX baseband signal and IM2 signal in the receiver.
The coefficients of the Volterra model are calculated with LS algorithm.
Instead of reducing IM2 and IM3 components caused by the high power TX leakage,
the whole transceiver path from the baseband transmitter to the baseband receiver
can also be modelled in [61] with a non-linear modelling technique. Parallel Ham-
merstein (PH) model, a special case of the generalised Volterra series, has been
used in order to suppress the leakage including all the non-linear components in the
transceiver path. This approach shares the same idea as the widely deployed DPD
systems for PAs.
2.7.1.2 RF to Baseband
An alternative approach to baseband-to-baseband structure is to use the reference
signal which is obtained by down-converting the TX signal from RF to baseband.
Since a power amplifier is a non-linear device, the output of the PA not only contains
the TX signal, but also the intermodulation products due to the non-linearity of the
PA. Additionally, apart from the additional thermal noise introduced by the PA, the
high gain also raises the noise floor. Pure baseband-to-baseband approach has no
information about the extra thermal noise. As a result, the cancellation performance
at the baseband is limited. In order to obtain better cancellation, the output of the
PA can be duplicated by using a directional coupler. The replica of the PA output
is frequency down-converted and digitized by an auxiliary receiver. The digitized
signal is used as the reference signal for the baseband cancellation system. The
structure of this type of cancellation system is shown in Figure. 2.21.
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Figure 2.21: RF to baseband digital cancellation structure
A technique called sub-band adaptation has been reported in [62] in order to reduce
the TX leakage digitally and efficiently. This approach aims at reducing the TX
leakage in the full RX band for an existing FDD transceiver using an off-the-shelf
duplexer. Adaptation for the full RX band requires a large computation load. As
a result, the sub-band adaptation was deployed in [62]. The tested transceiver
operates in WCDMA band I of which the RX bandwidth is 60 MHz. This technique
treats the full RX band as a combination of a number of smaller channels. For each
channel, the leakage is cancelled individually. Therefore, the system achieves on
par or better cancellation results than the full band adaptation techniques. This
method achieved about 15 dB of cancellation for the bandwidth of interest.
2.7.1.3 Summary of Baseband Cancellation
The performance of the digital baseband cancellation solutions is summarized in
Table. 2.2. One of the greatest advantages of the digital baseband cancellation tech-
niques is that there is little hardware required for achieving good cancellation. This
certainly adds no additional cost to the base station. It seems like the digital base-
band cancellation techniques are the solutions to the TX leakage problems. However,
the reality is not as simple as it looks. In the case that the leakage with excessive
power reaches the RF front-end of the receiver, noise floor increases due to satu-
ration and blocking. The latter is a more serious issue and can cause improper
gain adjustment on the desired RX signal at the input of the ADC. The valuable
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ADC resolution is thus wasted and results in large quantization error. Therefore,
the increase of the noise due to blocking is mainly from the quantization noise. The
reference signal in any digital cancellation technique discussed in this section has no
information on the quantization error. As a result, desensitization of the receiver
occurs irrespective of the digital cancellation performance. This will be discussed in
more detail in the next chapter.
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2.7.2 Analog Cancellation
There are a large number of analog cancellation structures being reported to-date
for both FDD and SC-FD transceivers. They can be grouped into two categories,
baseband-to-RF and RF-to-RF cancellation systems.
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2.7.2.1 Baseband-to-RF
Baseband-to-RF cancellation techniques (shown in Figure. 2.22) take advantage of
the flexibility of the digital cancellation system. On the other hand, it achieves
the cancellation at the radio frequencies. This structure models the leakage path
by using the TX and leakage signals at the digital baseband. The model is then
used to generate a baseband cancellation signal which is up-converted to RF by an
auxiliary transmitter. Combining with the cancellation signal, the RF leakage is
thus suppressed.
Figure 2.22: Baseband to RF cancellation structure
The channel modelling of this structure requires estimating both the leakage and
the cancellation paths at RF. This is done by sending two orthogonal pilot signals
via the two paths and calculating the magnitude and phase response of the channels.
Dot-division is then performed in order to obtain the characteristic differences of fre-
quency response between the two paths. This is applied to the baseband transmitted
signal in frequency domain at the baseband in order to obtain the cancellation sig-
nal. An inverse fourier transform and frequency up-conversion are needed to bring
the baseband signal to RF [63].
In this technique, only a few RF components are required including the auxiliary
35
2.7 State-Of-the-Art Active Solutions
transmitter, a RF attenuator and a power combiner. However, this cancellation
structure is suitable for low power rating transceivers in which the power amplifiers
are operating within the linear region. This is similar to the digital techniques using
the baseband TX signal as the reference. There is no information about the in-band
noise and distortions which are introduced by the main TX path, particularly from
the high power amplifier. In the worst-case scenario, for an LTE base station, the
error vector magnitude (EVM) can be as high as 17.5% [64] which means that the
in-band distortion is only 15 dB lower than the power of the TX signal. As a result,
this technique can only achieve up to 15 dB of cancellation when being deployed in
a base station.
2.7.2.2 RF-to-RF
Another approach for suppressing the leakage at RF is by using the RF-to-RF
structure. The basic concept of RF-to-RF solutions is reproducing the response of
leakage path with an active cancellation block at RF. With the same input signal as
the duplexer, the output of the cancellation block ideally is the same as the leakage,
but 180◦ out of phase across the frequency band of interest. Therefore, accurate
modelling of the leakage path is critical. The majority of RF-to-RF solutions use
tap-based structures. In the tap-based structure, there are a number of auxiliary
paths (or taps) in the cancellation block. In each of the path, there can be a delay,
a variable attenuator and a variable phase shifter.
Depending on the techniques of modelling, RF-to-RF analog cancellation solutions
can be grouped into two categories: without digital assistance and with digital
assistance.
2.7.2.2.1 Without Digital Assistance An analog cancellation system without
digital assistance usually consists of an active cancellation block at RF only, with no
additional modelling blocks. The system level block diagram is shown in Figure. 2.23.
One of the representatives of these cancellation techniques has been presented in [65].
This technique takes a fraction of the TX signal at the output of the PA and splits
the in-phase (I) and quadrature (Q) components by using a quadrature phase power
splitter. Each of the components mixes with the error signal. Initially, such error
would be the leakage signal. Each of the resulting signals of the mixing is then
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filtered by a lowpass filter in order to eliminate the image signals from the mixing.
The bandwidth of the lowpass filter needs to be greater than the bandwidth of the
cancellation system, but smaller than the lowest frequency of the image. The I and
Q components at RF are then mixed again with the output of the lowpass filter.
The re-conditioned I and Q signals are added together in order to form the can-
cellation signal. Finally, the error signal is obtained by subtracting the resulting
cancellation signal from the leakage. The block diagram of this technique is shown
in Figure. 2.24.
Figure 2.23: RF to RF cancellation structure without digital assistance
This technique is actually the RF adaptation of the classic LMS adaptive noise
canceller [66] and it has been simplified so that only one tap is deployed. Therefore,
it is theoretically suitable for the purpose of narrow band leakage cancellation or
wide band cancellation if the duplexer has simple characteristics, e.g., a circulator.
In the case that the leakage path of the duplexer has perfectly flat magnitude and
linear phase responses, wide band cancellation could still be achieved. This is only
true when the delay of the main cancellation path is identical to the one in the
leakage path. Since four mixers have been deployed in this structure, the rising of
the noise floor is expected. In order to avoid significantly reducing the signal to
noise ratio (SNR) of the receiver, the cancellation can only occur at the output of
the LNA. Thus, this does not assist with any saturation effects in the LNA.
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Figure 2.24: LMS adaptive filter of TX leakage
Figure 2.25: N-path filter based active canceller
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A wideband cancellation system is presented in [23], which also creates the cancel-
lation signal using down- and up-conversions. First, the TX reference signal from
the output of the PA is down-converted to baseband. The baseband analog signal
is then filtered by an analog adaptive filter. The resulting signal is the baseband
cancellation signal. It is then up-converted to RF by the second mixer and com-
bined with the leakage in order to realize the cancellation. In this system, a digital
method called an N-path filter [23] is deployed in analog. Instead of mixing with one
oscillation signal, a number of local oscillation signals, lo are generated so that the
phase between two adjacent lo signals are pi
Npath
radians, where Npath is the number of
lo signals. The system structure is shown in Figure. 2.25. The author claimed that
this technique is designed for both single antenna transceivers with any duplexing
devices and the multi-antenna transceivers. The system can also be implemented
in an IC which is a big advantage. Although it was claimed that this technique is
suitable for improving the isolation performance of all major duplexing devices, the
duplexer used for demonstrating the results only has simple characteristics. The
duplexer used for the measurements is a custom device using inductors and capac-
itors (LC). In this paper, it also includes the results that are obtained by using
antenna separation technique. Nevertheless, for both the LC duplexer and the an-
tenna separation, the transfer functions are linearly changing in magnitude response
within the band of interest. There is no experimental/theoretical evidence showing
that this technique can work as claimed when a ceramic or cavity duplexer is used.
Furthermore, since active components (mixers) have been used in this technique,
unpleasant noise/distortion injection can be expected in the receiver.
In [42], the cancellation system is based on the tap-based structure. There are a
number (k paths in total in Figure. 2.26) of main cancellation paths with a dedi-
cated delay block in each of them. The delay blocks are equally spread along all the
cancellation paths. This means that the delay difference between any two adjacent
pairs of the main cancellation paths is the same. They are dependent on the band-
width of the cancellation system, regardless of the carrier frequency. The author
decides to use pre-calculated phase shifters rather than the more flexible variable
phase shifters. Due to imperfections in the fixed phase shifters, the actual phase
values differ from the calculated ones, which results in cancellation degradation.
It is proved by the author that the effect that the phase imperfection has on the
cancellation performance is reduced by splitting the phase with a number of phase
shifters. As a result, a few sub-paths are implemented within each main cancellation
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Figure 2.26: Block diagram of the simultaneous TX and RX system design
path.
A fixed phase shifter and a variable attenuator are placed in each sub-path. In order
to avoid cancellation performance being affected by the imperfect phase rotation of
the variable attenuators, a directional coupler is placed between the phase shifter and
the variable attenuator in each sub-path. The signal in each sub-path is captured
by down-converting the signals at the coupling port of the directional coupler. With
the down-converted RX signal, the attenuation level of each variable attenuator can
be adapted in a closed loop manner, using steepest-descent method.
In the simulation that the author presented, there are three tap delays and three
phase shifters in each main cancellation path. This means that there are totally nine
paths in this system. Therefore, two nine-way power splitters are needed, as well as
one two-way splitter for cancelling the leakage. Additionally, there is one directional
coupler in each of the sub-path giving the total number of couplers to be nine. As
a result, there are nine down-converters, baseband adaptation blocks and variable
attenuators needed in order to realise the system. The large complexity and poor
reliability of the system make it difficult to be realized in practice.
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2.7.2.2.2 With Digital Assistance RF cancellation systems can also be con-
structed with the assistance of digital baseband controllers. The baseband con-
troller makes decisions depending on either only the error signal (more commonly,
the power strength of the error signal) or both the baseband reference and the error
signals. The general block diagram for this type of analog cancellation is shown in
Figure. 2.27. Depending on the need, the cancellation could occur before or after the
LNA. If the reference signal is required, usually it is the down-converted TX signal
from the output of the PA [67]. The active canceller at RF can be constructed using
the tap-based structure as in [68], named as double loop cancellation system (shown
in Figure. 2.28). Basically, the system consists of two cancellation paths. In each
path, there is a vector modulator and a delay line. The delays are pre-calculated
with the centre frequency of the cancellation given. Generally, the delays in the two
paths are greater and smaller, respectively, than the group delay of the duplexer
which in this case is a circulator. The vector modulators are the tuning components
for controlling the attenuation levels and the phase in the cancellation paths. Tak-
ing the advantages of relatively simple characteristics of the circulator, the I and Q
components of the vector modulators are tuned individually and repeatedly in small
steps until the error signal is minimized.
Using the circulator as the duplexing device is the key for this technique to achieve
large cancellation bandwidth and good performance. This is because the magnitude
response and delay of the circulator is relatively constant across the band of interest.
Therefore, it is much easier to match the characteristics of the leakage path and
the cancellation over a wide bandwidth. Though this technique has presented the
relationship between the delays in the cancellation paths and the group delay, it is
only suitable for a circulator. This is because the whole algorithm is based on the
assumption that the magnitude and delay of the duplexer is constant.
The tuning algorithm for the attenuation and phase values in the previous system
may require a long time in order to reach the optimal point. Global searching
algorithms such as Modified Dithered Linear Search have been implemented in [69].
In terms of structure, it is very similar to the double loop cancellation. The vector
modulators are replaced with phase shifters and variable attenuators. There is also
one delay in each of the four paths in the system. The searching algorithm adds small
random values to the weighting vector and observes the change of the strength of
the error signal. The weighting vector should be altered in the opposite direction of
the change in the power of the error signal. The basic isolation in the test system is
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Figure 2.27: RF to RF cancellation structure with digital assistance
Figure 2.28: Double loop cancellation
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achieved by using antenna separation. Over 20 dB of cancellation for the bandwidth
of 100 MHz has been achieved.
In this paper, there is still little information on how to calculate the delays and the
duplexing technique of this system is antenna separation, which is less complex than
an off-the-shelf duplexer. More detailed information has been given in [70] with the
same structure. The information about how to choose the delay is not given in this
paper. Therefore, it is unknow if the proposed technique in [70] can successfully
suppress the leakage when a duplexer is used.
A similar tap-based cancellation technique has been discussed in [71] which uses a
SAW duplexer to separate the TX and RX signals (shown in Figure. 2.29). Within
each cancellation tap, there is an LNA, phase shifter and a variable attenuator.
In order to avoid TX signal being injected into RX chain, a notch filter which is
centred at the TX frequency is placed in the cancellation system. Apart from the
notch filter, this technique is similar to the double loop cancellation technique. The
author of this technique explained that this is a narrow band solution due to delay
mismatch.
Figure 2.29: Dual path feed-forward cancellation system
A single tap cancellation system for a balanced receiver [72] is shown in Figure. 2.30.
The cancellation block consists of a number of capacitors, two out of which are
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tunable. These two tunable capacitors effectively produce phase and attenuation for
the cancellation block. The realisation of the cancellation is done by the so-called
four-port canceller (FPC) in which, there is also a tunable capacitor connected at
the port-4. The transceiver uses a SAW duplexer in order to separate the TX and
RX signals. It can be seen from the measured cancellation performance that this is
also a narrow band solution.
Figure 2.30: Integrated hybrid passive cancellation system
In the SC-FD cancellation design of [21], the author believes that the leakage cancel-
lation at RF is similar to the sinc interpolation in digital domain. Therefore, it can
be constructed by placing attenuators with certain delays (shown in Figure. 2.31).
By tuning the attenuation, theoretically, the leakage can be cancelled completely.
The publication also states that in order to reduce the number of taps in the can-
cellation system and provide high cancellation performance, the taps should only
be placed at the delays which matter the most. Therefore, the taps which have
the delays close to the group delay of the circulator are the most important ones.
Therefore, half of the taps were placed before the group delay of the circulator and
the other half were placed after. The attenuations are firstly pre-tuned based on
the measured frequency response of the circulator by using preamble of the TX
signal (WIFI). Then gradient algorithm is used to achieve the desired cancellation
performance.
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Figure 2.31: Cancellation system structure diagram for full duplex radios
The knowledge given in this publication about the choice of delays is not enough
for implementing such system for an off-the-shelf duplexer. As mentioned before,
the characteristics of a circulator are much simpler compared to an off-the-shelf
duplexer. The technique didn’t specify how to implement the system when the
group delay of the isolation path of the duplexer is not a constant value across the
frequency band. It is not sufficient by only knowing that the delays need to be
placed before and after the group delay of the duplexer. Additionally, there are no
phase controls in the cancellation system. As a result, more taps are needed (up to
sixteen taps) in order to compensate the lack of phase control.
Systems with similar tap-based structures in this sub-category can also be found in
[73] and [74]. The problems mentioned above remain unsolved.
2.7.2.3 Summary of RF Cancellation
Analog cancellation techniques are summarised in Table. 2.3. Some of the techniques
have achieved promising performance in simulations [60] [61]. However, due to
the ideal properties of those simulations, when implementing these techniques in
practice, the performance cannot be guaranteed. The measured results are reported
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with large cancellation (over 20 dB) over wide bandwidth (greater than 20 MHz)
[23] [42] [73] [74] [21]. Six of the literatures mentioned above are designed for FDD
systems. But none of them used an off-the-shelf duplexer. In order to solve the TX
leakage problem for an FDD base station, a cancellation system that can provide
high cancellation with large bandwidth is desired. Such a system is not yet available,
as can be seen from the comparison tables.




















































































2.7.3 Digital and Analog Combined Cancellation
Analog and digital cancellation can also be combined for better cancellation perfor-
mance. In fact, this has already been implemented in [63] and [21] etc. Over 90 dB
of cancellation in total has been reported in [21] and about 73 dB is reported in
[63]. Though the overall cancellation performance is outstanding, in order to relax
the isolation performance requirement of the duplexer, the RF cancellation is the
effective one. In the case that wideband RF cancellation for a transceiver using a
duplexer is not achievable, the performance of the receiver would be degraded re-
gardless the performance of the digital cancellation. This will be discussed in more
detail in the following chapter.
2.8 Summary
This chapter has started with an introduction to base stations. It explained the
duplexing devices that are used in the single antenna FDD and SC-FD transceivers.
In a single antenna FDD transceiver, the duplexing device is usually a duplexer of
the following technologies: cavity, ceramic, SAW and BAW duplexers. In SC-FD
transceivers with common antenna configuration, circulators are usually deployed.
Depending on the technologies that are used, properties of the duplexers such as
the electrical performance and the physical characteristics are vastly different, par-
ticularly in the context of insertion loss, isolation performance and power handling.
Current FDD transceivers in medium and large area base stations widely use high
performance cavity duplexers to separate TX and RX signals. The high cost of the
high performance cavity duplexers is undesired. Moreover, due to the demand of
higher data rate, the bandwidth of the transceiver is increasing. As a result, the
required bandwidth of the duplexer also increases. The transient bands of the du-
plexer are getting narrower. Such a design requirement is getting more and more
difficult to be achieved due to the practical limitation of passive filter technologies,
i.e. Q-factor. Therefore, other solutions are needed in order to assist the existing
passive solutions to achieve the desired isolation performance and/or reduce the
stringent requirement of the passive filter design. For these purposes, many active
cancellation techniques have been published not only for FDD, but also for SC-FD
systems. This chapter has discussed the state-of-the-art active solutions, including
the digital and RF cancellation techniques.
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Digital cancellation systems are flexible and require no or little additional hard-
ware. Cancellation performance achieved by using digital cancellation techniques
are shown in the summarised performance table of the digital cancellation system.
However, RX will be desensitized with the existence of in-band leakage at RF, in-
dependent of the digital cancellation performance. This will be explained in more
detail in the next chapter.
After the discussion of the digital cancellation techniques, RF techniques have also
been compared in this chapter. The RF solutions involve reproduction and cancel-
lation. The reproduction is that the RF leakage signal is reconstructed in order to
obtain the cancellation signal. Then the cancellation is achieved by adding (or sub-
tracting) the cancellation and leakage signals. The cancellation steps of all existing
RF solutions are similar. The difference is at the reproduction step. The details
of those RF solutions have been explained in this chapter. Though, many of those
RF solutions showed excellent cancellation performance, no techniques have proved
that wide band cancellation can be achieved when using an off-the-shelf duplexer.
The author of this thesis suggests that the important aspect of implementing a wide
band RF cancellation system is to correctly estimate the delays, as well as the phase
and attenuations. Unfortunately, the information on how to determine the delays,
irrespective to the type of duplexers, is missing from the state-of-the-art literatures.
In the next chapter, a novel cancellation system architecture will be introduced. It
will show that the proposed cancellation system is a wideband active solution for
suppressing the in-band leakage at RF frequency.
2.9 Contributions of this Chapter
1. Comparison of the state-of-the-art cancellation techniques including both dig-
ital and analog. The strengths and weaknesses of those techniques have been
discussed.
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3 The Proposed Cancellation System
3.1 Introduction
In the previous chapter, we have discussed the purpose of the in-band TX leakage
cancellation system and reviewed the state-of-the-art solutions. The existing tech-
niques failed to provide sufficient performance for wideband cancellation for an FDD
transceiver using a duplexer at RF frequency. Attempting to solve the in-band TX
leakage problem, a new cancellation system is proposed in this chapter.
3.2 The Proposed Cancellation Architecture
A cancellation system architecture is proposed in this section in order to solve the
leakage problem in an FDD transceiver. The block diagram of the proposed system is
shown in Figure. 3.1. The concept of the proposed system is developed from the FIR
filter structure and the system is implemented at RF. It is capable of in-band leakage
cancellation. The proposed cancellation system is designed for a duplexer with more
complex characteristics, for instance, a cavity duplexer. As mentioned in Sec. 2.5.1,
tuning the cavity duplexer requires a human to physically adjust the screws on top
of the component. The time for the tuning process is proportional to the complexity
of the duplexer. Therefore, using the proposed cancellation system could reduce or
omit the labour cost of the tuning process. As a result, the overall cost of the base
station can be reduced. In addition, the proposed cancellation system reduces the
isolation performance requirement of the duplexer. Therefore, the cavity duplexer
could be replaced with a high power ceramic duplexer. In this case, not only the
cost, but also the occupied size is reduced. The proposed cancellation system can
also reduce the design challenges of the duplexer for future communications due to
the relaxation of the isolation requirement.
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Figure 3.1: The proposed cancellation system
The proposed cancellation system consists of an RF cancellation block and a base-
band modelling block. There are two RX paths, one of which is the main receiver
and the other one is the auxiliary RX. The auxiliary receiver is for capturing the
output signal of the PA as the reference. The two receivers must be synchronized
in order to more accurately model the duplexer. The RF cancellation block is the
analog implementation of an FIR filter structure. It consists of a number of cancel-
lation paths, or taps. The number of taps represents the order of the cancellation
system. In each cancellation tap, there is a delay block, an attenuator and a phase
shifter. The values of these RF components are given by the outputs of the baseband
modelling block.
The modelling block uses the frequency down-converted reference and leakage signals
to approximate the leakage path at the baseband. The tap weights and delays are
optimized so that the error between the baseband leakage and the approximated
signals is minimized. During or upon the completion of the modelling, the delay
blocks, attenuators and phase shifters in the cancellation block are set according to
the output of the modelling block, i.e., tap weights and delays. The relation between
the modelling outputs and the values of the RF components will be discussed later in
this chapter. The details of the algorithms for the modelling block will be discussed
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in later chapters. In order to achieve a wideband cancellation, the optimization of
the delays enables the third degree of freedom in addition to the optimization of
the amplitudes and phase. The importance of the delay optimization will be shown
in later sections of this chapter. The details of the modelling techniques will be
discussed in later chapters of this thesis.
3.2.1 The Purposes of the RF Cancellation
It is important that the in-band leakage is suppressed at RF frequencies before
reaching the LNA. Digital cancellation at baseband is unacceptable mainly due to
two reasons: the increase of the quantization noise and the saturation of the LNA.
The increase of the quantization noise In a typical FDD receiver, there is
a device named as variable gain amplifier (VGA) placed after the mixer and just
before the ADC. The purpose of the VGA is to amplify the weak RX signal to a
level so that the ADC can digitize such signal more effectively and accurately [75].
The gain of the VGA is automatically adjusted depending on the power of the signal
at its input. In the ideal case, i.e. no in-band leakage or interferences exist at the
receiver, the signal at the input of the VGA is thus the RX signal.
In the case that the in-band TX leakage exists in the receiver, the desired RX signal
as well as the leakage are frequency down-converted to baseband and arrive at the
input port of the VGA. The gain of the VGA is adjusted based on the in-band
leakage power since it is significantly higher than the power of the RX signal. As
a result, a much smaller gain is obtained and by which the RX signal is amplified.
The resulting in-band leakage after the VGA reaches approximately full scale of the
ADC whereas the RX signal is still very little. For this reason, most of the ADC’s
resolution is ineffective on the desired RX signal which causes the increase of the
quantization noise. Hence, the SNR is reduced and thus the receiver performance is
degraded. The digital cancellation techniques can significantly suppress the leakage
at the baseband, but is ineffective on the quantization noise. Therefore, with the
existence of the leakage at the input of the ADC, the desensitization of RX occurs
irrespective of the digital cancellation performance. For this reason, the in-band TX
leakage has to be suppressed before the VGA. In fact, the cancellation should occur
before the LNA to avoid the saturation. This will be discussed next.
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Saturation of the LNA In the proposed cancellation architecture, the location
of the cancellation is at the input of the LNA. The question arises if the leakage can
be cancelled at the output of the LNA instead of at the input. This can be seen
from the following example that is shown in Figure. 3.2. This example shows the
possible consequences when the cancellation is somewhere after the LNA.
As discussed in the previous chapter, relaxing the performance requirement of a
duplexer can cause the power of the in-band leakage significantly higher than the
receiver sensitivity. In Figure. 3.2, it is assumed that the power of the RX signal
before the LNA is at the sensitivity level of the receiver. The power level of the
leakage before the LNA is at the level B, which is much greater than the RX signal.
Let the gain of the LNA beG. Both the RX signal and the leakage could be amplified
by this gain. This could result that the power level of the leakage and the RX signal
increases towards to point A and C, respectively. We now have two possible cases:
Figure 3.2: Signals at the input and output of the LNA
LNA with a smaller saturation level If the saturation level of the LNA is less
than A, then the saturation of the LNA occurs and the leakage level can only reach
a level as high as the saturation point. Due to the saturation of the LNA, the
noise floor will be increased. In addition, the RX signal after the LNA would be
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amplified by a gain that is smaller than G. The resulting RX power level would be
at a level that is less than C. With the increase of the noise floor and the decrease
of the RX signal power level, the SNR decreases irrespective of the cancellation
performance when the cancellation location is after the LNA. Therefore, in the case
that the saturation level of the LNA is less than A, the in-band leakage needs to be
suppressed before reaching the LNA. The threshold level of the saturation level A
is approximately equal to the sum of the power of the in-band leakage and the gain
in logarithm scale.
LNA with a larger saturation level In the case that the saturation level of the
LNA is greater than A, no saturation occurs. However, it is still not acceptable
to cancel the leakage after the LNA. This is due to the reason that the system
to be characterized in this case becomes the combination of the duplexer and the
LNA. Comparing this system with one that only consists of the duplexer alone,
additional gain has been provided by the LNA. This gain must also be applied
in the cancellation block. Thus, it will result in the need for an amplifier in the
cancellation block. This active component could potentially increase the noise figure
of the receiver and therefore, should be avoided. As a result, in this thesis, the input
of the LNA is chosen as the cancellation location.
3.2.2 The Operation of the Cancellation System
In Figure. 3.1, the transmitter signal tx(t) at the output of the high power amplifier
(PA) is coupled with a directional coupler in order to obtain the reference signal
ref(t). A small portion of the reference signal (ref(t)) at RF is coupled off from
ref(t) (by another directional coupler). Then it is frequency down-converted to
baseband and digitized. This signal xˆ(n) ideally carries all the information about
the transmitted signal. It, along with the signal yˆ(n) at the baseband of the receiver,
will then be used for modelling the duplexer. The signal ref(t) passes through the
coupler with little insertion loss. This becomes the input signal of the cancellation
block and denoted as in(t). It is then split by the M -way power splitter, where M
is the number taps of the cancellation system. In each tap, there is a variable delay
line, a phase shifter and a variable attenuator connected together. The variable
delay line could be replaced with a pre-calculated fixed delay line. In this case, the
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tuning process will need to be replaced with the calculation of the delay values. The
detail of the calculation process will be discussed in Chapt. 6. Each split signal of
in(t) is delayed, phase-shifted and attenuated in each tap before being combined by
anM -way power combiner in order to produce the cancellation/reconstructed signal
rec(t).
There are two phases of operation, namely: modelling and cancellation. In the
modelling phase, the transceiver operates in off-line mode, i.e. no signals are trans-
mitted/received at the antenna. Hence, there is no desired signal rx(t) and the
signal in the receiver before the cancellation is only the leakage. TX transmits the
training signal within the RX band. Typically, the training signal is white Gaussian
noise (WGN). The bandwidth of the WGN is the same as that of the cancellation
system. This is to ensure the power of ref(t) is high enough so that it can be
digitized by ADC to obtain xˆ(n). The filtering effect of the PA can be ignored
as this will be compensated at the baseband using whitening filter. Additionally,
the RF cancellation block is turned off by setting all the attenuators to maximum
attenuation. Therefore, the received signal before the Low Noise Amplifier (LNA)
is the leakage signal, i.e., y(t) = l(t). This signal is frequency down-converted to
baseband. The delay, phase and amplitude for the corresponding components in
the RF cancellation block are then calculated by the baseband processor using xˆ(n)
and yˆ(n), where yˆ(n) is the baseband signal of y(t). The details of the algorithms
will be discussed in Chapt. 4and Chapt. 5. Since the cancellation block is designed
to match the transfer function of the duplexer, it is independent of the signal types
once the modelling is completed.
Once the essential parameters are successfully calculated, the cancellation system is
then changed into the cancellation phase. The delay, phase shifter and attenuator
of each tap are set to the values that are calculated by the baseband controller. The
transmitter is set to transmit in TX frequency band. The reconstructed signal ideally
has the same amplitude but 180◦ offset from the leakage signal. After summing
rec(t) and l(t), the leakage is then cancelled. Some adjustments of the attenuators
and phase shifters can further be carried out to fine tune the RF cancellation block.
Once the satisfaction condition is reached or the power of the error signal within
the band of interest is minimized, the transceiver can then be turned back online.
Ideally, the leakage signal l(t) is eliminated and only desired signal rx(t) arrives at
the input of LNA.
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3.2.3 Unique Properties of the Proposed System
The proposed cancellation architecture shares some aspects with the existing solu-
tions. The proposed solution utilizes the output of the PA and approximates the
transfer function of the leakage path. These are similar to the techniques that are
shown in [65] [66] and [23] etc.. The cancellation block of the proposed solution
consists of a number of cancellation paths. In each path, there is a delay, a variable
attenuator and a phase shifter. Similar structure can be seen in [42] [67] and [69]
etc.. However, there are many novelties that differentiate the proposed solution from
the existing ones.
3.2.3.1 Higher level of complexity
As discussed earlier in this chapter, in order to prevent the receiver performance
from being degraded by the in-band leakage, the cancellation needs to be performed
before the LNA. The proposed technique also needs to be a wideband solution. It is
designed for a transceiver using an off-the-shelf duplexer. In comparison, there are
no existing techniques that can satisfy the same level of requirements at the same
time, i.e. wideband, using an off-the-shelf duplexer and RF cancellation.
3.2.3.2 Delay optimization
The proposed technique satisfies the requirements of wide bandwidth, using an off-
the-shelf duplexer and RF cancellation at the same time by utilizing the additional
degree of optimization, i.e. the delay optimization. As mentioned earlier, the pro-
posed cancellation system shares a similar architecture, i.e. FIR filter structure,
as some of the existing techniques. However, no existing techniques have provided
the delay optimization. This is mainly due to the reason that the existing RF so-
lutions are designed either for narrow band cancellation or for transceivers using
non-standard duplexing devices (e.g. a circulator or the antenna separation).
The fundamental concept of the RF cancellation is to obtain the same amplitude
as the leakage but 180◦ out of phase at any frequency within the frequency band of
interest. This represents that the transfer function of the RF cancellation block must
be the same in amplitude as the isolation path of the duplexing device, but 180◦ out
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of phase at any single frequency within the band. In theory, this requires not only
the matching of the amplitude and the inverted phase between the transfer function
of the duplexing device and the cancellation block, but also the delay response. In
the case that the designed cancellation bandwidth is narrow like in [71], the matching
of the delay response can be relaxed as the frequency deviation across the band is
small. But for wideband cancellation, the matching of the delay response is critical
due to the wide bandwidth. Without matching the group delay response within the
band of interest, the phase will match at certain frequency range, but not for the
whole frequency band.
On the other hand, if the duplexing device to be matched has simpler characteristics,
the matching of the delay response over a wide bandwidth can also be achieved
without a complex optimization algorithm. This can be seen in many existing
publications ([68] [73] [74] [21]) that only a single group delay value is matched
between the isolation path of the duplexing device and the cancellation block. This is
based on the assumption that the group delay is constant across the whole frequency
band of interest. As shown in Figure. 2.18, this assumption is invalid for cavity and
ceramic duplexers. Therefore, for wideband RF cancellation and for transceivers
with off-the-shelf duplexers, delay optimization ability at RF is required. This is
the second major novelty of the proposed cancellation system.
3.2.3.3 Baseband modelling technique with the delay optimization
As a part of the delay optimization, a technique is needed to calculate the suitable
delay for each cancellation path. Classic system identification techniques such as
the least square algorithm will result in a large number of taps. Since the cancel-
lation occurs at RF, the number of taps needs to be as small as possible. Not all
the resulting taps using the classic identification techniques are important. For this
reason, a sparse system identification technique is more suitable which only deter-
mines the most important taps. Many sparse system identification techniques are
available [76][77][78][79][80]. However, with these classic techniques, the determined
locations of the sparse impulses are integer samples. Therefore, the resolution of the
estimated delays using the existing sparse system identification techniques heavily
depends on the critical sampling frequency of the reference and leakage signals.
This critical sampling frequency is also defined by the desired bandwidth of the
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where fs is the critical sampling frequency. Since the leakage path of the duplexer is
at RF frequency, the resolution of the estimated delays τ0 is thus not high enough.
The consequence is that the delay estimation accuracy is reduced and the number
of taps for modelling the leakage path is increased.
In this thesis, two novel estimation algorithms, named as modified adaptive delay
filter using direct cross-correlation and modified compressive sampling matching
pursuit, are proposed in order to more accurately model the isolation path of the
duplexer. These two techniques are modified based on two existing solutions, i.e.
adaptive delay filter and compressive sampling matching pursuit. Unlike the existing
sparse system identification techniques, the two proposed techniques improved the
accuracy of the estimated delays. As a result, using the same hardware resources,
the cancellation performance is improved. This is the two additional novelties of
this thesis. Two new modelling techniques are proposed in the next two chapters of
this thesis.
3.2.3.4 Other novelties of this thesis
The additional novelty of this thesis is that a technique is proposed in order to
successfully implement the proposed cancellation system using low performance RF
components. The components available for implementing the cancellation system
suffer from interdependences of attenuation, phase and group delay. The proposed
implementation technique reduces and eliminates the interdependences of the RF
components by using a number of fixed attenuators and delay lines. It enables the
implementation and acceptable results have been successfully measured. The details
of the technique will be shown in Chapt. 6.
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3.3 Critical Aspects of the Cancellation Performance
The proposed cancellation architecture has the potential of solving the in-band TX
leakage problem. However, there are factors that could seriously affect the perfor-
mance. These key factors need to be addressed.
3.3.1 The Order of the System
Since the proposed cancellation system is based on the FIR filter structure, increas-
ing the order of the system could improve the cancellation performance. This implies
the need for additional cancellation paths at RF frequency. This indeed increases
the overall costs of the cancellation system. Considering the form factor of each
RF component, increasing the order of the system will also result in a larger RF
cancellation block.
Additionally, since the cancellation system suppresses the leakage at the RF front-
end of the receiver, any noise or interferences that are caused by the cancellation
block will be injected into RX. The power level of such noise or interferences will di-
rectly affect the RX performance. In order to avoid significant desensitization of the
receiver, passive components are preferred in the RF cancellation block. Increasing
the order of the cancellation system will reduce the power of the reference signal in
each cancellation path. Consequently, implementing such a system without using
gain blocks could be impossible. The details of the cancellation performance with
respect to the increase of the system order can be seen in Chapt. 4 and Chapt. 5.
3.3.2 Matching Requirements Between the Leakage and the
Cancellation Signals
Cancellation at RF frequencies requires a high level of matching in amplitude and
phase at every frequency between the cancellation and the leakage signals. Let Sl(f)
and Sc(f) denote the frequency responses of the leakage and the cancellation signals
at any frequency component f within the band of interest, respectively. These two
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signals could be expressed in polar form as:
Sl(f) = ASl(f) · ejθSl (f) (3.2)
Sc(f) = ASc(f) · ejθSc (f) (3.3)
where ASl(f) and ASc(f) are the amplitudes of Sl(f) and Sc(f) respectively. θSc(f)
and θSl(f) are the phases of Sc(f) and Sl(f). Let Z be the resulting signal after the
cancellation, that is
Z(f) = Sl(f)− Sc(f)
= ASl(f) · ejθSl (f) − ASc(f) · ejθSc (f)
= ASl(f) · ejθSl (f) − ASl(f) ·
ASc(f)
ASl(f)
· ej(θSc (f)−θSl (f)) · ejθSl (f)






















The phase mismatch is4θ(f) and the amplitude mismatch4A(f) = 20log10ASc(f)−
20log10ASl(f). The cancellation performance with respect to the amplitude and
phase mismatch at a single frequency is shown in Figure. 3.3. For the cancellation
system to successfully suppress the leakage, the cancellation signal at each frequency
component within the band of interest must match its amplitude, phase to the leak-
age signal. In order to achieve more than 20 dB of cancellation, the phase mismatch
needs to be within approximately ±6◦ at a single frequency when the amplitudes are
perfectly matched. In the case of a perfect phase match, the amplitudes difference
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between the cancellation signal and the leakage must be within the range between
-0.92 dB and +0.83 dB, approximately.
Figure 3.3: Cancellation Versus amplitude and phase mismatch
The matching requirement between the cancellation and the leakage signals can
be difficult to satisfy, especially when the cancellation bandwidth is wide. This
requires accurate characterization of the duplexer and careful implementation of the
cancellation block.
3.3.3 Performance Requirements of RF Components
In order to achieve the strict matching requirements, high performance RF compo-
nents are preferred. For fixtures, i.e., power combiners, directional couplers, cabling
and connectors, the magnitude and the group delay responses ideally should be
constant across the frequency band of interest and their phase responses should
be linear. For the variable components in each cancellation path, the same per-
formance requirements of the fixtures are also needed. In addition, variable com-
ponents with higher tuning resolution are preferred. Poor tuning resolution could
affect the achievable cancellation performance, especially when a high cancellation
performance (e.g., more than 20 dB) is desired.
The three parameters, i.e., attenuation, phase and group delay of each variable
component ideally need to be mutually independent when being tuned. For instance,
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tuning the attenuation of a variable attenuator should not affect the phase and group
delay. In the case that a variable component with interdependences of attenuation,
phase and group delay is used, it can be very difficult, but it remains possible to
implement the proposed cancellation system. Certainly, the achievable cancellation
performance will be degraded. Further details are provided in Chapt. 6 where a
technique has been proposed in order to implement the cancellation system using
low performance RF components. Nevertheless, the required values of all tunable
components are obtained by the baseband modelling technique. In the following
section, the behavioural modelling concept will be briefly discussed.
3.4 Behavioural Modelling of the Duplexer and RF
Realization
Behavioural modelling technique is used to predict the system-level performance
with the reduced computational complexity of the physical level analysis of a system.
In the leakage cancellation problem that we have, we basically treat the isolation
path of the duplexer as a linear system. Applying behavioural modelling to the TX
leakage problem can more accurately characterize the leakage path of the duplexer,
which leads to better cancellation performance. It can also reduce the number of
cancellation paths in the RF cancellation system. Therefore, the design complexity,
as well as the cost and the form factor, of the cancellation system can be reduced.
In this section, the linkage between the baseband modelling and the cancellation
structure is established. Firstly, the mathematical representation of the baseband
model is investigated.
3.4.1 Baseband Modelling
The characterisation of the duplexer in the proposed cancellation system is per-
formed with the behavioural modelling technique at baseband. The duplexer is
considered as a ’black-box’ and modelled in terms of its input and output signals.
In Figure. 3.1, the input and output signals of the duplexer at RF are tx(t) and
l(t), and their digitized base band signals are xˆ(n) and yˆ(n), respectively. Full pa-
rameters of such model can be estimated and thus the cancellation system can be
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implemented. Since FIR structure is chosen in modelling the duplexer, parameters
including delay, amplitude and phase for each tap are essential to be determined.
Firstly, we start looking at the basic non-sparse model representation. Let the
desired signal be
des(n) = yˆ(n) (3.6)
where the size of yˆ(n) is 1 × N . Let the impulse response of the duplexer at the
baseband be h(n) which is a 1 × N vector. The output of the transversal filter is
thus





where ∗ denotes the convolution operation and the input of the transversal filter
xˆ(n) is a 1 × N vector. The error between the desired signal and the output of the
duplexer model is
eˆ(n) = des(n)− out(n) (3.8)
The estimation algorithm will determine the weight vector in order to minimize the
error eˆ(n).
It can be easily seen from (3.7) that the leakage signal is expressed as the combina-
tion of a number of reconditioned signals. These reconditioned signals are obtained
by first delaying the input signal xˆ(n) by m samples. Then the delayed input sig-
nal xˆ(n − m) is amplitude scaled by the corresponding tap weight. Once h(n) is
estimated, the information about the duplexer will be known.
However, since the total number of values, N , in h(n) is large, it is impractical to
implement such a large system using (3.7). Usually, impulses are localized and not
all elements in h(n) have a large impact on the output. Therefore, the majority
of elements in h(n) can be ignored. The duplexer can then be considered as an
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M -sparse system. The approximation of out(n) can be obtained by ˆout(n) which is
out(n) ≈ ˆout(n)




hˆ(m)xˆ [n− d(m)] (3.9)
where hˆ(m) is the mth estimated weighting vector, m is the index of the M -sparse
system and d(m) is the sample delay. d(m) can be fractional values. Increasing the
value M will reduce the approximation error between out(n) and ˆout(n). This will
be discussed in Chapt. 4 and Chapt. 5, along with the algorithms that are used for
estimating the weights and delays of the impulse response. In this section, we focus
on how to relate these parameters with practical implementation.
At the baseband of an I/Q modulated FDD transceiver, xˆ(n) and yˆ(n) are complex
vectors, i.e.,
xˆ(n) = xˆI(n) + jxˆQ(n) (3.10)
and
yˆ(n) = yˆI(n) + jyˆQ(n) (3.11)
where xˆI(n), xˆQ(n), yˆI(n) and yˆQ(n) are vectors of real values. We thus write the
weighting vector hˆ(m) in complex form. That is
hˆ(m) = hˆI(m) + jhˆQ(m) (3.12)
where hˆI(n) and hˆQ(n) are vectors of real values.












hˆI(m)xˆ (n− d(m)) + jhˆQ(m)xˆ (n− d(m))
]
(3.13)
It can be seen that the estimated output ˆout(n) is obtained by firstly multiplying the
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real and imaginary parts of the weighting vector with the 0◦ and the 90◦ phase-shifted
inputs (with corresponding delay), respectively. Then the resulting two vectors of
the multiplication are combined together, before being combined to get ˆout(n). This
can thus be realised in practice by separating the in-phase and quadrature at RF
and multiplying the corresponding weights. However, in each path, there are two
sub-paths (I and Q paths) required in order to apply the weighting vectors. This
certainly requires a large number of components in order to implement the system
in practice. The complexity of the practical system is thus increased.
A better way of using the complex weighting vector is by using its polar form. We
re-write weighting vector hˆ(m) in polar form, i.e.,
hˆ(m) = B(m)ejφ(m) (3.14)





B(m)ejφ(m)xˆ (n− d(m)) (3.15)
Each tap of the FIR filter now has a magnitude, phase and delay as variables.
It is possible for this structure to be implemented at RF. The details on the RF
realisation of the duplexer model are discussed in the next sub-section.
3.4.2 RF Realization
In (3.15), it shows that the modelling output can be represented by the input and
estimated weighting vector. It is essential to determine how this relationship changes
when such model is implemented. Let the local oscillator for the single side band
IQ modulator be
lo(t) = cos (2pifct) + jsin(2pifct)
= ej2pifct (3.16)
where fc is the carrier frequency. We now denote the analog baseband signal of the
transversal filter output ˆout(n) as o˜ut(t) and the analog input signal of xˆ(n) as x˜(t).
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Let the continuous time delay of the mth tap be τ(m), so that
τ(m) = d(m)τ0 (3.17)
where τ0 = 1fs is the resolution of the delay estimation and fs is the sampling




B(m)ejφ(m)x˜ [t− τ(m)] (3.18)

















B(m)Θ(m)x˜ [t− τ(m)] ej2pifc[t−τ(m)]
}
(3.19)
where Re {−} represents the real part and Θ(m) = ej[2pifcτ(m)+φ(m)] is the phase
component vector. B(m) and Θ(m) can be realised by the RF attenuators and
phase shifters, respectively. Furthermore, theoretically the reference signal before
being down-converted by the auxiliary receiver path is






And for introducing the cancellation system, we can assume that the coupler is ideal,
i.e., no phase shifts nor delay differences between ports. Then the input signal to
the RF canceller is
in(t) = αref(t) (3.21)
where α is the power gain between the through and coupling ports of the coupler. In
the later chapter, the effect of the non-ideal components is considered. Since B(m)
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A(m) in [t− τ(m)]|Θ(m) (3.22)
where A(m) = B(m)
α
is the value vector for the RF attenuator, |Θ(m) represents that
the real signal is phase shifted by Θ(m), and Θ(m) and τ(m) are values of phase
shifters and time delay lines, respectively.
In summary, the relationship between the baseband modelling and the RF realization
has been established. Such relationship will be used to obtain the simulated and
measured results which will be shown in the following chapters.
3.5 Summary
The proposed cancellation system architecture has been presented in this chapter. It
consists of a baseband modelling block and an RF cancellation block. It requires an
additional down-converting link from the output of the PA for modelling purpose.
The RF cancellation block consists of a number of paths. The variable components
including an attenuator, a phase shifter and possibly a delay line are controlled via
the modelling block. The optimization of the delay block is one of many advantages
of this cancellation system in contrast to the state-of-the-art solutions. It enables
the proposed system architecture for wideband cancellation. It is designed for a
duplexing device with a higher order of complexity.
This chapter has also discussed the location of RF cancellation in detail. The digital
baseband cancellation is unacceptable since the ADC resolution will not be utilized
efficiently with the existence of the in-band leakage. In the case that the power of the
in-band leakage is large, the signal to noise ratio will be reduced due to the increase
of the quantization noise regardless of the digital cancellation performance. The
cancellation location should be at the input of the LNA in order to avoid the use of
active components in the RF cancellation block. The advantages and disadvantages
of cancellation before and after the LNA have also been discussed.
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The key aspects of the cancellation performance have also been discussed in this
chapter, including the order of the system, the matching requirements between the
leakage and the cancellation signals and the performance requirements of the RF
components. Furthermore, this chapter explains that for wideband cancellation, the
locations of the delays need to be optimized in order to achieve better cancellation
with less hardware resources. This can be accomplished with baseband modelling.
The characterization of the duplexer can be achieved by using behavioural modelling
technique. This chapter has shown that the leakage signal can be approximated us-
ing the delayed input signal and the resulting parameters of the baseband modelling.
The parameters of the modelling include the delays and tap weights. The linkage
between the baseband modelling and the RF realization has also been established.
This chapter has also stated that existing system identification techniques are not
suitable for the proposed cancellation architecture. New modelling techniques thus
are needed. In the next two chapters, two novel modelling techniques have been
proposed.
3.6 Contributions of this Chapter
The main contributions of this chapter are:
1. A new cancellation system structure has been proposed in this chapter.
2. A linkage between the baseband model and the actual RF signals has been
mathematically identified and established.
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4 Modified Adaptive Delay Filter
Modelling Technique
4.1 Introduction
In the previous chapter, the importance of behavioural modelling has been empha-
sized. The reason why classic sparse identification techniques are not suitable for
the proposed cancellation architecture has also been discussed. In this chapter, this
discussion is expanded to one of those classic techniques, i.e. the classic adaptive
delay filter (C-ADF).
The classic adaptive delay filter was designed to characterize an unknown system
with sparse impulse response. There are a number of variations of C-ADF: maximum
deviation from regression line, delay selection from variance threshold and delay
selection from cross-correlation. C-ADF with cross-correlation is proven in [81] to be
a better option for its robustness and computation efficiency, providing the input is
highly correlated and a large amount of data is available. However, like other classic
techniques, C-ADF suffers from the low delay resolution which reduces the accuracy
of the estimation. In order to apply the C-ADF for solving the FDD transceiver
leakage problem, modifications are needed. For this reason, the modified adaptive
delay filter using direct cross-correlation technique is proposed in this chapter. This
novel modelling technique is designed to provide a higher estimation accuracy for
the cancellation system that is proposed in this thesis.
This chapter starts with reviewing the C-ADF technique.
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4.2 Classic Adaptive Delay Filter
The classic adaptive delay filter (C-ADF) was first introduced in [82]. It is an
adaptive filter structure for modelling an unknown system by sequentially estimating
the parameters of each stage of an FIR filter (shown in Figure. 4.1). The C-ADF
algorithm considers the unknown system as the sum of the taps with different delays
and weights. Parameters such as the delays and tap weights are determined based
on the importance of those taps. Depending on the methodology, the importance of
the taps can be measured in terms of the magnitude of the taps [83] or the maximum
absolute value of the cross-correlation vector between the reference and error signals
[81]. The parameters of the taps are determined sequentially. The delay estimation
of one tap (or one stage) is performed first and is followed by the approximation




Figure 4.1: The structure of operation for the adaptive delay filter algorithm. (a)
High level block diagram. (b)Block Diagram example of the mth stage
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The delay of each tap is estimated using the input of the unknown system and the
error signal of the previous adaptation. At the beginning of the estimation, the
previous error signal is the output of the unknown system. Let the impulse response
of the unknown system be h(n), thus the output of the unknown system yˆ(n) can
be represented as
yˆ(n) = xˆ(n) ∗ h(n) (4.1)
where ∗ is the convolution operator. If we take the cross-correlation between the
input and output of the unknown system, we have
Rxˆ,yˆ = xˆ(n) ? yˆ(n)
= xˆ(n) ∗ yˆ∗(−n)
= xˆ(n) ∗ xˆ∗(−n) ∗ h∗(−n)
= Rxˆ ∗ h∗(−n) (4.2)
where ? is the operator for cross-correlation and the superscript ∗ represents the
complex conjugate. If the input signal xˆ(n) is highly correlated, for instance it is
white, then the auto-correlation vector is
Rxˆ(q) = αδ(n− q) (4.3)
whereδ(n) is the Dirac delta function, α is the sum of squares of elements in the
vector xˆ(n) and q = 1, 2, . . . , 2N − 1. Therefore, 4.2 becomes
Rxˆ,yˆ(q) = αδ(n− q) ∗ h∗(−n)
= αh∗(−n+ q) (4.4)
It can be seen that when the auto-correlation vector of the input signal is a scaled
Dirac delta function, the cross-correlation between the input and output signals of
the unknown system represents the impulse response of this system. The C-ADF
algorithm developed in this thesis is based on this concept. It sequentially estimates
the location of the largest weighting component using the following arguments, i.e.




4.3 Problem with the Classic Adaptive Delay Filter Technique
and
D(m) = −(N −D(m)− 1) (4.6)
where D(m) is the calculated sample location in the cross-correlation function, m =
1, 2, . . . ,M is the tap index and M is the total number of taps.
The weight estimation is performed after the delay of the current tap is successfully
estimated. This can be seen from the operation diagram in Figure. 4.1. The input
signal of the unknown system and the error of the current tap are used for the
tap weight estimation. The input signal is delayed by the delay value which has
been determined by the delay estimation. The weight can be determined using
iterative adaptation algorithms, such as, Least Mean Squares (LMS) or Recursive
Least Squares (RLS).
Upon the completion of both delay estimation and weight adaptation for the current
tap, the delay and tap weights are set with the estimated values of the current stage
and the parameters of the next stage can then be calculated.
4.3 Problem with the Classic Adaptive Delay Filter
Technique
From (4.2) to (4.4), it can be seen that the cross-correlation based C-ADF technique
requires the reference signal to have the property of white in order to more accu-
rately characterize the unknown system. Therefore, the reference or the input signal
needs to be critically sampled, i.e. the sampling frequency is twice of the single side
bandwidth. In addition, any filtering effect on the reference signal needs to be re-
moved using techniques such as whitening filtering1. Secondly, the unknown system
needs to be sparse under the critical sampling frequency of the reference signal so
that C-ADF can more efficiently characterize the unknown system compared to the
classic technique such as least squares (LS). The first requirement is much simpler
to satisfy whereas the second one can be more difficult.
In the TX leakage problem, the actual unknown system (duplexer) is at RF. The
impulse response of the unknown system can be considered as an ideal impulse
1The whitening filtering technique will be discussed in more details in Chapt. 6.
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(a)
(b)
Figure 4.2: Signals for modelling. (a) Desired signals for modelling. (b) Actual
signals for modelling.
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response at the baseband being up-converted to RF. The ideal baseband impulse
response is at an extremely high sampling frequency, fsH . This is the desired impulse
response. The order of the ideal approximation system depends on the sparsity of
this impulse response. Theoretically, it can be obtained by using C-ADF technique,
providing that the reference is white and both the reference and the leakage signals
are sampled at fsH or greater. This can be seen in Figure 4.2(a) where ho is the ideal
impulse response of the unknown system. Both xo and yo are the signals sampled at
fsH or greater, providing xo is white. However, these conditions can be impossible
to match in practice.
In the actual transceiver, the reference and the leakage signals of the duplexer can
only be obtained at the baseband after being frequency down-converted and down-
sampled at the critical sampling frequency, fsc where fsc  fsH . This can be seen in
Figure 4.2(b) where g is the impulse response of an ideal lowpass filter. The signals
xˆ(n) and yˆ(n) are down-sampled to the lower sampling frequency, fsc and are used
for estimating the unknown system ho. Compared to Figure 4.2(a), the estimated
impulse response of the unknown system using xˆ(n) and yˆ(n) is hes. It consists of
not only the unknown system ho, but also two lowpass filters and the down-sampler.
Due to this reason, the estimated impulse response of the unknown system becomes
less sparse at the baseband. This requires the approximation system to have a
significantly higher order. The following two sections illustrate this phenomenon.
4.3.1 Delay Estimation Accuracy for a System with a Constant
Group Delay Response
Firstly, we start with an example of a system with a single impulse. Please note that
this example is created using a few random numbers including the initial impulse
location of the unknown system and the sampling frequencies. The initial impulse
location is chosen so that it is an integer value at the higher sampling frequency but
non-integer at the lower one. The example is to present the problems with C-ADF
when modelling an unknown system at the digital baseband of a transceiver. The
impulse response of the unknown system consists of one impulse at 2801 sample
location in digital domain, which is randomly chosen for illustration purposes. The
sampling frequency is at fsH = 100 MHz. The group delay of such a system is thus
constant across the bandwidth of 100 MHz. The ideal input signal of this impulse
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response is white Gaussian noise. As for the ideal input signal, the resulting ideal
output of this unknown system is at the sampling frequency of fsH . According to
4.4, the cross-correlation result between the ideal input and output represents the
ideal impulse response of the unknown system. This ideal impulse response is called
in this dissertation as the ideal system and is shown in Figure. 4.3.
In order to simulate the actual baseband input and output signals of the unknown
system, the ideal input and output are down sampled by 500 times. As a result,
the actual sampling frequency fsc is 0.2 MHz. The location of the ideal impulse of
the system thus changes from the integer sample location of 2801 at the sampling
frequency of fsH to the fractional location of 2801500 at a lower sampling frequency.
At this sampling frequency, the actual input of the unknown system is still white.
However, the cross-correlation result in Figure. 4.3 which is obtained using the actual
input and output signals shows instead of a single impulse, there are now multiple
impulses in the estimation of the unknown system. When using C-ADF technique,
the integer location at which the peak impulse is has been chosen to be the delay
of the first tap. This clearly is not the location of the ideal system. As a result, the
accuracy of C-ADF in this case is questionable. In order to achieve a similar level
of estimation, a larger number of taps is needed.
The estimation accuracy using C-ADF could be improved by up-sampling the signals
that were sampled at fsc to fsH . The cross-correlation is then performed using these
up and over-sampled signals and the result is also shown in Figure. 4.3. It can be seen
that the peak amplitude of the cross-correlation result using the over-sampled signals
lies where the ideal impulse of the system is. For the single tap system, up-sampling
the input and output signals can provide a better delay estimation. However, in the
case that the ideal impulse response of the unknown system consists of more than
one impulse, simply using over-sampled input and output signals is not sufficient to
achieve a better estimation accuracy. This can be seen from another simple example
that is shown in the next section.
4.3.2 Delay Estimation Accuracy for a System with a Complex
Group Delay Response
It has been shown in Figure. 4.3 that for a constant group delay system with a
fractional delay component in the impulse response, the accuracy of delay estimation
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Figure 4.3: Comparison between the actual impulse response of a single tap system
and the estimated one using cross-correlation technique
with cross-correlation based technique can be increased by using the up-sampled
input and output signals. However, the accuracy of this method still needs to be
improved when estimating the delays for a system with a complex group delay
response. A system with a complex group delay response consists of more than one
impulse in its impulse response. One or more of these impulses are located at the
non-integer locations with respect to the low sampling frequency.
In order to simulate a system with a complex group delay response, an impulse
response of the system with two impulses is created and shown in Figure. 4.4. Similar
to the previous section, the impulse locations are chosen so that they are integers at
the higher sampling frequency but fractional values at the lower one. The sampling
frequency at which the ideal impulse response is created is assumed to be 100 MHz,
i.e., fsH = 100 MHz. There are two impulses which are assumed to be at 19.81 us
and 22.31 us. In the digital domain, the two locations are equivalent to be at 1981
and 2231 sample locations. This represents that at the low sampling frequency, i.e.,
fsc = 0.2 MHz, the locations of the two impulses are at 3.962 and 4.462 in the digital
domain.
The cross-correlation result using the critically sampled signals at fsc shows that
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the location of the peak magnitude is far away from the larger impulse of the ideal
impulse response. On the other hand, the cross-correlation result that is obtained by
using over-sampled signals also shows the inaccuracy of the delay estimation. This
is because a lowpass filter is applied when up-sampling the signals from the low
sampling rate. The cross-correlation using the up-sampled signals consists of not
only the ideal actual impulse response of the system, but also the impulse response
of the lowpass filter. This can be analysed as follows.
Figure 4.4: Comparison between the actual impulse response of a multi-tap system
and the estimated one using cross-correlation technique
In order to investigate the cause of the estimation inaccuracy with cross-correlation
based technique using up-sampled signals, we define the actual impulse response of
the unknown system as
hup(nup) = aδ(nup − d1) + bδ(nup − d2) (4.7)
where the sample index nup = 1, 2, . . . , Nup is at the high sampling frequency with
the maximum number of samples as Nup and δ is the Dirac delta function. In the
example, there are two components sparsely located at d1 = 1980 and d2 = 2230
with complex coefficients of a and b, respectively. We also know that |a| < |b|. We
assume a white signal, xˆw(nup), which is at the same sampling rate as the actual
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impulse response of the unknown system. The output of the unknown system can
thus be presented as
yˆw(nup) = xˆw(nup) ∗ hup(nup) (4.8)
The input and output signals of the unknown system at the lower sampling frequency
are denoted as xˆ(n) and yˆ(n), respectively, where n = 1, 2, . . . , N is the sample index
at the low sampling frequency with the maximum number of samples as N . Thus,
we can present the input and the output signals xˆ(n) and yˆ(n) as
xˆ(n) = DownSample {xˆw(nup)} (4.9)
and
yˆ(n) = DownSample {yˆw(nup)} (4.10)
To analyse the performance of using the up-sampling technique that is shown in
the previous section, the signals, xˆ(n) and yˆ(n), are up-sampled back to the high
sampling frequency with an ideal brick-wall lowpass filter applied. Then each of the
up-sampled input and output signals of the system can be expressed by
xˆup(nup) = UpSample {xˆ(n)}
= xˆw(nup) ∗ gLPF (nup) (4.11)
and
yˆup(nup) = UpSample {yˆ(n)}
= yˆw(nup) ∗ gLPF (nup)
= xˆw(nup) ∗ hup(nup) ∗ gLPF (nup) ∗ gLPF (nup) (4.12)
with the assumption that two lowpass filters are the same.
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The cross-correlation between xˆup(nup) and yˆup(nup) is
Rxˆup,yˆup =xˆup(nup) ? yˆup(nup)
=xˆw(nup) ∗ gLPF (nup) ∗ xˆ∗w(−nup) ∗ g∗LPF (−nup)
∗ h∗up(−nup) ∗ g∗LPF (−nup)
=Rxˆw ∗RgLPF ∗ h∗up(−nup) ∗ g∗LPF (−nup) (4.13)
As xˆw(nup) is white, its auto-correlation vector is
Rxˆw(q) = βδ(nup − q) (4.14)
where β is the sum of squares of xˆw(nup). Thus, (4.13) becomes
Rxˆup,yˆup(q) = βδ(nup − q) ∗RgLPF ∗ g∗LPF (−nup) ∗ h∗up(−nup) (4.15)
As the impulse response of an ideal brick wall lowpass filter is a sinc function, its
autocorrelation is thus also a sinc function of the same shape with a scaling factor.
We can rewrite (4.15) into
Rxˆup,yˆup(q) = γδ(nup − q) ∗ g∗LPF (−nup) ∗ h∗up(−nup)
= γg∗LPF (−nup) ∗ h∗up(−nup + q) (4.16)
where γ is the multiplication results of β and the scaling factor. Substitute (4.7)
into (4.16), with some tidying, we have
Rxˆup,yˆup(q) = γg∗LPF (−nup) ∗ [aδ(−nup + q + d1) + bδ(−nup + q + d2)]
= aγg∗LPF (−nup + q + d1) + bγg∗LPF (−nup + q + d2) (4.17)
The square magnitude of the cross-correlation function is thus
∣∣∣Rxˆup,yˆup(q)∣∣∣2 = |aγg∗LPF (−nup + q + d1) + bγg∗LPF (−nup + q + d2)|2
= |aγg∗LPF (−nup + q + d1)|2 + |bγg∗LPF (−nup + q + d2)|2
+ 2
∣∣∣abγ2g∗LPF (−nup + q + d1)g∗LPF (−nup + q + d2)∣∣∣ cosΦ
(4.18)
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where Φ = ∠a+ ∠g∗LPF (−nup + q + d1)− ∠b− ∠g∗LPF (−nup + q + d2).
When the reference signal is white, i.e. Rxˆup(q) = εδ(nup − q), gLPF becomes δ.
Therefore, the product term in 4.18 vanishes. Therefore, the peak magnitude of
the cross-correlation vector is the larger component in the original impulse response
of the system. In the case that the reference is not white at the high sampling
frequency, the location of the peak magnitude of the cross-correlation depends not
only the magnitude of each individual impulse, but also the phase difference and
the locations of the two impulses. The later terms are difficult, if not impossible,
to be determined. This is the reason why the delay estimation in Figure. 4.4 using
up-sampled signals was not able to correctly determine the location of the larger
impulse of the two-tap system. In the case that the actual impulse response of the
system consists of more taps, the difficulty increases dramatically. As a result, the
estimation system requires a much higher order. This, however, can be improved by
using a modified version of the adaptive delay filter, which will be discussed in the
next section.
4.4 Modified Adaptive Delay Filter using Direct
Cross-correlation
The classic adaptive delay filter technique is suitable for a sparse system that doesn’t
consist of fractional delay components. As discussed in the earlier section, the classic
adaptive delay filter is not suitable for estimating the delays of the duplexer due to
the existence of non-integer delay components. Applying the classic adaptive delay
filter with up-sampled signals is also not adequate, which has been discussed in the
previous section. In order to use as few taps as possible, but at the same time,
achieve a better performance, the modified adaptive delay filter using direct cross-
correlation (MADF-DC) technique is proposed.
The estimation core of the MADF-DC method is shown in Figure. 4.5. This is
extended based on the already published technique [67]. As the name suggests,
this technique is the modified version of the classic adaptive delay filter and uses
direct cross-correlation for estimating the delays. MADF-DC utilizes the sweeping
of additional three parameters named as up-sampling ratios and maximum and
minimum delay limit constraints in order to improve the delay estimation accuracy.
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By given each fixed set of up-sampling ration and delay limit constraints, MADF
estimates one delay each time and updates the weights of all the taps which have
their delay estimated. Compared to C-ADF, the latter only update one each time.
Additionally, MADF-DC uses the reference and leakage signals for all tap weight
estimations. Compared to C-ADF, the latter uses the approximation error from the
previous stage and only updates one weight each time.
Since the accuracy of the delay estimation depends on the sampling frequency,
MADF-DC uses the up-sampled signals for estimating the system. The relation-
ship between the up-sampling ratio and the cancellation performance is explored in
this thesis by estimating the duplexer with different up-sampling ratio values. The
one that gives the best cancellation performance is the chosen up-sampling ratio for
implementation.
On the other hand, for an unknown system of which the impulse response consists
of more than one fractional delay components, the accuracy of the delay estimation
cannot be guaranteed by using the up-sampled signals. This has been discussed in
the previous section. For this reason, we introduce two additional parameters so
that a better estimation could be achieved. These two parameters are the minimum
and maximum delay limit constraints, which are used for limiting the values of the
estimated delays. The optimal values of these delay limits are to be determined by
first running the estimation algorithm with different delay limit constraints. The
delay limits that produce the best cancellation performance are the chosen ones for
implementation.
The flow chart of the MADF-DC technique is shown in Figure. 4.6. In order to
determine the values mentioned above, a vector of each of these three additional
parameters (up-sampling ratios, maximum and minimum delay limits) needs to be
provided. The MADF-DC estimation core in Figure. 4.6 refers to the estimation
procedures that are shown in Figure. 4.5. The vectors are denoted as K, dmin and
dmax for the up-sampling ratio, minimum and maximum delay limits, respectively.
The elements of these vectors are denoted as K(p), dmin(i) and dmax(j), respectively,
where p = 1, 2, . . . , P , i = 1, 2, . . . , I and j = 1, 2, . . . , J are corresponding vector
indexes. The lengths of K, dmin and dmax vectors, are denoted as P , I and J ,
respectively.
The modelling error which is measured in terms of normalised mean square error
(NMSE) with respect to the leakage signal for each configuration of these three
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(a)
(b)
Figure 4.5: The structure of operation for MADF-DC method. (a) High level block
diagram. (b)Block Diagram example of the mth stage
parameters is recorded. The set of the parameters at which the modelling error is
minimized is chosen to be the one for the implementation of the leakage cancella-
tion system. Adding delay limits is experimentally proven to be effective on the
estimation of the leakage path compared to only using the up-sampled signals. The
benefits of adding the delay limits can be seen from the simulated results in the
later sub-sections. For each configuration of the three additional parameters, the
operation of the technique is described as follows:
In each stage of MADF-DC, the delay is estimated by performing the cross-correlation
between the up-sampled reference and the previous error signals. Let xˆup(nup) and
eˆpup(nup) be the up-sampled reference and the previous error signals, respectively.
This is shown in Figure. 4.5. In the case that the current stage is the first one, the
81
4.4 Modified Adaptive Delay Filter using Direct Cross-correlation
Figure 4.6: Flowchart of the MADF-DC technique
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previous error signal is the original leakage signal.




LPF (−nup) ∗ h∗up(−nup + q) (4.19)
where hup(nup) is the ideal impulse response of the duplexer within the band of
interest, at the high sampling frequency. The delay of themth tap at the up-sampled
sampling frequency can thus be estimated with
dˆ(m) = arg max
q
(∣∣∣Rxˆup,eˆpup(q)∣∣∣)
subject to: dˆm 6= dm¯
dmin(i) ≤ dˆ(m) ≤ dmax(j) (4.20)
where dˆ(m¯) is the estimated delay value of m¯th tap and m¯ = 1, 2, . . . ,m− 1.
The conditions in (4.20) are to ensure that the estimated delay of the current tap
has not been obtained by the previous estimations and are within the range given
by the minimum, dmin(i), and the maximum, dmax(j), values. The estimated delay
of the current tap is abandoned as long as it falls outside the given delay range,
regardless its magnitude. In the case that one or both of the conditions are not met,
dˆ(m) is set to the one that has the next largest absolute value of Rxˆup,eˆpup(q), until
these conditions are fully satisfied.
Once the delay of one stage is estimated, the up-sampled input signal is duplicated
with the number of completed estimation stages (shown in Figure. 4.5). Each du-
plicated and up-sampled input signal is delayed by one of the estimated delays and
then down-sampled with the critical sampling frequency. An input matrix is created
with these down-sampled duplicates. The coefficients of the taps of which the delays
have been estimated can be updated using this input signal matrix and the leakage
signal. Compared to the classic technique, MADF-DC updates all the weights of
taps, of which the delays have been determined. By doing so, the estimation accu-
racy is improved. The coefficients of the taps are calculated using least squares (LS)
algorithm. Let the input matrix for the estimated m taps be
Xˆ =
[





where xˆ(n) is the critically sampled reference signal, d(m˜) = dˆ(m˜)
K
, is the estimated
fractional delays of the previous m taps at the baseband and m˜ = 1, 2, . . . ,m is the
index.
The weighting vector of those taps are obtained using the least square adaptive
algorithm, so that
w = Xˆ−1yˆT (n) (4.22)
where w = [w(1), w(2), . . . , w(m)]T is the weighting vector of the first m taps. The
inverse of the matrix in this thesis is produced by using the Q-R decomposition
technique. The error signal for estimating the delay of the next stage is updated by
eˆm+1(n) = yˆ(n)−wT Xˆ (4.23)
The new approximated signal is subtracted from the leakage signal in order to update
the error signal for the delay estimation of the next tap. The full adaptation and
estimation for one set of delay limits and up-sampling ratio are completed once all
the stages have been processed. The same process is re-performed using the new set
of delay limits and up-sampling ratio, until all the available additional parameters
have been used. Before showing the simulated results by using MADF-DC, the
general setup for the simulations is given first.
4.5 Simulation Setup
The parameters for the simulation setup are shown in Table. 4.1. The simulations
are performed utilizing MATLAB. The TX signal at RF is white Gaussian noise.
The leakage signal at RF is obtained by firstly transforming the time domain TX
signal into frequency domain and then dot-multiplying with the S-parameters of the
duplexers. The leakage signal in the frequency domain is then transformed back to
the time domain.
The sampling frequency, fRFs is set to be very high in order to simulate the RF
signals. In order to obtain the baseband time domain signals, TX and leakage
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where n = 1, 2, . . . , N is the sample index and fc is the centre frequency. An ideal
lowpass filter is used in order to reject the out-of-band images. The bandwidth of
the brick-wall filter is half of the bandwidth of the cancellation system. The filtered
signals are then critically sampled with the baseband sampling frequency fsc. At
this point, the critically sampled TX signal and the leakage at the baseband are
obtained.
Since MADF-DC uses cross-correlation for the delay estimation, the estimated de-
lays could be negative values2. This could be due to the following reasons. Firstly,
the MADF-DC technique is based on discrete signals and finite impulse response
(FIR) structure, whereas the duplexer is a continuous time component and its im-
pulse response is infinite (i.e., it is an IIR system). Therefore, when modelling the
IIR system using the FIR structure, inherently negative group delay components
are needed due to the feed-back path of the IIR system.
Secondly, due to the limited accuracy of the delay estimation, a larger number of
taps is needed in order to approximate the unknown system. These taps are spread
along both positive and negative delay axes. Negative group delay RF components
have been reported in [84] [85] [86] [87]. However, since no negative group delays
are available as off-the-shelf components, only positive delays are considered in this
thesis. Discarding the negative delays creates a limitation of the cancellation perfor-
mance. This is due to the reason that the impulses that are located in the negative
delay locations can be difficult to be approximated by only using the positive delay
impulses.
The vectors of the minimum and maximum delay limits are denoted as dmin and
dmax , respectively. The sweeping ranges of the delay limits for the circulator are
given differently as the ones for the duplexers. The reason is that a more constant
group delay response is expected for the circulator in comparison with the two
duplexers. The largest group delay value within the band of interest for the circulator
is also expected to be smaller than the duplexers. In order to show the importance
2The negative delays in this case are group delays. Pure negative delays are non-causal and
cannot be realised by real components
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Table 4.1: Parameters of simulation setup for MADF-DC




N Number of samples of
simulated RF signals
2097152
k Vector of the system
orders








fc The centre frequency









K Vector of up-sampling
ratios
1 to 32 (in a step of 1), 64, 128, 256 and 512
dmin Vector of the lower
bound of the delay
limit (ns)
0 to 10 (in
the step of
0.5)
0 to 200 (in a step of 10)
dmax Vector of the upper





0.4 to 200.4 (in a step of 10)










of the delay limit constraints for MADF-DC, simulations have also been performed
when the delays that are bounded by d¯min and d¯max . Since limiting the estimated
delays by d¯max hardly affects the achievable cancellation performance in all the
simulations, the technique using these limits are named in the results as MADF-DC
without constraints.
The terms: modelling performance and cancellation performance, in this dis-
sertation, are different representations of the same thing, i.e. the performance of the
modelling technique when solving the TX leakage problem. The cancellation per-
formance (or modelling performance) is measured in terms of the normalised mean







Since yˆ (n) and eˆ (n) are critically sampled leakage before the cancellation and
the error signals after the cancellation, respectively, we can rewrite the leakage in
terms of an ideal impulse response hˆ(n) and the critically sampled TX signal at the
baseband, xˆ(n) as
yˆ (n) = xˆ(n) ∗ hˆ(n) (4.26)
Let the impulse response of the cancellation system be h˜(n), we thus have





Note that h˜(n) is different from w, since w is the tap weight vector for the impulses
at fractional sample locations with respect to the critical sampling frequency. In
fact, h˜(n) is the resulting impulse response of w at critical sampling frequency, i.e.
h˜(n) = w ∗ gLPF (4.28)
where gLPF is the impulse response of the ideal lowpass filter.
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(∥∥∥hˆ(n)∥∥∥)− 20log10 (∥∥∥4hˆ(n)∥∥∥) (4.29)
where 4hˆ(n) = hˆ(n)− h˜(n) is the resulting impulse response after the cancellation
and is the difference between the impulse responses of the leakage path and the
cancellation system. From (4.29), it can be seen that the cancellation performance
is the logarithm difference between the Euclidean norm of the impulse responses
before and after the cancellation. The MADF-DC technique can provide a much
higher modelling accuracy than the classic techniques. This will be shown in the
following results sections.
4.6 Simulation Results
In order to show the performance of the proposed MADF-DC method, simulations
have been performed using MATLAB with three types of duplexing devices: a cav-
ity duplexer; a ceramic duplexer and a circulator. The models of these duplexing
devices in the simulations are created using measured S-parameters. The frequency
responses of these components are already shown in Figure. 2.18.
Simulations have been performed using MADF-DC both with and without limiting
the estimated delays, providing all delays are positive values. Cancellation perfor-
mance with different system orders and up-sampling ratios has been calculated. The
cancellation performance with respect to the chosen parameters is shown for each
system order. For comparison reasons, system estimation using the standard LS
technique has also been performed. The simulation results using the circulator are
shown first and then followed by the ones using the ceramic and cavity duplexers.
For each duplexing device, the following results are shown:
• Cancellation performance with respect to the delay limits
• Cancellation performance with respect to the up-sampling ratio
• Comparison of the optimal cancellation performance
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• Chosen parameters for the optimal performance
• Resulting spectrum
4.6.1 Circulator
Cancellation performance with respect to the delay limits The isolation path
of the circulator within the designated bandwidth tends to be flatter in the magni-
tude response and more linear in the phase response in comparison with the off-the-
shelf duplexers. It can be expected that the number of taps that is needed to achieve
a good cancellation performance for the circulator is small, i.e., M is small. The
cancellation performance with respect to the minimum and maximum delay limits
for the isolation path of the circulator is shown in Figure. 4.7. The blank areas in
the figures represent that the simulation was not performed at the current setting.
This could be due to the reason that the maximum delay dmax(j) during the param-
eter sweeping is smaller than the minimum delay dmin(i). Or the delay difference
between the maximum and minimum limits cannot allocate the required number of
taps at the current up-sampling rate. It can be seen that the delay limits have large
impact on the simulated cancellation performance, especially when M is small. For
M = 2, the resulting performance varies from less than 10 dB to about 40 dB at
different max and min delay limits. In comparison, for a larger order, e.g. M = 8,
the resulting performance only changes slightly with respect to the maximum and
minimum delay limits.
On the other hand, the delay limiting parameters affect the achieved cancellation
performance less significantly when the number of taps increases. This is due to the
reason that the circulator has relatively simpler characteristics than the off-the-shelf
duplexers. The characteristics of the circulator have been shown in Figure. 2.18.
With a large number of taps, the inaccuracy of the delays is compensated by the
additional taps. The simulation results which will be shown later in this section.
Cancellation performance with respect to the up-sampling ratio The can-
cellation performance with respect to the up-sampling ratio has been presented in
Figure. 4.8. For a larger system order, there is no corresponding cancellation per-






Figure 4.7: Cancellation performance using MADF-DC with respect of delay limit
constraints for the circulator. (a) Two taps. (b) Three taps. (c) Four taps. (d)
Six taps. (e) Eight taps. (f) Fourteen taps.
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up-sampling ratios are invalid since it is not possible to allocate these taps within
any given delay limits at these up-sampling ratios.
The largest up-sampling ratio is chosen to be 512 for MADF-DC. This value could
be further increased to provide a higher accuracy at a cost of computation time.
The cancellation performance achieved using the maximum up-sampling ratio may
not be the highest, e.g., in the 2-tap case. However, the difference between the
performance achieved using 512 and the peak performance is insignificant. This
may suggest that in order to cancel the leakage using MADF-DC for the circulator,
it is sufficient to provide a single up-sampling ratio that is large enough, without
degrading the cancellation performance significantly. This value might not be as
large as 512. It can be seen in the figure that the cancellation performance achieved
changes unnoticeably after the up-sampling ratio is greater than a value. This value
depends on the order of the cancellation system as well as the characteristics of
the duplexing device. From the evidence shown for the circulator, the cancellation
performance is not affected significantly once the up-sampling ratio is greater than
24 for the simple structure of a circulator.
Using a large single value as the up-sampling ratio instead of sweeping could reduce
the computation time significantly, which will be discussed in Sec. 4.8.2. However,
in the case that the modelling accuracy is more critical than the estimation time,
sweeping through the up-sampling ratio could still be a better option since a better
modelling performance can be achieved. This can be seen from the simulated result
of two taps.
Comparison of the optimal cancellation performance It can be difficult to
observe exactly the peak cancellation performance that MADF-DC can achieve for
the circulator in Figure. 4.7 and Figure. 4.8. This can be seen more clearly in the
summarised peak cancellation performance with respect to the number of taps in
Figure. 4.9. For comparison purposes, MADF-DC without constraints, classic LS
and C-ADF techniques are also included in the results. C-ADF could achieve the
same level of cancellation as the LS technique. This shows the estimated impulse
response of the circulator at the critical sampling frequency is non-sparse, though
ideally the impulse response is sparse. It indicates that the delay estimation accuracy
of the C-ADF technique is not high enough for the TX leakage cancellation system.






Figure 4.8: Cancellation performance using MADF-DC with respect of the up-
sampling ratio for the circulator. (a) Two taps. (b) Three taps. (c) Four taps.
(d) Six taps. (e) Eight taps. (f) Fourteen taps.
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Figure 4.9: Cancellation performance comparison between with and without delay
limit constraints for circulator using MADF-DC.
Compared to the unconstrained MADF-DC and LS techniques, a higher modelling
accuracy for the circulator could be achieved by the constrained MADF-DC. With
only three taps, MADF-DC with delay limits can reach approximately 47 dB of can-
cellation. The highest cancellation performance of all the simulated results is about
48 dB. In comparison, with three taps, MADF-DC without constricting the delays
can only achieve approximately 24 dB of cancellation. In terms of the maximum
cancellation performance, the MADF-DC without restricting the delays achieves
roughly 33 dB with 14 taps. On the other hand, the LS technique only manages to
cancel up to 14 dB of leakage with 14 taps. This performance inevitably reduces
with a smaller number of taps.
It can be noted that there are performance bottle-necks for both MADF-DC and
the LS techniques. Once the order of the system is greater than a certain value (e.g.
three for constrained MADF-DC), the cancellation performance doesn’t significantly
increase any longer. This could indicate that the performance limitation is reached
when modelling an IIR system using an FIR structure since the tap weights are only
placed at positive side of the digital domain. This has been discussed in Sec. 4.5.
Additionally, as mentioned in Sec. 4.3.1 and Sec. 4.3.2, the error of the estimated
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delays could degrade the modelling performance. Hence, the cancellation system
could need a larger number of taps to achieve a desired performance. Though the
simple characteristics of the isolation path of the circulator indicate that the actual
impulse response of the system may only consist of a few taps, the locations of
these taps can still be very difficult to determine. This is because of the loss of the
information during the down-sampling. MADF-DC with additional delay limit con-
straints increases such accuracy, but is still far from optimum. More challengingly,
as the cancellation performance increases, the number of the dominant components
in the remaining impulse response is reduced. Therefore, a larger number of taps is
required in order to achieve a small additional performance improvement.
Chosen parameters for the optimal performance The simulated cancellation
performance is shown in Table. 4.2. This table shows the optimal modelling per-
formance using MADF-DC for the circulator and the corresponding up-sampling
ratio, and delay limit constraints. The corresponding up-sampling ratios and delay
limits are also included. In the case of using tunable delay lines for the cancellation
system with six taps, 24.4 ps of delay resolution is required. Achieving such high
resolution can be difficult, but it is still possible since the required maximum tuning
range of these delays is about 3.4 ns. In [88], a tunable delay line concept with 10 ps
resolution has been presented though with a smaller tuning range. In the case where
a larger tuning range is needed, such high delay resolution might not be feasible due
to the impractical physical size.
Table 4.2: The summarised cancellation performance that is achieved using MADF-
DC with corresponding delay limit constraints and up-sampling ratios for the
circulator.








2 0 1.4 38.98 24
3 0 4.9 47.73 26
4 0 9.4 48.15 7
6 3 3.4 48.54 512
8 8.5 10.4 48.62 64
14 0 9.9 48.84 18
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Spectrum results The resulting magnitude responses using the classic LS, C-
ADF and the proposed MADF-DC techniques are shown in Figure. 4.10. As ex-
pected, the proposed MADF-DC technique with delay limit constraints outperforms
the other techniques for any values ofM . As expected, the resulting spectrum using
C-ADF is similar to the LS technique. For any value of M , apart from M = 2, the
leakage suppression using MADF-DC is uniformly across the whole frequency band.
Poorer performance when M = 2 indicates that the order of the actual system is
greater than two. In contrast, the classic techniques are more focused in the centre
of the frequency band.
4.6.2 Ceramic Duplexer
The typical characteristics of a ceramic duplexer have been shown in Figure. 2.18.
Cancellation performance with respect to the delay limits In terms of mag-
nitude, group delay and phase responses, the isolation path of the ceramic duplexer
is more complex than the one of the circulator. A lower cancellation performance
can be expected for this duplexer with the same number of taps compared to the
one for the circulator. The cancellation performance with respect to the delay limit
constraints for the ceramic duplexer is shown in Figure. 4.11. The cancellation per-
formance depends on the given delay limits and increases with the number of taps.
Cancellation performance with respect to the up-sampling ratio The rela-
tionship between the cancellation performance and the up-sampling ratio for the
ceramic duplexer is shown in Figure. 4.12. In the case that the number of taps is
greater than six, only a few up-sampling ratios are invalid, i.e. no performance is
recorded. This is mainly due to the reason that for a smaller up-sampling ratio value
with a larger number of taps, the difference between the maximum and minimum
delay limits needs to be greater to allocate all these taps. The delay limit constraints
for the ceramic duplexer are swept across a wider range when being compared with







Figure 4.10: Normalised frequency response of the leakage, with and without the
cancellation system using MADF-DC for the circulator . (a) Two taps. (b) Three






Figure 4.11: Cancellation performance using MADF-DC with respect of delay limit
constraints for the ceramic duplexer. (a) Two taps. (b) Three taps. (c) Four taps.






Figure 4.12: Cancellation performance using MADF-DC with respect of the up-
sampling ratio for the ceramic duplexer. (a) Two taps. (b) Three taps. (c) Four
taps. (d) Six taps. (e) Eight taps. (f) Fourteen taps.
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For the ceramic duplexer, the advantage of sweeping the up-sampling ratio is not
significant compared to using a single large up-sampling ratio. In the ceramic du-
plexer case, the threshold value for the up-sampling ratio being considered as large
enough is about 8. This is due to the fact that for all the system order settings, the
performance changes little once the up-sampling ratio is greater than this value. In
the four-tap case, the peak cancellation has been recorded when the up-sampling
ratio is approximately seven. However, the performance difference between the up-
sampling ratio of 7 and 512 is insignificant. This is similar to what has been observed
in the circulator case.
Comparison of the optimal cancellation performance The summarised peak
cancellation performance with respect to the number of taps is shown in Figure. 4.13.
The MADF-DC with delay limit constraints out-performs the other three techniques.
The best cancellation achieved is approximately 47 dB with 14 taps, which is more
than 10 dB better than the same technique without the additional delay limiting
parameters. It is also approximately 30 dB better than the standard LS technique.
Once again, C-ADF performs similarly to the LS technique.
The cancellation performance of MADF-DC both with and without limiting the
delays increases when the number of taps is increased. In comparison, the standard
LS technique doesn’t provide any better cancellation once the number of taps is
greater than six. The reason of the poor cancellation performance from LS has
already been discussed in the previous subsection. All three techniques manage
to cancel more than 10 dB of leakage with only two taps. MADF-DC technique
achieves approximately 1 dB better performance than the standard LS technique for
two taps. With only four taps, approximately 30 dB of additional isolation between
TX and RX has been provided by using the MADF-DC with delay limit constraints,
whereas only 20 dB has been achieved using non-constrained MADF-DC. In general,
MADF-DC with constraints can provide at least 5 dB more cancellation than the
other two techniques. Overall, the cancellation performance that MADF-DC has
achieved on the ceramic duplexer is less than the one on the circulator, which is as
expected.
Chosen parameters for the optimal performance More detailed cancellation
performance with corresponding delay limits and up-sampling ratios are shown in
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Figure 4.13: Cancellation performance comparison between with and without delay
limit constraints for the ceramic duplexer using MADF-DC.
Table 4.3: The summarised cancellation performance that is achieved using MADF-
DC with corresponding delay limit constraints and up-sampling ratios for the
ceramic duplexer.








2 20 30.4 11.38 24
3 20 20.4 20.23 512
4 20 40.4 28.92 7
6 0 40.4 30.97 8
8 30 40.4 34.8 64
14 0 160.4 47.85 5
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Table. 4.3. With three taps, the estimated delays are within the range between 20 ns
and 20.4 ns at the up-sampling ratio of 512. This indicates that a delay resolution of
55.8 ps3 is required if the tunable delay lines are used. Though such delay resolution
requirement is less strict than the six taps case for the circulator, the difficulty is not
reduced. This is because that a larger delay sweeping range, i.e. 20.4 ns is needed in
comparison with 3.4 ns in the circulator case. The rest of M settings require an up-
sampling ratio that is less than 64. It is equivalent to tuning the delay components
in a step of more than 446 ps, approximately. The larger the tuning step is required,
the less resolution of the tunable delay lines is needed. Using fourteen taps achieves
good cancellation and the required tuning resolution of the delays is only 5.7 ns.
However, the cost of such high cancellation performance is that the maximum delay
is over 160 ns. The value of a delay line is proportional to the length of the line.
A large delay value indicates that a greater board area could be occupied. Though
large group delay lines on chips are commercially available, these delay lines with
larger delay values are usually made with high dielectric constant materials in order
to reduce the physical size. The use of these high dielectric constant material results
in the increase of the insertion loss of these delay lines. The deployment of these
delay lines with large insertion losses might result in the need of active components
when implementing the cancellation system. This will be discussed in more detail
in Sec. 4.7.
Spectrum results The resulting magnitude responses using LS, C-ADF and
MADF-DC with additional delay constraints are shown in Figure. 4.14. The pro-
posed MADF-DC outperforms the classic techniques for most of the M settings
except for two taps. For two taps, the result shows a very similar performance
between the three techniques. At certain frequencies, the LS technique is better
than the proposed technique, especially around the centre frequencies. On the other
hand, the MADF-DC provides better leakage cancellation at the frequencies that
are close to the edge of the band. There is an insignificant difference between the
resulting spectrum using C-ADF and LS for all tap configurations.






Figure 4.14: Normalised frequency response of the leakage, with and without the
cancellation system using MADF-DC for the ceramic duplexer . (a) Two taps.




In Figure. 2.18, the measured characteristics of a typical cavity duplexer have been
shown. Since the characteristics of the cavity duplexer are much more complex than
that of the circulator and ceramic duplexer, it can be expected that the resulting
cancellation performance would be reduced.
Cancellation performance with respect to the delay limits A set of results
are shown in Figure. 4.15, from which the relationship between the resulting cancel-
lation performance and the delay limits can be observed. Similar to the previous
results, the delay limits have significant impact on the cancellation performance
which experimentally proves that such additional parameters are essential for the
proposed estimation technique.
Cancellation performance with respect to the up-sampling ratio The cancel-
lation performance and the corresponding up-sampling ratio for the cavity duplexer
are shown in Figure. 4.16. According to the results, a value of the up-sampling ra-
tio that is greater than approximately eight can be considered large enough. The
results also show that for MADF-DC technique, there are insignificant advantages
by sweeping the up-sampling ratio compared to using only a single large value. By
observing the results of all three duplexing devices, it may suggest that for MADF-
DC technique, choosing a large up-sampling ratio could be more beneficial than
sweeping through the vector, due to the significant reduction in estimation time.
Till now, it seems sweeping the up-sampling ratio is redundant because using a single
large up-sampling ratio achieves almost the same cancellation performance. This has
been seen for all three duplexing devices. However, since the author of this thesis
can’t provide any mathematical proof showing the above observation is always true,
sweeping the up-sampling ratio is recommended in the case that modelling accuracy






Figure 4.15: Cancellation performance using MADF-DC with respect of delay limit
constraints for the cavity duplexer. (a) Two taps. (b) Three taps. (c) Four taps.






Figure 4.16: Cancellation performance using MADF-DC with respect of the up-
sampling ratio for the cavity duplexer. (a) Two taps. (b) Three taps. (c) Four
taps. (d) Six taps. (e) Eight taps. (f) Fourteen taps.
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Comparison of the optimal cancellation performance The summarised can-
cellation performance of MADF-DC for the cavity duplexer with respect to the
number of taps is shown in Figure. 4.17. With a smaller number of taps, i.e., less
than four taps, MADF-DC with and without limiting the delays are the same in the
cancellation performance. When M is greater than six, the advantages of limiting
the delays can be seen more clearly. MADF-DC with delay limits achieve about
20 dB and 44 dB of cancellation with eight and fourteen taps, respectively. These
performances using eight and fourteen taps are at least 10 dB and 20 dB more than
the corresponding ones without limiting the delays, respectively. In contrast, the
standard LS technique only achieves maximally 12 dB with fourteen taps. This
result is very similar to the ones that are shown for the other two duplexing devices.
When more than three taps are used, C-ADF could achieve the same performance as
LS. For two and three taps, simulation results show that a better performance could
be achieved by using C-ADF than LS. However, the improvement is only about
1 dB. Compared to MADF-DC, the performance achieved using C-ADF is not as
effective.
Figure 4.17: Best cancellation performance using MADF-DC for cavity duplexer
with choices of taps, without limiting the estimated delays.. The bandwidth is
35 MHz and centred at 897 MHz.
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Chosen parameters for the optimal performance In order to show the results
in more detail, the delay limits and the up-sampling ratio at which the best can-
cellation performance have been obtained are shown in Table. 4.4. For the cavity
duplexer, the required delay resolutions are lower than the previous duplexer. The
up-sampling ratio of 32 is needed for eight taps which is equivalent to the delay
resolution of 0.893 ns for the bandwidth of 35 MHz. With less than 6 taps, MADF-
DC with delay limits can only achieve up to approximately 13 dB of cancellation.
Compared to the result achieved using the same technique for the ceramic duplexer,
i.e., 30 dB for six taps, this value is significantly less. This is due to the more com-
plex characteristics of the cavity duplexer which have been shown in Figure. 2.18.
However, more than 40 dB of additional isolation can be provided using MADF-DC
with delay limits when fourteen taps are used for the cavity duplexer. Though it
is still less than the result achieved using the same number of taps for the ceramic
duplexer, the difference is only 3 dB, which is less significant. Using two taps, the
proposed technique can provide approximately 6 dB of additional isolation for the
cavity duplexer.
Table 4.4: The summarised cancellation performance that is achieved using MADF-
DC with corresponding delay limit constraints and up-sampling ratios for the
cavity duplexer.








2 0 70.4 6.19 20
3 0 100.4 8.8 6
4 0 130.4 9.72 3
6 50 70.4 13.42 10
8 60 100.4 27.99 32
14 0 100.4 43.51 4
Spectrum results The magnitude responses of the leakage signals with different
M settings before and after the cancellation have been shown in Figure. 4.18. With
less than eight taps, the resulting leakages using the MADF-DC and the other two
techniques are very close. Only marginally better performance has been achieved
by MADF-DC. Much more leakage signals have been suppressed using the MADF-
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DC with eight and fourteen taps comparing to the classic technique, which show
improved performance of the proposed MADF-DC technique with delay limit con-
straints.
Between C-ADF and LS, the resulting magnitude response is also the same when the
order of the system is greater than three. This can also be observed in Figure. 4.17.
Similar results are also observed for the circulator and ceramic duplexers which are
shown in Figure. 4.10 and Figure. 4.14, respectively. The reason for such observations
is that the isolation path of the duplexing device is non-sparse when using C-ADF
and LS under the current sampling rate. This has been explained in Sec. 4.3.1,
Sec. 4.3.2 and Sec. 4.6.1. The advantages of C-ADF over LS can be seen from the
resulting magnitude response when the order of the system is less than four though
the difference is not significant.
4.6.4 Summary of the Results
Simulation results of using MADF-DC have been shown for the three duplexing
devices. Cancellation performance results with respect to the delay limit constraints
and up-sampling ratios are presented in this section. The delay limit constraints are
necessary in order to achieve a better cancellation performance. The sweeping of
the two delay limit parameters is essential. The performance degradation and the
estimation time regarding the sweeping of delay limit constraint vectors will be
presented and discussed in Sec. 4.8.2.
The simulation results show that sweeping of the up-sampling ratio provides insignif-
icant improvement of the cancellation performance, compared to using a single large
up-sampling ratio value. However, sweeping should be chosen if the cancellation per-
formance is more critical than the estimation time. In this thesis, the MADF-DC
algorithm is performed by sweeping the up-sampling ratio if not explicitly stated
otherwise. This is because in the proposed cancellation system, the modelling of the
duplexer occurs when the transceiver is offline. In this case, the estimation time is
less critical.
It has been shown that the constrained MADF-DC can provide a higher estimation
accuracy for the devices with both simple and more complex characteristics. How-






Figure 4.18: Normalised frequency response of the leakage, with and without the
cancellation system using MADF-DC for the cavity duplexer . (a) Two taps. (b)
Three taps. (c) Four taps. (d) Six taps. (e) Eight taps. (f) Fourteen taps.
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simulations. In the following section, simulation results using only passive compo-
nents will be shown.
4.7 Performance Using Only Passive Components
Since the proposed cancellation system operates at RF and is directly connected
with RX front-end, any additional noise or distortions that are produced by the
cancellation system will directly increase the noise floor of the receiver. This will
result in the decrease of the receiver SNR. This is a potential problem not only for the
proposed system architecture, but also for any RF cancellation system. Therefore, it
is more desirable to use only passive components, e.g., no gain components, to avoid
degrading the receiver performance. The trade-off of only using passive components
is the reduction of the achievable cancellation performance. This will be explained
in detail in this section.
In the previous simulation results, the insertion loss of all the components includ-
ing the delays and phase shifters are not considered. This is not true in practice,
especially for the delays. The insertion loss of the delay line is usually measured
in the unit of dB/ns. It varies approximately from 0.1 dB/ns [89] to 1 dB/ns [90],
depending on the material, design structure, operating frequency and bandwidth,
etc.. Therefore, the larger the delay line is, the greater the insertion loss can be. In
the ceramic duplexer simulation, the estimated delay can be as large as 160 ns. Even
using delay lines with a unit loss of 0.1 dB/ns, the overall insertion loss is about
16 dB. Additionally, a voltage controlled attenuator usually has minimum attenua-
tion value which means at least some power is lost in the attenuator. The rest of
the components, e.g., power combiners, directional couplers, phase shifters all have
insertion losses. Therefore, when implementing the cancellation system with the
calculated attenuation level, the system may require one or more gain components
which are undesirable.
To see if the cancellation system using MADF-DC can be implemented without gain
blocks, simulations for each duplexing device have been performed with considera-
tion of insertion losses of the RF components. In order to implement the cancellation
system using only passive components, the calculated attenuation level of each tap
must be greater than a certain value. Such minimum attenuation level can be found
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from
ILmmin = ILmFix + ILmdel (4.30)
where the superscript m = 1, 2, . . . ,M indicates the tap index, and ILmdel is the
insertion loss of the corresponding delay line. ILmFix is the total insertion loss of
other components of the mth tap, i.e.,
ILmFix = 4ILTXCPL +4ILRXCPL + ILmAtt + ILmPH + ILmSPL + ILmCMB + ILmmisc (4.31)
where 4ILTXCPL and 4ILRXCPL are the insertion loss differences between the coupling
and through ports of the directional couplers at the TX and RX paths respectively.
ILmAtt and ILmPH are the minimum insertion losses of the variable attenuator and the
phase shifter in the corresponding cancellation path respectively. ILmSPL and ILmCMB
are the insertion losses of each path of the splitter and combiner respectively, which
depend on the total number of cancellation paths. ILmmisc is the total power loss
of other passive components such as cables and connectors in the mth cancellation
path. There is an additional directional coupler in the proposed cancellation system
shown in Figure. 3.1 which is for modelling purposes. Since the coupling factor of
this coupler is high, i.e., 30 dB, the insertion loss of the through port of this coupler
is negligible and, hence, is included in ILmmisc.
In order to implement the cancellation system using only passive components, ILmmin
should be as low as possible so that the most optimal cancellation performance can
be realized. Since ILmFix is fixed as long as the components and the number of taps
are chosen, the only variable is the insertion loss of the delays which indeed depends
on the unit insertion loss and the time delay value of the corresponding delay lines.
In order to show the significance of ILmmin, further simulations have been performed
for the three different duplexing devices.
4.7.1 Circulator
Simulation setup The simulations are performed based on the proposed system
architecture that is shown in Figure. 3.1 with minor modifications. Since the delays
of the circulator are known to be smaller than those of the other two duplexers (as
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shown in Figure. 2.18), the impact of the passive implementation is mostly from the
total insertion loss of the fixed components. For this reason, a coupler model with
7 dB coupling factor is used in order to redirect the TX signal to the canceller.
As a result, the power of the TX signal is reduced by the insertion loss of 1 dB,
approximately. Another modification from the proposed system architecture is that
a two-way power combiner has been placed in the RX path in order to cancel the
leakage. Within the RF canceller, a power splitter and a combiner are used in order
to separate and recombine the reference signal. The power losses of each path of the




The remaining insertion loss including the minimum power losses of the phase
shifters and variable attenuators, but excluding the delays, is 7 dB.
Results The optimal cancellation performance for the circulator is calculated
under these conditions and summarised in Figure. 4.19. These results are obtained
by collecting the best cancellation performance for each number of taps settings,
providing that all calculated tap attenuation are greater than the corresponding
required minimum attenuation level, ILmmin. In order to show how the unit insertion
loss affects the cancellation performance, a number of values have been chosen.
They are 0.1 to 0.5 dB/ns in a step of 0.1 dB/ns. A large unit loss, i.e., 1 dB/ns,
is also included in the simulations. These results are compared with the ones in
which the gain blocks are allowed. Noted in Figure. 4.19, the performance using
only passive components is not always available with respect to the number of taps.
This indicates that it is not possible to implement the cancellation system by only
using passive components. This is when the magnitude of the estimated tap weight
is greater than the minimum attenuation level, ILmmin.
Since the most optimal performance is obtained when active components are allowed,
the performance using only passive components is expected to be equal or lower.
This has been confirmed in Figure. 4.19. Also, since using delay lines with greater
unit insertion loss can make the implementation (with passive components only)
more difficult, it can be expected that the achievable cancellation performance will
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decrease with the increase of the unit insertion loss. This can also be observed in
Figure. 4.19.
It can be seen from the results that for the cancellation system with more than three
taps, it is not possible to be implemented using only passive components under the
current simulation setting. For cancellation systems with two and three taps, the
best performance has also been degraded due to the added insertion losses of the
simulation. The change of the unit insertion loss of the delay lines doesn’t affect the
cancellation performance significantly for the system using two taps. The system
with two taps suffers with only 1 dB degradation using only passive components.
In comparison, the three taps system performs worse when the unit insertion loss of
the delays increases. The best leakage suppression using three taps is approximately
43 dB which is about 4 dB worse than the one without necessarily using passive
components. In the case that the high unit insertion loss delay lines are used, the
cancellation performance drops to about 33 dB from 48 dB.
4.7.2 Ceramic Duplexer
Setup In contrast to the circulator, the estimated delays using the proposed
MADF-DC technique for the ceramic duplexer are much larger. As a result, the
source of the cancellation performance degradation using only passive components
is expected to be the unit insertion loss of the delays. The simulations are performed
according to the proposed cancellation system architecture shown in Figure. 3.1. The
coupler in the TX path of the simulation is replaced with a 10 dB one from which
the insertion loss of the main TX path is reduced to about 0.5 dB, comparing to the
setup for the circulator. The cancellation in the RX path is realised by using a 6 dB
directional coupler. The insertion loss of the RX signal path is reduced to about
1 dB. The rest of the setup remains the same as the one in the circulator simulation.
Results According to the summarised cancellation performance figure (shown
in Figure. 4.20) using only passive components, it is still not possible to implement
such a system with fourteen taps. One of the reasons is that the estimated delays
of one or more taps are large. This results in a large power loss just from the
delay lines. This can be expected since as the way that the proposed optimization
technique works is first to suppress the most significant components in the original
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Figure 4.19: Cancellation performance comparison using MADF-DC with delay
limit constraints between using passive and any type of components with respec-
tive to number of taps for the circulator. (a) Unit insertion loss of delay at
0.1 dB/ns. (b) Unit insertion loss of delay at 0.2 dB/ns. (c) Unit insertion loss
of delay at 0.3 dB/ns. (d) Unit insertion loss of delay at 0.4 dB/ns. (e) Unit
insertion loss of delay at 0.5 dB/ns. (f) Unit insertion loss of delay at 1 dB/ns.
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impulse response. One possible reason is that as the number of taps increases, the
remaining components of the impulse response become more spread and further away
from where the larger components were. The maximum estimated delay without
the consideration of the passive components for the fourteen taps is 160 ns which
contributes 16 dB of losses.
The other possible reason is due to the inaccuracy of the estimated delays and the
use of LS as weight adaptation algorithm. LS is an unconstrained adaptive filter
algorithm which is designed to determine the optimal solution. Due to the inac-
curately estimated delays, LS could result in some solutions with large amplitudes.
This means that the LS algorithm determines the most optimal solutions. However,
these solutions might not be implementable using only passive components. As it
is difficult to further enhance the delay estimation accuracy, a better way of solving
this is to replace LS with another technique for adapting the final tap weights. The
technique should have the ability to restrict the determined solutions so that they
are within a limit. Possible solutions could be global optimization technique such as
the simulated annealing algorithm. However, in this thesis, these possible solutions
are not explored.
For the rest of the system order settings, the cancellation performance using only
passive components are not degraded significantly if the unit insertion loss of the
delays is less than 0.5 dB/ns. The simulation result also shows that it is not possible
to implement a larger cancellation system, i.e., more than six taps, with delay lines
that are greater than 1 dB/ns.
Similarly to the results of circulator shown in Figure. 4.19, cancellation performance
degradation in the case of the ceramic duplexer is expected when only passive com-
ponents are used. This can be seen in Figure. 4.20. However, the degradation is
not as large as the circulator case. For instance, when the order of the cancellation
system is four, such performance degradation is less than 3 dB for the unit insertion
loss less than 1 dB/ns. For eight taps, performance achieved using only passive com-
ponents is at most 3 dB less than using gain blocks for the unit insertion loss less
than 0.4 dB/ns. The performance degradation on the three taps is approximately
10 dB when the unit insertion of the delay line is 1 dB/ns. When using a less lossier
delay line, the achievable performance using three taps is almost the same as the
active components case. There is no significant degradation on the performance
when the cancellation system only consists of two taps.
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Figure 4.20: Cancellation performance comparison using MADF-DC with delay
limit constraints between using passive and any type of components with respec-
tive to number of taps for the ceramic duplexer. (a) Unit insertion loss of delay
at 0.1 dB/ns. (b) Unit insertion loss of delay at 0.2 dB/ns. (c) Unit insertion
loss of delay at 0.3 dB/ns. (d) Unit insertion loss of delay at 0.4 dB/ns. (e) Unit




Setup The simulations for the cavity duplexer are also performed based on the
architecture shown in Figure. 3.1. The simulation settings for the cavity duplexer
are the same as the ones for the ceramic duplexer.
Results For the cavity duplexer, implementing the cancellation system using
MADF-DC with a larger number of taps and passive components is as difficult as the
case for the ceramic one. According to the simulation results shown in Figure. 4.21,
it is not possible to implement such a system with fourteen taps, though the unit
insertion loss is as small as 0.1 dB/ns. In the case of the eight taps, though it is
possible to implement the system when the unit insertion loss of the delay lines is
less than 0.3 dB/ns, the achievable cancellation performance is reduced to about
20 dB. With six taps or less, the suppression rate using only passive components
doesn’t change significantly as long as the unit insertion loss is less than 0.5 dB/ns.
The highest cancellation of the six taps system using only passive components is
around 13 dB. The best cancellation performance for the system using either three
or four taps is around 10 dB. Using delays with higher insertion loss reduces the
possibility of implementing such system with six taps.
4.8 Estimation Speed
In the previous sections, the improved performance of the proposed MADF-DC has
been shown. However, like any techniques, there are disadvantages with the pro-
posed technique. In order to increase the delay estimation accuracy, there are three
parameter vectors introduced in this technique, i.e., up-sampling ratio, maximum
and minimum delay limits for constraining the estimated delays. Since the algo-
rithm performs the estimation using each unique configuration of the elements of
these vectors, the computation load is much heavier than for the C-ADF technique.
4.8.1 Speed in General
In order to compare the estimation speed of C-ADF and MADF-DC, the computa-






Figure 4.21: Cancellation performance comparison using MADF-DC with delay
limit constraints between using passive and any type of components with respec-
tive to number of taps for the cavity duplexer. (a) Unit insertion loss of delay
at 0.1 dB/ns. (b) Unit insertion loss of delay at 0.2 dB/ns. (c) Unit insertion
loss of delay at 0.3 dB/ns. (d) Unit insertion loss of delay at 0.4 dB/ns. (e) Unit
insertion loss of delay at 0.5 dB/ns. (f) Unit insertion loss of delay at 1 dB/ns.
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recorded using the tic and toc functions in MATLAB.
Comparing the estimation time of the ceramic and cavity duplexers for the same
system order, the computation time using MADF-DC is similar. It suggests that
the computation speed using MADF-DC is irrespective to the duplexer types. It
is strongly related to the order of the system. The computation time increases
when a larger order system is used, which can be expected. On the other hand,
the computation time for C-ADF technique increases with the order of the system
as well. Overall, the estimation time using MADF-DC is dramatically higher than
the one using C-ADF. The latter only takes a few seconds whereas the MADF-DC
technique takes hours to complete the estimation.
Table 4.5: Comparison of the estimation speed between C-ADF and MADF-DC
Type of Duplexer System Order
Estimation Time








Ceramic 4 1.27 5.55
4.8.2 Reducing the Estimation Time
Though MADF-DC suffers from long estimation time, it could still be acceptable.
This is because in the proposed cancellation architecture of this thesis, the modelling
block is only operating when the transceiver is off-line. However, it would still be
beneficial if the computation time could be reduced.
Firstly, in the original simulation, for the ceramic duplexer, the cancellation per-
formance achieved by using four taps is approximately 28.92 dB. The delay limit
increment is 10 ns. The minimum delay limit is incremented from 0 ns to 200 ns
whereas the maximum delay limit is swept from 0.4 ns to 200.4 ns. The up-sampling
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ratio vector consists of elements from 1 to 32 in a step of 1 and some discrete elements
of 64, 128, 256 and 512.
Using a single up-sampling ratio As discussed earlier in this chapter, the sweep-
ing of the up-sampling ratio could provide a better cancellation performance than
using a single large value. However, such improvement can be insignificant. There-
fore, in the case that estimation time is more desirable than the cancellation per-
formance, a single up-sampling ratio (as large as possible) should be used instead
of sweeping. By doing so, the estimation time could be vastly reduced. This can be
seen from the results shown in Table. 4.6.
In Table. 4.6, it shows the simulated cancellation performance and the resulting
estimation time when the up-sampling ratio is set to be 32 and 512, respectively.
The order of the system is set to be four and the duplexing device is the ceramic
duplexer. The settings of the delay limit constraints are not changed, i.e., the
maximum delay limit is swept between 0.4 ns to 200.4 ns in a step of 10 ns and the
minimum delay limit is swept between 0 ns to 200 ns.
The results show that using 512 as the up-sampling ratio, the estimation time is
reduced from 5.55 hours which is obtained by sweeping, to 1.18 hours. Compared
to the cancellation performance that is shown in Table. 4.3, there is only marginal
degradation. When using 32 as the up-sampling ratio, the estimation time is further
reduced to 0.15 hours. Therefore, by replacing the sweeping procedure of the up-
sampling ratio with a single value, the estimation time could be significantly reduced.
The estimation time obtained using 32 is less than the one obtained using 512 as the
up-sampling ratio. This is due to the reason that there is a heavier computation load
using the larger up-sampling ratio than the lower one. The performance achieved is
28.17 dB which is about 0.6 dB less than using 512 as the up-sampling ratio.
In summary, from the results shown in Table. 4.6, it seems replacing the sweeping
procedure of the up-sampling ratio with a large single value would not affect the
achievable cancellation performance. However, whether or not this is true needs to
be proved. Since this thesis focuses on obtaining the optimal cancellation perfor-
mance, no actions have been taken on how to prove such observation. Therefore, if
estimation time is not critical, sweeping is still recommended.
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Table 4.6: The reduced estimation time and cancellation performance using MADF-










Increasing the increment of the delay limit constraints In order to explore if
the estimation time could be reduced by changing the delay limit settings, the sim-
ulations have been re-performed by replacing the increment of the delay limit con-
straints from 10 ns to a number of values. During these experiments, the up-sampling
ratio is swept according to the setting described at the beginning of Sec. 4.8.2. The
order of the cancellation system is set to be four and the duplexing device is the
ceramic duplexer. The resulting estimation time and cancellation performance have
been shown in Table. 4.7.
From the results, it can be seen that the estimation time decreases with the increase
of the delay limit increment. The reduction rate of the estimation time is approxi-
mately in a power of two of the increasing rate of the delay increment. This is due to
the reason that the delay limit step affects both the minimum and maximum delay
limit constraints. Regarding the cancellation performance, it is only significantly
degraded when the delay increment is greater than 20 ns.
Overall, the estimation time could be reduced by increasing the increment of the
delay limit constraints, without significantly affect the modelling performance. How-
ever, the optimal value of the increment could be difficult to determine. This value
is dependent of the characteristics of the duplexer. For this reason, the increment of
the delay limit constraints should be chosen as small as possible to avoid degrading
the modelling accuracy.
The impact of the estimation time and the performance due to either the up-
sampling ratio or the delay limit constraints has been discussed in this section.
By using a single up-sampling ratio as well as a large delay limit increment, the
estimation time could be vastly reduced. For a certain duplexing device, it is pos-
sible to achieve a much smaller estimation time without significantly affecting the
cancellation performance. However, these haven’t been tested.
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Additional methods for reducing the estimation time Apart from the meth-
ods that are shown above, the estimation time could also be reduced by increasing
the step size for sweeping the up-sampling ratio. By doing so, the total number of
elements in the up-sampling ratio vector is reduced. In theory, the reduction rate of
the estimation time is proportional to the reduction rate of the number of elements
in the vector. Performance-wise, when sweeping the up-sampling ratio, the optimal
performance is achieved at the largest up-sampling ratio. Since increasing the step
size of the sweeping doesn’t remove the largest up-sampling ratio from the vector, no
performance degradation is expected. Compared to the performance using a smaller
step size for sweeping the up-sampling ratio, the one obtained using a larger step
might be significantly decreased. However, as discussed in Sec. 4.8.2, it could be
dependent on the characteristics of the duplexer.
Additionally, reducing the largest values for sweeping the maximum and mini-
mum delay limit constraints could also decrease the estimation time. As seen in
Figure. 4.7, Figure. 4.11 and Figure. 4.15, the performance degradation depends on
the characteristics of the duplexer.
4.8.3 Summary of the Estimation Time using MADF-DC
In summary, the estimation time using MADF-DC can be reduced significantly if
the modelling is set up carefully. It seems that using a large single value instead of
sweeping the up-sampling ratio may suffice without seriously affecting the cancel-
lation performance. However, this is only a pattern that is concluded by observing
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the results for the three duplexing devices. Whether or not this pattern applies to
another duplexer is not yet known.
Additionally, it can be summarised that increasing the step size for sweeping the
delay limit vectors could reduce the estimation time dramatically without degrading
the cancellation performance. However, the optimal step size depends on the order
of the system and the characteristics of the duplexer. For this reason, it is difficult
to determine this optimal value. The step size should always be chosen as small as
possible to avoid degrading the modelling accuracy.
4.9 Summary
In this chapter, a novel modified adaptive delay filter using direct cross-correlation
technique has been proposed in order to estimate the delays and determine the tap
weights for the proposed cancellation system. The classic adaptive delay filter algo-
rithm has been reviewed. Due to the limited resolution of the delay estimation when
using the classic adaptive delay filter, several modifications have been proposed so
that this estimation technique can be utilized in solving the leakage problem. Using
a higher sampling rate for estimating the delays is one of the modifications. Up-
sampled signals are used to estimate the most significant components of the impulse
response of the duplexing device. Delay limit parameters are introduced to MADF-
DC so that the accuracy of the delay estimation can be increased. The MADF-DC
is a sequential estimation technique which is the same as C-ADF. Therefore, a new
error signal must be obtained after estimating the delay and tap weight of each
stage. The new error signal will be used for the delay estimation process of the next
stage. Instead of only adapting the current tap, MADF-DC updates all the taps of
which the delays have been determined. Critically sampled reference and leakage
signals are used for the tap weight adaptations.
Simulations have been firstly carried out in order to show the outstanding perfor-
mance of the proposed MADF-DC technique. Three duplexing devices have been
used in the simulation in order to show that the proposed cancellation system using
MADF-DC is not only suitable for the circulator with simpler characteristics, but
also capable for duplexers with more complex characteristics.
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As the cancellation occurs in the receiver at RF frequencies, in order to avoid the
injection of unwanted noise into the receiver, only passive components are preferred
for the implementation. Simulations have been performed with adding in insertion
losses of major components of the RF canceller. The unit insertion loss, i.e., dB/ns,
is introduced in the simulations in order to describe the power losses of the delays.
They are 0.1 dB/ns to 0.5 dB/ns in a step of 0.1 dB, in addition to 1 dB/ns.
Simulation results show that with consideration of implementation using passive
components, the achievable cancellation performance decreases. For certain numbers
of taps, the system cannot be implemented using only passive components. One of
the reasons is that the order of the cancellation system is too large so that the power
of the reference signal in each cancellation path is too small. The other possible
reason is that LS is used as the adaptation algorithm for calculating the tap weights.
It is accurate but not constrained. Changing to a constrained algorithm such as
simulated annealing could improve the possibility of implementing the cancellation
system using passive components. However, this is not included in the discussion in
this thesis.
One of the disadvantages of the proposed MADF-DC is that the estimation time is
much greater than the classic techniques. The long estimation time might not be
a large problem for the modelling of the TX leakage path since the modelling of
the duplexer is operated off-line. However, it would be more desirable if such long
estimation time could be reduced. In the last section of this chapter, the results
are shown in order to discuss the possibility of reducing the estimation time. It can
be done by replacing the sweeping process of the up-sampling ratio with a single
large value. According to the simulation results, this method could reduce the time
without significantly affecting the cancellation performance. However, since there is
no definite proof to support such observation, the author of this thesis suggests that
sweeping of the up-sampling ratio should be used if the cancellation performance is
more critical than the estimation time.
In addition, by increasing the step size of the delay limit constraints, the estimation
time could be vastly reduced without affecting the cancellation performance signif-
icantly. However, the optimal value of the step size depends on the order of the
system and the characteristics of the duplexer. Hence, such optimal value could be
difficult to determine. The delay step size should be chosen as small as the estima-
tion time budget allows. A smaller delay step size increases the number of sweeps.
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Hence, the estimation time increases.
In summary, this chapter has shown that the MADF-DC (with delay constraints)
can provide much better modelling accuracy than the classic techniques. However,
the long estimation time is its main disadvantage. Since the modelling technique
will be used offline in the proposed cancellation system, the disadvantage of the long
estimation time is still acceptable.
4.10 Contributions of this Chapter
The main contributions of this chapter are:
1. Explaining that the classic adaptive delay filter technique is not suitable for
the TX leakage problem of this thesis
2. Proposing the MADF-DC technique in order to estimate the delays of the
proposed adaptive delay cancellation system of this thesis.
3. Discussing the implementability of the cancellation system using MADF-DC
with passive components.
4. Discussing the possibility of reducing the estimation time of MADF-DC.
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The previous chapter has presented the MADF-DC modelling technique which is de-
signed to improve the modelling accuracy, especially the delay estimation accuracy
for the proposed RF cancellation system. In order to obtain a higher modelling per-
formance, the maximum and minimum delay limits need to be swept across a large
range of values in a relatively fine step. The consequence is that the estimation time
is extremely large. Reducing the number of sweeps for the delay limit constraints
(maximum and minimum delay limits) could reduce the required estimation time
significantly. However, since the MADF-DC technique is a sequential-based tech-
nique and the high delay estimation accuracy is obtained by artificially up-sampling
the reference and the leakage signals, the modelling performance heavily depends
on the delay limit constraints. For this reason, altering the sweeps of the delay limit
constraints significantly degrades the performance.
Therefore, an alternative modelling technique has been investigated so that the
estimation time could be reduced while the high modelling performance could be
maintained. For this purpose, we start with the introduction of the well-known
compressive sampling matching pursuit technique. In order to differentiate this
technique from the proposed method in this chapter, we call this already published
technique as the classic compressive sampling matching pursuit (C-CoSaMP). The
proposed technique in this chapter is named as the modified compressive sampling
matching pursuit (MCoSaMP). As the name suggested, MCoSaMP is developed
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from C-CoSaMP with improved delay estimation accuracy. The C-CoSaMP tech-
nique is chosen as the foundation of the proposed algorithm because it can provide
fast, reliable and iterative modelling.
5.2 Theory of the Classic Compressive Sampling
Matching Pursuit
The C-CoSaMP technique is a compressive sampling technique that was originally
developed in order to more efficiently solve under-determined systems, providing
that those systems have sparse nature. Therefore, before explaining the C-CoSaMP
technique, the theory of the compressive sampling is introduced.
Let yˆ be the vector of the measured output, the size of which is Q × 1. Mathemat-
ically, it can be represented as
yˆ(n) = Xˆh (5.1)
where the size of the model matrix Xˆ is Q × N , providing that Q  N , and the
coefficients vector h (N × 1) is sparse. The input model matrix Xˆ here is the
Toeplitz matrix of the input reference signal xˆ(n), i.e.:
Xˆ = [xˆ(n), xˆ(n− 1), . . . , xˆ(n−Q)]T (5.2)
where xˆ(n) is a N × 1 vector and the superscript T of a matrix represents the
transpose of a matrix. Traditional compressive sampling algorithms tend to approx-









where ε is the desired tolerance of the error.
Rather than reducing the number of measurement samples, compressive sampling
can also be utilised for reducing the number of coefficients of a sparse system. This
requires that the sizes of the input matrix Xˆ, the output signal of the system yˆ(n)
and the coefficients vector h are N × Q, N × 1 and Q × 1, respectively, providing
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that h is sparse. Typical applications of compressive sampling in terms of reduc-
ing the number of coefficients are behavioural modelling and digital pre-distortion
of high power amplifiers in wireless communications [50] [91]. Compared to the
traditional compressive sampling algorithms, C-CoSaMP is more efficient and less
complex.
C-CoSaMP was developed in [80] and is based on the orthogonal matching pursuit
(OMP) algorithm. It approximates the coefficients vector h iteratively by obtaining
the sparse representation w and calculating the residual error. C-CoSaMP algo-
rithm has the advantage of low-complexity and provides faster speed and stronger
guarantees than the original OMP [80] . The C-CoSaMP algorithm requires some
information including: the input model matrix; the desired signal vector yˆ(n); the
desired sparsity of the approximationM ; and the stopping conditions. The stopping
conditions include the maximum number of iterations and the desired tolerance ε.
The desired tolerance is the threshold value that defines the minimum Euclidean
norm of the residue at the current iteration. It is also used to terminate the it-
erations when the difference of the Euclidean norm between the previous and the
current iterations is small. The algorithm estimates the locations of the most signif-
icant taps iteratively. The algorithm is ended when the stopping criteria is reached.
Upon the completion of C-CoSaMP algorithm, the coefficients and the locations of
the most significant taps are determined.
The details of the procedures after the initialization are summarised as follows and
these procedures repeat until the stopping criteria is reached:
1. Identification : Approximating the residue signal using the input matrix and
determining the locations of the largest 2M coefficients.
2. Merging : Merging the locations of the determined largest 2M coefficients
with the ones that are obtained by the previous iteration.
3. Estimation : Re-calculating the coefficients at the merged locations.
4. Pruning : Choosing the locations of the largest M coefficients for the next
iteration.
5. Sample Updating : Approximating the desired signal yˆ utilizing the input
matrix and determined locations of the coefficients. The error between the
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desired and the approximated signals is updated as the residue for the next
iteration.
In this work, the LS adaptive algorithm is used to determine the tap weights, due to
its low implementation complexity and high modelling performance. Similar to C-
ADF technique, C-CoSaMP has an issue with the accuracy of the delay estimation.
Since the signals that are obtained at the baseband are sampled at the critical
sampling frequency, i.e., the sampling frequency is the same as the cancellation
bandwidth, the accuracy of the delay estimation is thus limited. As explained in
Sec. 3.2.3.3, when characterizing the duplexer using critically sampled signals, the
order of the cancellation system could be significantly increased. This also applies to
C-CoSaMP. For this reason, we propose the new modelling technique, the modified
compressive sampling matching pursuit technique.
5.3 Modified Compressive Sampling Matching
Pursuit
The modified compressive sampling matching pursuit (MCoSaMP) technique uses
the up-sampled reference and leakage signals, rather than the critically sampled
signals. However, the optimal up-sampling ratio is not known at the beginning
of the approximation. This value can be determined by running the C-CoSaMP
kernel with different up-sampling ratio. The one that achieves the best modelling
performance is chosen for the implementation. At this stage, it is not yet known
whether it could achieve a significant performance improvement by sweeping the
up-sampling ratio compared to using a single large value. The simulation results
will be shown and discussed in Sec. 5.5.
Additionally, through experiments, we found out that limiting the estimated delays
with maximum and minimum delay values could further improve the modelling
performance. For this reason, in order to obtain the optimal modelling performance,
the maximum and minimum delay vectors are needed. The delay limits that result
the best modelling performance are the optimal ones. By using the optimized up-
sampling ratio and delay limits, more accurate delays could be estimated. Then
based on the estimated delays, the tap weights can then be obtained. The concept
is similar to the MADF-DC technique which has been discussed in the previous
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chapter. The detailed procedures of the proposed modelling technique are shown in
Figure. 5.1 and Figure. 5.2.
Let the vector of the up-sampling ratios be K. Before sweeping through K and
estimating the system with the C-CoSaMP kernel, the validity of the current values
of the delay limit vectors, i.e., dmin(i) and dmax(j) must be checked first, where
i = 1, 2, . . . , I and j = 1, 2, . . . , J are loop indexes for the vector of minimum and
maximum delays, respectively. The values I and J are the number of elements in
dmin and dmax, respectively. The values dmin(i) and dmax(j) are elements of the
vectors dmin and dmax, respectively. This is to ensure that dmin(i) < dmax(j) and
dmax(j)− dmin(i) > THD. The value THD is the threshold value that defines the




Let K(p) be the element of the up-sampling vector K, where p = 1, 2, . . . , P is the
sweeping index and P is the length of the vector K. For any K(p), the original input
reference vector xˆ(n) and leakage signals yˆ(n) are up-sampled accordingly. Thus
the input matrix Xˆup can be created with the up-sampled reference vector xˆup(n).
With Xˆup and the up-sampled leakage signal yˆup(n), the system can be modelled
utilizing C-CoSaMP algorithm.
The kernel of C-CoSaMP needs to be modified so that the delay limits can take
effect. The flowchart of C-CoSaMP is shown in Figure. 5.2. The delay constraints
in samples, i.e., Dmin and Dmax are included as two additional input parameters
to C-CoSaMP technique. During the identification and pruning procedures of C-
CoSaMP algorithm, the locations of the most significant coefficients must be chosen
within the range that is bounded by Dmin and Dmax.
The locations of the most significant coefficients are determined by the C-CoSaMP
kernel. Let these locations be lm. The vectors in Xˆup that correspond to lm are down-
sampled to fs. A new matrix XˆCS is formed using those vectors. The leakage signal
yˆ(n) is approximated with XˆCS using LS algorithm. Along with the delays lm, the
resulting tap weights and normalised mean square error (NMSE) of the remaining
error signal are recorded, separately. The above procedures are repeated until all
elements of K, dmin and dmax vectors have been applied. The up-sampling ratio,
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Figure 5.1: Flowchart of the MCoSaMP technique
131
5.3 Modified Compressive Sampling Matching Pursuit
Figure 5.2: Flowchart of C-CoSaMP with delay constraints
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minimum and maximum delay limits that produce the lowest NMSE are chosen
and the corresponding tap weights and delays are the ones for implementing the
cancellation system.
In summary, in the proposed cancellation system, the MCoSaMP algorithm is op-
erated as follows:
1. Looping : Setting up the algorithm, particularly with delay limits, up-sampling
rate. For each different combination of the three parameters, the estimation
technique using MCoSaMP will proceed the following THREE steps:
2. Initialisation : Re-sampling the baseband reference and desired signals so
that the sampling frequency is as requested. Create the input matrix with
the re-sampled reference signal. Providing the desired sparsity and stopping
criterion. Initiating the error of the previous iteration with the desired signal.
3. Estimation :Estimating the locations of the largest components of all the taps
using the C-CoSaMP algorithm. Discarding any locations that are outside the
given delay limits and replace with the locations of the smaller components.
4. Re− calculation : Creating a new matrix in which each vector is produced by
delaying the up-sampled reference signal correspondingly with the estimated
delay. Down-sampling the new matrix to the critical sampling frequency and
approximating the coefficients of those taps using the new input matrix and
the original desired signal. Updating the cancellation residue with the error
between the reference and approximated signals.
5. Selecting : Selecting the delay limits and up-sampling rate that produce the
lowest NMSE and returning the corresponding taps weights and delays as the
final results of estimation.
Compared to C-CoSaMP, the MCoSaMP technique has increased the search space
by adding the three parameters, i.e., the up-sampling ratio, maximum and min-
imum delay limits. For this reason, the C-CoSaMP is in fact a special case of
the MCoSaMP. Therefore, it can be expected that the modelling performance of
MCoSaMP is better than C-CoSaMP. The two techniques could achieve the same
level of modelling performance only when the impulse response of the unknown sys-
tem consists of a finite number of impulses at the critical sampling frequency. The
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modelling performance of MCoSaMP can be seen from the simulation results that
will be shown in more detail in Sec. 5.5.
5.4 Simulation Setup
The block diagram of the simulation using MCoSaMP is shown in Figure. 5.3.
The simulation setup using MCoSaMP is very similar to the one that is shown
in Table. 4.1. The symbol n¯ = 1, 2, . . . , N¯ in the block diagram represents the sam-
ple index for the simulated RF signal and N¯ = 2097152 is the total number of
samples. The bandwidth of the lowpass filter is half of the desired bandwidth of
the cancellation system. The down-sampling factor U = fRFs
fs
can be a fractional
number. In that case, the down-sampling block in the block diagram consists of
up-sampling, filtering and down-sampling procedures.
The desired tolerance in the simulations is set to be 0.1 × 10−9 and the maximum
number of iterations is set as 100. Parameters such as the total number of samples for
simulated RF signals, the RF sampling frequency, the bandwidth of the cancellation
system and delay limits are the same as the ones in the previous chapter. The main
difference between MCoSaMP and MADF-DC is that the first one estimates the
delays of all taps at the same time comparing to the sequential operation of the
latter. As a result, estimation using the MCoSaMP technique requires a very large
matrix in order to cover all the possible delay components. The size of the matrix is
extremely large if the product between the up-sampling ratio and the number of taps
is large. When this happens, a large size of memory is needed for the PC to complete
the simulation. In order to avoid such problem, the up-sampling ratio vector for the
simulations using the MCoSaMP is set between 1 and 32 using increments of 1.
5.5 Simulation Results
In this section, the performance of the cancellation system using MCoSaMP is
shown. Similar to the ones in the previous chapter, the simulation results for the cir-
culator are shown first and followed by the ones for the ceramic and cavity duplexers.
For each duplexing device, the results are also presented as follows:
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Figure 5.3: The block diagram simulation using MCoSaMP
• Cancellation performance with respect to the delay limits
• Cancellation performance with respect to the up-sampling ratio
• Comparison of the optimal cancellation performance
• Chosen parameters for the optimal performance
• Resulting spectrum
5.5.1 Circulator
Cancellation performance with respect to the delay limits The achieved can-
cellation performance with respect to the delay limit constraints for the isolation
path of the circulator have been shown in Figure. 5.4. It can be seen that the varia-
tion of the cancellation performance using MCoSaMP is smaller than the one using
MADF-DC technique when the minimum delay limit is fixed. This suggests that the
peak cancellation of using MCoSaMP technique is less dependent on the delay limit
constraints compared to MADF-DC. Additionally, in comparison with the MADF-
DC technique, there are more blank areas in the figure. This is more noticeable
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when the order of the system is large. This indicates that more sets of delay limit
constraints are invalid when using MCoSaMP technique. This is due to the reason
that the maximum up-sampling ratio for MCoSaMP is only 32, whereas it is 512 for
MADF-DC. According to (5.4), with the same number of taps, a larger up-sampling
ratio will result in a smaller threshold value. As a result, less sets of delay limits are
valid using MCoSaMP compared to using MADF-DC.
Cancellation performance with respect to the up-sampling ratio The can-
cellation performance with respect to the up-sampling ratio is shown in Figure. 5.5.
For the circulator, the peak cancellation performance for the two-tap and four-tap
cases occurs at the up-sampling ratios of 10 and 18, respectively. This suggests that
by sweeping the up-sampling ratio when the order of the system is two or four, there
is performance improvement compared to using a single up-sampling ratio, i.e., 32.
However, improvement is insignificant. For other system orders, the performance
achieved by using the largest up-sampling ratio is about the same as the peak one.
This indicates that estimating the circulator using MCoSaMP with up-sampling ra-
tio sweeping is less beneficial since it could result in a large estimation time. This
will be explored with the other two duplexing devices.
Comparison of the optimal cancellation performance The summarised peak
cancellation performance has been shown in Figure. 5.6. The summarised results
from the previous technique and C-CoSaMP have also been added into the compari-
son figure. It can be seen that C-CoSaMP has achieved the same level of cancellation
as the LS technique. This represents that for the circulator, the resulting impulse
response at the critical sampling frequency is less sparse. This his similar to the
performance seen in the previous chapter.
As expected, the classic LS technique achieved the poorest performance. The C-
CoSaMP achieves the same level of performance as the LS technique for the cir-
culator. As discussed in Sec. 3.2.3.3 and Sec. 4.6.1, due to the limited sampling
frequency, the sparse system becomes non-sparse when using these two classic tech-
niques. The MCoSaMP technique with and without the delay limit constraints has
achieved improved modelling performance than the classic techniques. It is inter-
esting to see that the MCoSaMP technique with and without the additional delay






Figure 5.4: Cancellation performance using MCoSaMP with respect of delay limit
constraints for the circulator. (a) Two taps. (b) Three taps. (c) Four taps. (d)






Figure 5.5: Cancellation performance using MCoSaMP with respect of the up-
sampling ratio for the circulator. (a) Two taps. (b) Three taps. (c) Four taps.
(d) Six taps. (e) Eight taps. (f) Fourteen taps.
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that for the circulator, the advantages of limiting the delays using MCoSaMP are
less significant than the technique in the previous chapter. On the other hand, when
limiting the delays, MADF-DC achieved a better performance than the MCoSaMP
technique, using any number of taps except six. At six taps, MCoSaMP is actually
0.03 dB better than the MADF-DC, which can be seen in Table. 5.1, though the
performance differences between the two are not significant.
Figure 5.6: Cancellation performance comparison between with and without delay
limit constraints for circulator using MCoSaMP.
Chosen parameters for the optimal performance The resulting cancellation
performance is shown in Table. 5.1. The corresponding delay limits and up-sampling
ratios with respect to the number of taps are also presented. Since the upper bound
of the up-sampling ratio has been limited to 32 for MCoSaMP technique, the re-
quired delay resolution for the circulator is 390.6 ps. Such requirement is relaxed
compared to the 24.4 ps given in Sec. 4.6.1.
Spectrum results The resulting magnitude responses of the cancellation system
for the circulator have been shown in Figure. 5.7. As expected, the resulting leakage
signals after the cancellation using the constrained MCoSaMP technique are very
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Table 5.1: The summarized cancellation performance that is achieved using
MCoSaMP with corresponding delay limit constraints and up-sampling ratios for
the circulator.








2 0 1.4 38.53 32
3 0 3.9 46.82 26
4 0 5.9 47.63 18
6 0 2.4 48.57 32
8 0 10.4 48.59 10
14 0 10.4 48.85 21
similar to the ones that are achieved using the constrained MADF-DC technique.
The resulting spectrum using LS and C-CoSaMP is the same as expected since using
these classic techniques, the sparse system becomes less sparse due to the limited
sampling rate. This has been explained in Sec. 4.3.1, Sec. 4.3.2 and Sec. 4.6.1. In
comparison to the classic technique, the proposed MCoSaMP technique provides
significantly more isolation for the circulator compared to the duplexing devices.
5.5.2 Ceramic Duplexer
As shown in Figure. 2.18, the ceramic duplexer has more complex characteristics
than the circulator. Its magnitude and group delay responses change rapidly and
phase response is non-linear. It can be expected that the modelling performance
achieved using the proposed technique will be decreased. For the LS and C-CoSaMP
techniques, such performance degradation will be more severe. This can be seen from
the results shown in this section.
Cancellation performance with respect to the delay limits In order to present
how the different combinations of the maximum and minimum delay limits affect
the achievable peak cancellation performance, Figure. 5.8 has been presented. For
the ceramic duplexer, the resulting cancellation performance using MCoSaMP is






Figure 5.7: Normalised frequency response of the leakage, with and without the
cancellation system using MCoSaMP for the circulator . (a) Two taps. (b) Three
taps. (c) Four taps. (d) Six taps. (e) Eight taps. (f) Fourteen taps.
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Additionally, for two taps, the maximum cancellation using MCoSaMP is around
14 dB whereas it is about 10 dB using MADF-DC. This has been confirmed by the
summarised peak cancellation figure that is shown in Figure. 5.10.
Cancellation performance with respect to the up-sampling ratio In order
to determine if sweeping value of the up-sampling ratio can significantly improve
the cancellation performance, the cancellation performance with respect to the up-
sampling ratio is shown in Figure. 5.9. Unlike the circulator case, the results show
that sweeping the up-sampling ratio vector could cause a significant performance
improvement compared to using a single large value. For two taps, the peak cancel-
lation which is approximately 15 dB, occurs at the up-sampling ratio of three. In
comparison, when using the up-sampling ratio of 32, the performance is only about
10 dB. Similar results can be seen for the three-tap and four-tap cases. In both
cases, the difference between the peak performance and the one achieved by using
a single up-sampling ratio is about 3 dB. In comparison, it can be seen from the
results shown in Figure. 4.12 that sweeping the up-sampling ratio doesn’t provide a
significant performance increase than using a single large up-sampling ratio. This
will be explored in more detail for the cavity duplexer later in this chapter.
Comparison of the optimal cancellation performance The peak cancellation
performance can also be observed in the summarised results which are shown in
Figure. 5.10. As before, the proposed MCoSaMP technique with or without the
delay limit constraints has outperformed the classic LS and C-CoSaMP methods.
Once again, LS and C-CoSaMP have achieved the same performance indicating that
for the ceramic duplexer, the impulse response is less sparse at the critical sampling
frequency, within the band of interest.
For two taps, the MCoSaMP technique with additional delay limits provides approx-
imately 5 dB better performance compared to the classic one. The non-constrained
MCoSaMP has approximately 3 dB worse performance, compared to the constrained
one for the two and eight taps system. In the cases where the tap number of the
system is three, four or six, MCoSaMP, with and without delay limit constraints,
could achieve very similar leakage suppression performance. Such performance dif-
ference increases by about 2 dB as the number of taps increases to fourteen. Such






Figure 5.8: Cancellation performance using MCoSaMP with respect of delay limit
constraints for the ceramic duplexer. (a) Two taps. (b) Three taps. (c) Four taps.






Figure 5.9: Cancellation performance using MCoSaMP with respect of the up-
sampling ratio for the ceramic duplexer. (a) Two taps. (b) Three taps. (c) Four
taps. (d) Six taps. (e) Eight taps. (f) Fourteen taps.
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dependent to the delay limit constraints compared to MADF-DC. With additional
delay limit parameters, MCoSaMP and MADF-DC are similar in the peak cancel-
lation performance. Estimation of the duplexer using MADF-DC is slightly more
accurate than MCoSaMP, providing that the number of taps is more than two.
Figure 5.10: Cancellation performance comparison between with and without delay
limit constraints for ceramic duplexer using MCoSaMP.
Chosen parameters for the optimal performance The summarised cancella-
tion performance and the corresponding up-sampling ratios and the delay limits are
shown in Table. 5.2. Unlike MADF-DC, there are no large delays, nor high delay
resolution requirements for achieving the peak cancellation performance. The max-
imum delay of all the number of taps configurations is about 85.7 ns. It is when the
cancellation system uses fourteen taps. The corresponding delay resolution that is
required is 3.57 ns if tunable delay lines are used. The greatest delay resolution of
all the taps is approximately 1.24 ns, which is significantly less, compared to 55.8 ps
in the MADF-DC simulations for the same duplexer.
Spectrum results The magnitude responses of the leakage before and after the
cancellation using the proposed MCoSaMP technique have been shown in Figure. 5.11.
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Table 5.2: The summarized cancellation performance that are achieved using
MCoSaMP with corresponding delay limit constraints and up-sampling ratios for
the ceramic duplexer.








2 20 50.4 15.33 3
3 20 30.4 20.31 11
4 10 50.4 28.87 23
6 0 60.4 31.08 10
8 30 50.4 34.69 22
14 40 90.4 47.22 8
As the summarised cancellation performance in Table. 5.2 suggests, for the two taps
system, MCoSaMP suppresses the leakage more than the MADF-DC technique. In
comparison to the classic LS technique and C-CoSaMP for the two taps system,
MCoSaMP is better, particularly at the edge of the frequency band. But at the
frequencies around -5 MHz from the centre, the leakage after the cancellation using
MCoSaMP is significantly larger than the one using the LS method. For more than
two taps, MCoSaMP performs similarly to the previous MADF-DC technique and
is significantly better than the classic technique across the whole frequency band.
5.5.3 Cavity Duplexer
As shown in Figure. 2.18, the characteristics of the cavity duplexer are the most
complex of all the duplexing devices discussed in this thesis. For this reason, it
can be expected that further performance degradation will occur for this type of
duplexer in comparison with others.
Cancellation performance with respect to the delay limits For the cavity du-
plexer, simulations of the proposed cancellation system using the MCoSaMP tech-
nique have been performed with and without limiting the estimated delays. The
resulting cancellation performance with respect to the delay limits have been shown






Figure 5.11: Normalised frequency response of the leakage, with and without the
cancellation system using MCoSaMP for the ceramic duplexer . (a) Two taps. (b)
Three taps. (c) Four taps. (d) Six taps. (e) Eight taps. (f) Fourteen taps.
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limits, which has already been discussed previously. The results also suggest that
the achievable performance for the cavity duplexer is noticeably reduced compared
to the duplexer with ceramic material. This is mainly because this type of duplexing
device is more complex in characteristics and more difficult to be modelled.
Cancellation performance with respect to the up-sampling ratio The rela-
tionship between the cancellation performance and the up-sampling ratio is pre-
sented in Figure. 5.13. In the cases that the order of the cancellation system is
four or eight, the peak cancellation occurs when the up-sampling ratio is not the
maximum value. This suggests that for these two cases, sweeping can provide no-
ticeable performance improvement, i.e., approximately 2 dB for both four-tap and
eight-tap systems. For the fourteen-tap case, the peak cancellation occurs when
the up-sampling ratio is about 8. However, the performance improvement is not
significant, compared to the one achieved using the up-sampling ratio of 32.
Comparison of the optimal cancellation performance The summarised can-
cellation performance results are shown in Figure. 5.14. At eight taps, the perfor-
mance difference between the constrained and unconstrained MCoSaMP is signif-
icant, i.e., greater than 10 dB. At fourteen taps, the difference reduces to about
5 dB. For other system orders, the performance difference between the constrained
and unconstrained MCoSaMP is less than 3 dB, approximately. At four and six
taps, the unconstrained MCoSaMP achieves nearly identical performance compared
to the classic LS technique. Otherwise, MCoSaMP is more accurate in estimating
the duplexer than LS.
For the cavity duplexer, C-CoSaMP performs better than the classic LS technique
when the order of the cancellation system is less than four. This indicates that the
isolation path of the cavity duplexer is more sparse than the other duplexing devices
since C-CoSaMP is designed for sparse system. However, the improvement is only
less than 2 dB.
Comparing between the constrained MCoSaMP and MADF-DC techniques, the
latter is better for all tap numbers. However, the difference is negligible when
the number of taps is greater than three. MADF-DC achieves about 2 dB better







Figure 5.12: Cancellation performance using MCoSaMP with respect of delay limit
constraints for the cavity duplexer. (a) Two taps. (b) Three taps. (c) Four taps.






Figure 5.13: Cancellation performance using MCoSaMP with respect of the up-
sampling ratio for the cavity duplexer. (a) Two taps. (b) Three taps. (c) Four
taps. (d) Six taps. (e) Eight taps. (f) Fourteen taps.
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Figure 5.14: Cancellation performance comparison between with and without delay
limit constraints for cavity duplexer using MCoSaMP.
Chosen parameters for the optimal performance The details of the peak can-
cellation performance, as well as the corresponding up-sampling ratios and delay
limits are summarised in Table. 5.3. For all the number of taps settings, the max-
imum up-sampling ratio is 18. This represents the maximum delay resolution of
1.59 ns. Compared to the results that are shown in Table. 4.4, this value is more
implementable when tunable delay lines are used. The required maximum delay
values for MCoSaMP using two, three, eight and fourteen taps are more than the
ones for MADF-DC. However, for the differences between the maximum and min-
imum values of the estimated delays, they are smaller for MCoSaMP than for the
MADF-DC technique, with an exception of the system using two taps. One of the
possible reasons is that MCoSaMP adapts both the delays and tap weights at the
same time, versus MADF-DC only estimates one delay each time. Therefore, for
MADF-DC, the previous tap delay could have more errors and require later taps to
compensate. For this reason, the later taps could become more spread.
Spectrum results The magnitude responses of the remaining leakage after the
cancellation are shown in Figure. 5.15. With two taps, MCoSaMP produces more
suppression at most of the frequencies than the LS algorithm within the band of
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Table 5.3: The summarized cancellation performance that is achieved using
MCoSaMP with corresponding delay limit constraints and up-sampling ratios for
the cavity duplexer.








2 0 100.4 4.24 2
3 20 80.4 7.07 5
4 10 120.4 8.86 4
6 60 70.4 13.36 17
8 70 120.4 27.64 18
14 70 120.4 43.15 9
interest. However, at the lower side of the frequency band, the resulting leakage after
cancellation using MCoSaMP rises up and reaches to a point that is approximately
5 dB greater in magnitude than the one before the cancellation. At the frequencies
between 5 MHz and 9 MHz to the right side of the centre frequency, i.e., where
the null is without the cancellation, the resulting leakage is much greater than the
original one. The poor performances at these frequencies are mainly due to the
insufficient number of taps that are used in the cancellation system. The resulting
spectrum using C-CoSaMP shows that there is about 10 dB of suppression at -5 MHz
location from the centre frequency. As the frequency moves away from -5 MHz, the
cancellation reduces.
For the cancellation system using three taps, the proposed MCoSaMP technique is
better in cancellation performance than the LS algorithm at most of the frequencies
across the band of interest. The exceptions are at the frequencies between -11 MHz
and -6 MHz on the left side of the centre frequency where the classic technique is
better than the proposed one. Comparing C-CoSaMP with LS, the first one has two
more nulls in the resulting spectrum. They are located at the centre frequency and
10 MHz locations. At other frequencies, the results using the two techniques are
similar.
For four taps, at any frequency that is less than 4 MHz from the centre, MCoSaMP
is in general better than the other techniques. At the frequency that is greater than






Figure 5.15: Normalised frequency response of the leakage, with and without the
cancellation system using MCoSaMP for the cavity duplexer . (a) Two taps. (b)
Three taps. (c) Four taps. (d) Six taps. (e) Eight taps. (f) Fourteen taps.
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C-CoSaMP are the same in the resulting spectrum.
In the case that the cancellation system is implemented using six taps, the resulting
leakages between using the proposed MCoSaMP and the classic LS techniques are
similar. Overall, the performance of MCoSaMP is slightly better than the classic
technique. Increasing the number of taps beyond six advances the performance
difference between the proposed technique and the LS algorithm, significantly. In
comparison with the MADF-DC, the resulting magnitude responses of the leakage
after the cancellation using the MCoSaMP technique are very similar, which agree
with the results that are shown in Figure. 5.14.
5.5.4 Summary of the Results
Simulation results using MCoSaMP have been presented and discussed in this sec-
tion. These simulations have been performed for the three duplexing devices, i.e.,
the circulator, the ceramic and the cavity duplexers. The results have shown that
constraining the estimated delays within a certain range can potentially provide
better modelling performance. However, unlike the MADF-DC technique, the per-
formance improvement by using the delay limit constraints is limited. In most of
the simulations, the performance improvement is only marginal. As discussed at the
beginning of this chapter, it is desirable to have a second modelling technique which
can achieve the same level of modelling performance as the MADF-DC technique,
but is less dependent on the delay limit constraints so that the estimation time could
be further reduced without affecting the modelling performance significantly. There-
fore, it seems MCoSaMP is well suited to do this. However, for the cavity duplexer
with eight taps, the performance advantage of using the delay limit constraints can
improve the performance by approximately 12 dB when using MCoSaMP. This could
indicate that the effectiveness of constraining the estimated delays for MCoSaMP is
dependent on the characteristics of the duplexing device. By observing the results, it
seems that constraining the estimated delays is more useful when the characteristics
of the duplexer are more complex. The estimation time reduction will be discussed
in more detail later in this chapter.
The relationship between the cancellation performance and the up-sampling ratio
has been established for the proposed MCoSaMP technique. Simulation results
show that for MCoSaMP, sweeping the up-sampling ratio achieved up to 5 dB of the
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performance improvement, compared to using a single large up-sampling ratio value.
In comparison, for MADF-DC, the performance improvement is only marginal. We
could receive a similar conclusion that sweeping the up-sampling ratio is a better
option if the cancellation performance is more critical over the estimation time. The
details of the estimation time of the proposed technique will be discussed further
later in this chapter.
Overall, the results have shown that the proposed MCoSaMP can provide much
better modelling performance than the classic techniques. Between MCoSaMP and
MADF-DC, there is no solid evidence showing one is better than the other. As
discussed earlier, estimation time reduction with less modelling performance penalty
is the aim. In the next section, comparisons between MCoSaMP and MADF-DC
will be further explored when the cancellation system is implemented using only
passive components.
5.6 Performance Using Only Passive Components
As discussed in the previous chapter, it is important to know the performance of the
proposed modelling technique when only passive components are used. This is done
by performing simulations with insertion loss of the passive components added. The
performance for the circulator is shown first and followed by ones for the ceramic
and cavity duplexers.
5.6.1 Circulator
The cancellation performance that is obtained by using only the passive compo-
nents has been shown in Figure. 5.16. This figure is obtained with a circulator
as the duplexing device. For comparison purposes, the leakage suppression rates
that are obtained without the consideration of only using passive components are
also shown. In addition, the passive implementation results for the same duplex-
ing device from the previous chapter are also shown in this figure. As discussed in
Sec. 4.7, it is expected to see that the performance using passive components reduces
from the performance obtained using active components (shown in Figure. 5.16 as
Any Type.MCoSaMP ). A higher order system suffers from more degradation in
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performance compared to a lower order system. The result also shows that in gen-
eral, using only passive components has a bigger performance impact on MCoSaMP
than MADF-DC when the circulator is used as the duplexing device.
For four taps or more, there are no cancellation performance shown in Figure. 5.16
for all unit insertion loss settings. This indicates that the cancellation system using
the proposed MCoSaMP requires active components in order to be implemented
using more than three taps. This is similar to results that are achieved in the pre-
vious chapter. With three taps, it is possible to implement the system without the
need for gain components, providing that the unit insertion loss of the delays is
less than 0.4 dB/ns. However, the resulting cancellation performance decreases by
approximately 13 dB from 47 dB which is obtained without the additional consid-
erations of the implementation. Compared to MADF-DC, MCoSaMP with three
taps achieves about 10 dB worse cancellation performance. The leakage suppression
rates using two taps are similar for both of the proposed techniques with passive
components. They are less than 1 dB worse than those without passive components
considerations. However, MADF-DC is less than 1 dB better than MCoSaMP. The
performance of both techniques decreases with the increase of the unit insertion loss
of the delays. However, the degradation of the performance is negligible.
5.6.2 Ceramic Duplexer
In Figure. 5.17, the performance comparison results are shown for the ceramic du-
plexer. In general, the simulation results show the performance degradation of using
the passive components when the ceramic duplexer is used is not as severe as the
circulator case. When the unit insertion loss is 0.1 dB/ns, there is no degradation
in performance at three and four taps for both MCoSaMP and MADF-DC tech-
niques. The performance remains the same for three taps when the unit insertion
loss increases to 0.5 dB/ns. Although other taps suffer from performance degra-
dation, the performance drop is not as significant as the circulator case. This can
be expected as the optimal tap weights of the circulator case are in general greater
than the ceramic. This is due to the reason that the ceramic duplexer has higher
attenuation (approximately 55 dB, see Figure. 2.18) within the band of interest than
the circulator.
Unlike MADF-DC, a cancellation system using MCoSaMP with fourteen taps can
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Figure 5.16: Cancellation performance comparison using MCoSaMP with delay
limit constraints between using passive and any type of components with respec-
tive to number of taps for the circulator. (a) Unit insertion loss of delay at
0.1 dB/ns. (b) Unit insertion loss of delay at 0.2 dB/ns. (c) Unit insertion loss
of delay at 0.3 dB/ns. (d) Unit insertion loss of delay at 0.4 dB/ns. (e) Unit
insertion loss of delay at 0.5 dB/ns. (f) Unit insertion loss of delay at 1 dB/ns.
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be implemented using only passive components at no more than 0.1 dB/ns unit
insertion loss of the delays, though the performance is decreased from 47 dB to
39 dB. For eight taps, the system with MCoSaMP is implementable using only
passive components. The reduction of the cancellation performance is less than
3 dB, providing that the unit insertion loss of the delays is no more than 0.3 dB/ns.
In the four and six taps cases, the unit insertion loss requirement of the delays
is changed to less than 1 dB/ns in order to implement the system with passive
components using the MCoSaMP technique. The degradation of the cancellation
performance is approximated as 1 dB at most. In comparison with the MADF-DC
technique, MCoSaMP is slightly worse. Compared to the MADF-DC technique,
better cancellation performance for the two taps case using passive components are
given by MCoSaMP. The maximum difference is only about 5 dB when the delays
with less than 1 dB/ns unit insertion loss are used. In the case of three taps, the
performance with MCoSaMP decreases with the increasing of the unit insertion loss.
The reduction of such performance reaches its maximum when the unit insertion
loss is at about 1 dB/ns. Such degradation is about 10 dB for both MADF-DC
and MCoSaMP techniques. As discussed in Sec. 4.7 and the previous section, such
large performance degradation is expected as the estimated tap weights are further
constrained by the unit insertion loss of the delay lines.
5.6.3 Cavity Duplexer
Setup The simulations for the cavity duplexer are also performed based on the
architecture shown in Figure. 3.1. The simulation settings for the cavity duplexer
are the same as the ones for the ceramic duplexer.
Results For the cavity duplexer, the cancellation system using MCoSaMP with
fourteen taps is only implementable without gain components when the unit inser-
tion loss of the delays is 0.1 dB/ns. This can be seen from Figure. 5.18. The mod-
elling performance using MCoSaMP with only passive components reduces to about
25 dB from 42 dB which was obtained without limiting the types of components.
However, this result can be seen as an improvement compared to MADF-DC. This is
because the same passive system using MADF-DC is not implementable according
to Figure. 4.21. For eight taps, the unit insertion loss needs to be less than or equal
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Figure 5.17: Cancellation performance comparison using MCoSaMP with delay
limit constraints between using passive and any type of components with respec-
tive to number of taps for the ceramic duplexer. (a) Unit insertion loss of delay
at 0.1 dB/ns. (b) Unit insertion loss of delay at 0.2 dB/ns. (c) Unit insertion
loss of delay at 0.3 dB/ns. (d) Unit insertion loss of delay at 0.4 dB/ns. (e) Unit
insertion loss of delay at 0.5 dB/ns. (f) Unit insertion loss of delay at 1 dB/ns.
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to 0.2 dB/ns in order to implement the delays and taps weights that are obtained
by MCoSaMP using only passive components. The performance is degraded by
about 13 dB compared with the one obtained without passive components consider-
ations. For fourteen taps, this requirement becomes 0.1 dB/ns and the performance
is degraded by approximately 17 dB (from 43 dB to 26 dB).
For a six taps passive system using MCoSaMP, the unit insertion loss of the delays
must be smaller than 0.4 dB/ns. Even with the passive components consideration,
the performance of such a system is no more than 2 dB lower than the system
using any types of components. For two, three and four taps, the performance of
the passive system is nearly identical to the one without passive considerations, as
long as the unit insertion loss is no more than 0.5 dB/ns. Those systems are still
implementable with lossier delay lines at the cost of performance degradation.
Generally, MADF-DC still achieves better performance than MCoSaMP for passive
components implementation, apart from the fourteen taps case. At 0.4 dB/ns,
MCoSaMP failed to provide parameters that are implementable using only passive
components for six taps case. In comparison, MADF-DC achieves about 10 dB of
cancellation performance under the same conditions.
5.7 Estimation Speed
Previous sections have shown that the proposed MCoSaMP technique has a similar
modelling performance to the MADF-DC technique. This has achieved a part of
the goal set at the beginning of this chapter, i.e. an alternative technique with
little performance degradation from the MADF-DC technique. In this section, the
estimation speed will be explored. This section will start with the estimation speed
comparison of the two proposed techniques as well as the classic techniques. Since
MCoSaMP can achieve a better modelling performance by sweeping through the
elements of up-sampling and delay limit constraints vectors, a low estimation speed
can be expected. The speed reduction techniques will be then discussed. The
reduced estimation time as well as the modelling performance will be compared
between MCoSaMP and MADF-DC. At the end of this section, it will be clearer on






Figure 5.18: Cancellation performance comparison using MCoSaMP with delay
limit constraints between using passive and any type of components with respec-
tive to number of taps for the cavity duplexer. (a) Unit insertion loss of delay
at 0.1 dB/ns. (b) Unit insertion loss of delay at 0.2 dB/ns. (c) Unit insertion
loss of delay at 0.3 dB/ns. (d) Unit insertion loss of delay at 0.4 dB/ns. (e) Unit
insertion loss of delay at 0.5 dB/ns. (f) Unit insertion loss of delay at 1 dB/ns.
161
5.7 Estimation Speed
5.7.1 Speed in General
The estimation time using MCoSaMP is shown in Table. 5.4. In the comparison
table, the estimation speed using classic techniques and MADF-DC has also been
included.
















2 0.58 3.36 1.39 9.68
3 0.79 4.99 1.52 13.25
4 1.07 5.56 0.06 10.97
6 1.67 11.29 0.08 18.63
8 2.34 11.77 0.05 20.12
14 4.42 32.75 0.06 52.19
Ceramic 4 1.27 5.55 0.29 6.5
MCoSaMP Firstly, the estimation time using MCoSaMP increases with the
order of the system in general. However, in the case that the cancellation system has
three taps, the estimation time is longer than the four taps case. Additionally, unlike
MADF-DC, the increase of the estimation time using MCoSaMP follows neither a
linear, nor an exponential pattern. Furthermore, for the fourth order cancellation
system using MCoSaMP, the estimation time for the cavity duplexer is 10.97 hours,
whereas for the ceramic duplexer, it is only 6.5 hours.
The reason for these observations is that for each unique configuration of the up-
sampling ratio and delay limit constraints, MCoSaMP would iteratively process the
estimation, i.e., up to the maximum iteration value that is specified during the
initialization. In the simulation setup of this chapter, the maximum iteration is 100
which is already given in Sec. 5.4. The estimation is terminated once the number of
iterations has reached the maximum value. Additionally, a desired tolerance is also
supplied in the initialization step. As explained in Sec. 5.2, this value defines the
desired Euclidean norm of the current residue, as well as the difference of the residues
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between the current and the previous iterations. Once either of these two values has
been reached, an early termination of the estimation process occurs. The number of
iterations that is required for each unique configuration of the up-sampling ratio and
delay constraints is different. This value also depends on the characteristics of the
duplexing devices. As a result, the estimation time for different types of duplexing
devices is different. Also the estimation time doesn’t follow a simple pattern.
MCoSaMP VS C-CoSaMP Comparing MCoSaMP with C-CoSaMP, the prior
one takes much longer to complete the estimation. For the C-CoSaMP technique,
it can be noted that the computation speed for the system using more than three
taps is faster than the one for the second or third order system. This is simply due
to the reason that a larger number of iterations are needed for the system using less
than four taps. This has been discussed in the previous sub-section. For the ceramic
duplexer, the estimation time of four taps is also different from the one for the cavity
duplexer when C-CoSaMP is used. This phenomenon is similar to MCoSaMP and
has been discussed in the previous sub-section.
MCoSaMP VS MADF-DC It can be seen from Table. 5.4 that the estimation
time using MCoSaMP is generally much longer than the one using MADF-DC. For
the ceramic duplexer, the computation time using the two techniques is similar.
However, MADF-DC still takes about 1 hour less time than the MCoSaMP tech-
nique. This seems that MCoSaMP has failed the objective of this chapter. It is
still too early to justify this since the estimation time shown in Table. 5.4 is based
on a large number of sweeps of the up-sampling ratio and delay limit constraints
parameters. Reducing the number of sweeps can significantly reduce the modelling
estimation time. This will be shown in Sec. 5.7.2 in more detail.
C-ADF VS C-CoSaMP Both of the classic techniques complete the estimations
in seconds, which is dramatically less than the two proposed modelling techniques.
Between the two classic techniques, in the case that the order of the cancellation
system is less than four, C-ADF takes less time than the C-CoSaMP technique.
However, once the order of the system is greater than four, the required estimation




5.7.2 Reducing the Estimation Time
In the previous chapter, the estimation time using MADF-DC could be reduced by
replacing the sweeping of the up-sampling ratio with a single value and increasing
the step size of the delay limit constraints. In this section, similar methods will be
explored.
The duplexing device used for these explorations is the ceramic duplexer. The
order of the system is set to be four. The original settings are already provided in
Sec. 5.4. The maximum and minimum delay limit constraints are swept from 0.4 ns
to 200.4 ns and from 0 ns to 200 ns, respectively. The step size for both of the delay
vectors is 10 ns. The original up-sampling ratio vector is swept from 1 to 32 in step
of 1. Firstly, reducing the estimation time by using a single up-sampling ratio is
discussed.
Using a single up-sampling ratio As previously discussed in this chapter,
MCoSaMP is more dependent on the sweeping of the up-sampling ratio than MADF-
DC. It can be expected that for the MCoSaMP, replacing the sweeping procedures
of the up-sampling ratio with a single value could degrade the cancellation perfor-
mance more than the MADF-DC technique. On the other hand, the estimation time
should be greatly reduced compared to the original time that is shown in Table. 5.4
using MCoSaMP. From the results that are shown in Table. 5.5, the expectation
has been met. The estimation time of MCoSaMP using a single up-sampling ratio
is reduced from 6.5 hours to 0.4 hours. However, the performance is degraded by
about 1.89 dB. The original performance that is given in Table. 5.2 is 28.87 dB.
Compared to MADF-DC, the estimation time using MCoSaMP is greater. This is
because of the iteration property of this technique. The performance obtained by
using MCoSaMP is not as good as MADF-DC. This is as expected since MADF-DC
is less dependent on the sweeping of the up-sampling ratio. For MCoSaMP, sweeping
the up-sampling ratio could improve the performance.
Once again, the estimation time obtained using MCoSaMP is longer than the one
obtained using MADF-DC. The performance degradation of the MCoSaMP by using
a large single up-sampling ratio is also a lot greater than MADF-DC. The estimation
time comparison between MCoSaMP and MADF-DC will continue by reducing the
number of sweeps of the delay limit constraints parameters.
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Table 5.5: The reduced estimation time and cancellation performance using











MADF-DC 32 0.15 28.17 0.75
MCoSaMP 32 0.40 26.98 1.89
Increasing the increment of the delay limit constraints The estimation speed
can also be improved by increasing the step size of the delay limit constraints. Sim-
ulations have been performed with different step sizes. The resulting performance
and the estimation time are shown in Table. 5.6.
Firstly, as expected, the estimation time is vastly reduced when the delay step is
increased. In general, MCoSaMP requires more time to estimate the system than
MADF-DC. As discussed earlier, this is mainly due to the reason that MCoSaMP
is an iterative algorithm and the number of iteration for each set of up-sampling
ratio and delay limits can be as large as 100. This value has been set in the simu-
lation setup. Secondly, the cancellation performance for the ceramic duplexer using
MCoSaMP is not degraded significantly, which is different from what has been seen
in the MADF-DC chapter. This can be seen in Table 5.6(c) where for cancella-
tion performance greater than 28 dB, MCoSaMP only uses about 0.11 hours. In
comparison, MADF-DC needs 1.34 hours to achieve a similar level of cancellation
performance. This is a major improvement over MADF-DC if the estimation time
requirement is critical. The results shown in Table. 5.6 indicate that the goal of
investigating the MCoSaMP technique, i.e. reducing the estimation time without
significant performance degradation over MADF-DC, has been fully achieved. On
the other hand, by setting the delay limit increment to a large value or even without
sweeping the delay limit parameters, the MCoSaMP could achieve a much better
performance than MADF-DC (under the same condition) when the same estimation
time is given.
Although sweeping the delay limit constraints may seem unnecessary from the mod-
elling performance of the ceramic duplexer, it can provide a much better modelling
performance for the cavity duplexer as shown in Figure. 5.14. The advantages of
sweeping the delay limit constraints depend on the characteristics of the duplexing
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device. For this reason, the sweeping of the delay limit constraints is recommended
and a smaller delay limit increment should be chosen unless the estimation time is
critical.
Certainly, if estimation time is critical, it can be reduced by using a single up-
sampling ratio in combination with a large delay limit increment. However, the
discussion on the resulting performance and the estimation time will not be included
in this thesis.
Additional methods for reducing the estimation time Two additional meth-
ods for reducing the estimation time are the same as discussed in Sec. 4.8.2. Since
MCoSaMP is an iterative algorithm, it can be expected that the time reduction ratio
of the estimation time using MCoSaMP would be lower than the one using MADF-
DC. Since the cancellation performance achieved both by increasing the step size for
sweeping the up-sampling ratio and reducing the sweeping range of the delay limit
constraints depends on the characteristics of the duplexer, performance degradation
is possible. For this reason, these two methods are not suggested while estimation
time is not a critical aspect.
5.7.3 Summary of the Estimation Time using MCoSaMP
In order to compare MADF-DC and MCoSaMP techniques more directly, the com-
parison between MADF-DC and MCoSaMP has been summarised in Table. 5.7,
although these results have already been shown in this chapter. The default se-
tups include sweeping the up-sampling ratio from 1 to 32 in step of 1, sweeping the
minimum and maximum delay limit constraints from 0 ns to 200 ns and 0.4 ns to
200.4 ns, respectively in step of 10 ns. The ceramic duplexer is used as the du-
plexing device. The order of the cancellation system is four. The performance and
estimation time shown in Table. 5.7 are obtained by using the default setups except
the corresponding row in the table.
It was shown in Table. 5.7 that MCoSaMP suffers from slow estimation compared
with MADF-DC and classic techniques when the up-sampling ratio and delay limit
constraints parameters are swept according to the setup shown in Sec. 5.4. By keep-
ing the sweeping of the delay limit constraints unchanged, the estimation time could
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Table 5.6: Table cancellation performance and computation time VS the delay
increments using MCoSaMP. (a) Estimation time. (b) Cancellation performance.






























MADF-DC 1.34 28.92 20
MCoSaMP 0.1108 28.73 100
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be significantly reduced by using a large single up-sampling ratio instead of sweep-
ing. However, the resulting estimation time for MCoSaMP is still much longer than
MADF-DC and the modelling performance is also degraded. When keeping the
sweeping of the up-sampling ratio according to the setup shown in Sec. 5.4 and re-
ducing the number of sweeps of the delay limit constraints, the estimation time is sig-
nificantly reduced for the MCoSaMP. The performance achieved is only marginally
degraded. In comparison, the performance achieved using MADF-DC is degraded
significantly when the sweep step of the delay limit constraints is changed to 100 ns.
This shows that it is possible to achieve a better performance using MCoSaMP at
less cost of the estimation time compared with MADF-DC. Nevertheless, in the case
that the estimation time is not critical such as the proposed cancellation system,
sweeping of the up-sampling ratio and delay limit constraints should be carried out
and the sweep step size should be chosen as small as possible to achieve a better
performance.























3 29.00 29.14 58.23 78.0133
5 28.99 28.95 23.62 35.0147
10 28.92 28.87 5.55 6.5067
20 28.92 28.73 1.34 2.3776
50 23.09 28.73 0.28 0.3738




Since the MADF-DC technique suffers from slow estimation speed, an alternative
modelling technique has been investigated in this chapter. This technique is named
as MCoSaMP and is designed to achieve a similar level of modelling performance as
MADF-DC, but at a faster estimation speed. This has been shown in Table 5.6(c).
The MCoSaMP is developed based on the C-CoSaMP technique. The simulation
results in this chapter have shown that a better modelling accuracy can be achieved
by using the proposed MCoSaMP technique in comparison with the C-CoSaMP and
LS techniques. This is achieved by sweeping the up-sampling ratio and delay limit
constraint parameters. Using each combination of these three parameters, the C-
CoSaMP is performed. The parameters (up-sampling ratio, maximum and minimum
delay limit constraints) that produce the highest modelling performance are chosen
to be the optimal ones. The corresponding estimated delays and tap weights will be
used for RF implementation.
Simulations using MCoSaMP have been performed with three types of duplexing
devices, including the circulator, the ceramic and the cavity duplexers. Simulated
results have been shown in this chapter and comparisons between MCoSaMP (delay
constrained and unconstrained) and the classic LS techniques have been presented.
Considerations of using only passive components have been added and simulations
have been performed with respect to different values of unit insertions of the de-
lays. Generally, significantly better performance has been achieved using either the
constrained or the unconstrained MCoSaMP, compared to the classic LS algorithm.
Between MCoSaMP and MADF-DC techniques, it is difficult to choose a better one.
The unconstrained MCoSaMP is significantly more accurate than the unconstrained
MADF-DC. Its performance is in general not significantly degraded from the con-
strained one, with a few exceptions for the cavity duplexer. This is due to the reason
that MCoSaMP estimates all the taps, including the delays and tap weights, at the
same time. The error of the estimated group delay response could be compensated
during iteration. In comparison, the MADF-DC only determines the delays in a se-
quential manner. It is more prone to delay estimation error. Therefore, MADF-DC
is more dependent on the sweeping of the delay limit constraints.
On the other hand, MADF-DC generally produces a better performance. In certain
cases, the passive system using MADF-DC is more implementable than MCoSaMP,
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i.e., the system using six taps when the unit insertion loss of the delay is 0.4 dB/ns
for the cavity duplexer. Due to the sequential operation property of MADF-DC,
estimating the unknown system with a larger number of taps and up-sampling ratios
are possible without the critical performance requirement of the PC. In compari-
son, when using MCoSaMP, a large memory is needed and it is not always feasible.
Overall, the performance between MADF-DC and MCoSaMP is similar. The per-
formance difference is only marginal in most of the cases. This satisfies the aim of
this chapter, i.e. develop an alternative technique that can achieve a similar level of
modelling performance.
Regarding the estimation time, MCoSaMP is compared with MADF-DC technique.
The estimation speed of MCoSaMP is slower when the up-sampling ratio and delay
limit constrains are swept across a large range in a smaller step. This is mainly due
to the reason that MCoSaMP is an iterative algorithm. The maximum iteration is
set to be 100 at the simulation setup. This value could be reduced to increase the
speed. However, it could result the performance degradation.
When replacing the sweeping of the up-sampling ratio with a single large value and
keeping the sweeping of the delay limit constraints unchanged, the estimation time
of MCoSaMP is significantly reduced. However, it is still a lot longer than MADF-
DC and performance penalty is larger compared with MADF-DC. This is still as
expected since the modelling performance results in this chapter have shown that
MCoSaMP is more dependent on the sweeping of the up-sampling ratio whereas
MADF-DC more depends on the sweeping of the delay limit constraints.
In the case that the number of sweeps of the delay limit constraints is reduced by
increasing the sweep size, the estimation time of MCoSaMP reduces significantly.
Though the reduced estimation time is still more than for the MADF-DC technique,
the difference is small, especially when the delay limit sweeping step is set as 100 ns
(shown in Table. 5.6). More importantly, the performance degradation of MADF-
DC by increasing the sweeping step of the delay limit constraints is significant. In
comparison, MCoSaMP is almost not affected by changing the sweeping step of the
delay limit constraints. This can be expected since in the modelling performance
results shown in the earlier sections of this chapter, it can be seen that the perfor-
mance of the MCoSaMP technique is less dependent on the sweeping of the delay
limit constraints. Therefore, MCoSaMP is useful if the estimation speed is more
important than the modelling performance whereas MADF-DC sacrifices the esti-
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mation speed for performance. Since performance cannot be guaranteed by either
using a single up-sampling ratio or by increasing the delay limit step, sweeping of
these parameters are still suggested with a cost of estimation time.
Upon the completion of this chapter, two proposed estimation techniques in this
thesis have all been discussed. All the results that have been presented are from
the simulations. In the next chapter, these proposed techniques are applied in an
experimental measurement test bench.
5.9 Contributions of this Chapter
The main contributions of this chapter are:
1. Proposing MCoSaMP technique in order to achieve a similar modelling per-
formance, but at a faster estimation speed than the MADF-DC approach.
2. Comparisons have been performed between MCoSaMP and MADF-DC tech-
niques in terms of the resulting cancellation performance, ability of implement-
ing the system using only passive components and the feasibility of expanding
the cancellation system regarding the number of taps and up-sampling ratios.
3. Discussing the possibility of reducing the estimation time of MCoSaMP.
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6 Implementation and Verification of
the Proposed Cancellation System
6.1 Introduction
The previous two chapters have described two methods for determining the delay as
well as the attenuation and phase values of each cancellation path in the proposed
cancellation architecture. Successful implementation of such cancellation system
could theoretically improve the isolation performance of a duplexing device. This
has been proven by simulations in the previous two chapters. In this chapter, a test
bench will be presented and the effectiveness of the proposed cancellation architec-
ture will be measured. This chapter starts with explaining the transceiver of the
test bench.
6.2 The Transceiver of the Test Bench
In order to verify the proposed cancellation system, a test bench is designed. The
architecture of the test bench is shown in Figure. 6.1. The test bench consists of the
transceiver and the cancellation block. The transceiver includes a transmitter for
simulating the source of the in-band TX leakage. In an actual transceiver, this source
is the noise floor of the TX signal within RX band. In this section, the transceiver
of the test bench is briefly described. The block diagram of the transceiver is shown
in Figure. 6.2. This diagram shows the major components and instruments for cap-
turing the reference and the leakage signals. The RF cancellation block is only
shown as a sub-system in this diagram. The details of the implementation of the
cancellation block will be explained in later sections.
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Figure 6.1: The architecture of the test bench
6.2.1 Transmitter
The transmitter consists of a signal source, an amplifier and a filter. The sig-
nal source is the Vector Signal Generator (SMU200A, manufactured by Rohde &
Schwarz). A 35 MHz bandwidth white noise signal is transmitted by SMU200A.
Since the full up-link of WCDMA band VIII is between 880 MHz and 915 MHz,
the centre frequency of the TX signal is set as 897.5 MHz so that the cancellation
bandwidth covers the full RX band.
A high power amplifier (PA) is used to boost the signal that is generated by
SMU200A. The part number of the PA is 1184 − BBM3O6QCK which is man-
ufactured by Empower RF systems, INC. The maximum output power is 15 Watt
with a gain of approximately 43 dB at 900 MHz. The usable bandwidth is from
700 MHz to 3800 MHz.
Spurious components are generated at 1.9 GHz due to the harmonic distortion of
the PA. The ceramic duplexer under-test does not have a good rejection at that
frequency comparing to 900 MHz. Thus, the actual leakage signal is much lower in
power comparing to the signal at the first harmonic frequencies. The existence of
the harmonic component would degrade the receiver performance. For this reason,
a bandpass filter1 is placed in the TX path. Although the maximum peak power
1The cavity duplexer which has been discussed in the previous chapters is used for this purpose.
The antenna to RX path of this duplexer is the desired bandpass filter, with 50Ω terminated at
the third port .
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Figure 6.2: Block diagram of the transceiver
rating of SMU200A is about 20 dBm, the PA is still needed in the test bench.
This is to ensure that the noise floor of the receiving instrument doesn’t affect the
cancellation performance. Since the purpose of the PA relates to the performance
of the receiving instrument, it will be explained in detail in the receiver part.
Apart from the major components including the SMU200A, the PA and the band-
pass filter, there are also a number of components in the transmitter path that is
implemented. The 20 dB attenuation that is placed at the input of the PA is only
for power limiting purpose. In order to improve the return loss, a 3 dB attenuator
is placed at the output of the PA.
6.2.2 Receiver
The duplexer under test is the ceramic one which is used in the previous chapters.
In order to capture the reference which is the input signal of the cancellation system
and the leakage simultaneously, a high speed digital oscilloscope (54853A) by Agilent
has been used. The oscilloscope is controlled by the PC with MATLAB. The scope
is equipped with an 8-bits ADC for each channel. The sampling frequency of each
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ADC can get as high as 20 GHz. The total noise power of the oscilloscope is
approximately -75.2 dBm for the 35 MHz bandwidth2.
Now, the purpose of the PA in our test bench can be explained in detail. The leakage
signal after the cancellation needs to be above the noise floor of the oscilloscope.
This is to ensure that the noise level doesn’t limit the cancellation performance.
From the simulation results that are shown in the previous chapter, the cancellation
system could achieve approximately 25 dB of suppression using four taps. For the
purpose of observing and capturing, let the leakage after the cancellation be 15 dB
above the noise floor. It is already known that the ceramic duplexer can provide at
least 55 dB of TX to RX isolation. The power of the TX signal at the input of the
duplexer thus needs to be 55 + 25 + 15 = 95 dB above the noise floor of the scope.
This requires the average power of TX signal needs to be about 95−75.2 = 20 dBm
(recall -75.2 dBm is the total noise power of the oscilloscope). The maximum peak
power that is available from SMU200A is only 20 dBm. The peak to average power
ratio of our TX training signal is about 10 dB. Therefore, the average power that
can be delivered by SMU200A is only 10 dBm. As a result, a high power amplifier
is placed in the transmitter path.
The 15 dB and 30 dB couplers are for capturing the TX signal. The reference signal
should be as close to the input port of the cancellation block as possible. In our
test bench, the signal is measured at the through port of the 30 dB coupler. This
is used as the reference signal, with the assumption that it is the same as the input
signal of the cancellation block when connected. The assumption is valid since the
change of signals with different load devices of the same characteristic impedance is
very limited. The design technique of the directional couplers will be explained in
detail in Sec. 6.2.3.1. Two 15 dB attenuators are placed at the coupling and through
ports of the 30 dB coupler in order to improve the return loss. The attenuators
are also designed and fabricated in the lab, using resistors and an FR-4 substrate.
The reference signal at the coupling port of the 30 dB coupler is used as the trigger
source for all the measurements.
A two-way power splitter is used in the RX path to perform the actual cancellation.
2At minimum scale setting which is 1 mV/div and without any input signals, the centre two
divisions of the scope are filled with signals. This is assumed to be the noise floor and the RMS
voltage VRMS is measured as 0.33 mV. The bandwidth of the scope, BWscope, is 2.5 GHz. Therefore,
the total power across the bandwidth is calculated by: 10log10(V
2
RMS
50 ) + 30− 10log10(BWscope) +
10log10(BWsig) = −75.2 dBm, where BWsig = 35MHz is the bandwidth of the TX signal.
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One of the two splitting ports is connected to the duplexer. During the modelling
mode, the other splitting port is connected to a 3 dB attenuator which has one end
terminated with a 50 Ω load. This is to increase the return loss of the power splitter.
A 2 dB attenuator is placed at the combining port in order to increase the return loss
at this port so that the accuracy of the measured leakage is improved. The details
of the power splitter design will be shown in Sec. 6.2.3.2. The attenuators are also
implemented using the lab facilities and the details will be shown in Sec. 6.2.3.3.
Note that the additional attenuators mentioned above are only for this particular
test bench due to the limited return loss of the RF components used, e.g. the
lab fabricated components and the PA. Since the deployment of those attenuators
doesn’t change the architecture of the proposed cancellation system, it does not
affect the generality of the proposed cancellation system.
6.2.3 The design of RF Components
Since the test bench is only for the proof-of-concept purpose, many RF components
are specified and designed by the author of this thesis. Then these components are
fabricated in the lab using off-the-shelf materials. The RF components that are used
for the implementation of the transceiver, including the directional couplers, power
splitter and fixed attenuators are briefly described as follows.
6.2.3.1 Directional couplers
There are two directional couplers implemented in the transceiver of the test bench.
Both of the couplers are designed using ADS design tool. The microstrip coupled line
architecture is used for the design of these couplers. Each completed design is firstly
simulated using Electrical simulator of the ADS software to ensure the performance
meets the desired specification of the test bench. Then the 3D Momentum simulator
is used in order to further verify the design before being fabricated in the lab using
the RO4350B substrate by Rogers Corporation. The thickness of the substrate is
0.03 inches. The picture of the 30 dB coupler is shown in Figure. 6.3. The 15 dB
coupler is similar to the 30 dB one, but with a wider gap between the two coupled
microstrip lines.
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The widths of the transmission lines for the 15 dB and 30 dB couplers are 1.632 mm
and 1.716 mm, respectively. The gaps between the coupled lines are 0.44 mm and
2.539 mm for the 15 dB and 30 dB couplers, respectively. In order to add the SMA
connectors to the couplers, there are right angles and 50 Ω matching transmission
lines (at 900 MHz) connected at both sides of the couplers. The width of the
matching transmission lines is 1.724 mm.
Since the substrate used for the directional coupler is very thin, the completed
components are not strong enough and can be bent easily. Slight bending of the
coupler can cause the microwave properties of the component to change and thus
affect the implementability and repeatability of the test bench. The couplers are
thus first connected using two SMA through connectors. Then they are mounted
on a small piece of Perspex sheet using four nylon screws. The use of nylon screws
doesn’t affect the electrical properties of the couplers.
Figure 6.3: The 30 dB directional coupler implemented for the test bench
6.2.3.2 Two-way power splitter
The two-way power splitter is shown in Figure. 6.4. It is designed using Wilkinson
structure. The input port (the one on the top of the picture) of the Wilkinson
power splitter is split into two quarter-wave long transmission lines. Each of the
two transmission lines has characteristic impedance of 70.7 Ω which is
√
2 times of
the input impedance. The two lines are designed to be circular so that the insertion
loss is minimized. The width of the circular transmission lines is 0.94 mm. It also
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requires a 100 Ω resistor placed between the two splitting ports. It is a surface
mount 0805 resistor. In order to minimize the effect of the parasitic capacitance
when splitting the signals, the transmission line tracks are designed to have smooth
bending curve. The transmission lines for connecting the splitting circuit with SMA
connectors are designed to match 50 Ω at 900 MHz. The line width is 1.724 mm.
The design of the power splitter has been carried out using ADS. Both electrical and
electromagnetic (EM) simulations have been performed in order to verify the design
of the component. The power divider is implemented using the same RO4350B
material as the directional couplers.
Figure 6.4: The two-way power splitter implemented for the test bench
6.2.3.3 Fixed attenuators
The 15 dB (shown in Figure. 6.5) and 2 dB fixed attenuators implemented in the
transceiver are also designed and fabricated in the laboratory. They are designed
using the pi-network. The block diagram of the pi-network has been shown in
Figure 6.5(a). In the figure, Zin and Zout represents the input and output impedance
of the network. In this case, both of the impedance are equal to the characteristic
impedance of the transmission line Z0 = 50 Ω. There are three resistors (R1, R2and
R3) in this network. The attenuation depends on the values of the resistors. The
theory of the pi-network can be found in [92].
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(a)
(b)
Figure 6.5: The fixed attenuators implemented for the test bench. (a) Block di-
agram of the Pi-network for designing the fixed attenuators. (b) The picture of
the 15 dB attenuator
When fabricating microwave components, there is a type of connections called a via
which is commonly used to connect two circuits from two sizes of the PCB board.
The designed attenuator requires vias to connect the surface mounted resistors to
the ground plane on the opposite side of the substrate. Placing the vias requires a
piece of special equipment which is not available in the lab. For this reason, when
designing the layout of the attenuators, a piece of copper has been left on the top
of the substrate. This is used as the extension of the ground plane. It is done by
wrapping some copper tape around the two sides of the substrate (This can be seen
in Figure. 6.5). The two vertical resistors are then grounded by being soldered on
this piece of copper.
The substrate for the attenuators is FR-4. This design is used for all fixed atten-
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uators implemented in the RF cancellation block. The values of the resistors are
obtained by using ADS. The layout is also created using ADS. An electrical and
EM co-simulation (ADS) has been performed for the verification purpose before
fabricating the layout.
Upon the completion of implementing the transceiver, the reference and the leakage
signals can thus be captured for modelling purposes. This will be discussed in more
detail later in Sec. 6.3.
6.3 Baseband Modelling of the Duplexer
As mentioned in the previous section, the reference signal is measured at the through
port of the 30 dB coupler. Between the through port of the coupler and the input
port of the oscilloscope, a cable and a 15 dB attenuator are connected. In order to
model the isolation path of the duplexer, the measured reference signal needs to be
calibrated from the input port of the oscilloscope to the through port of the 30 dB
coupler as illustrated in Figure. 6.6. The calibration is done by first measuring
the S-parameters of the 15 dB attenuator, as well as the cable that is used for
connecting the attenuator to the oscilloscope by using the vector network analyser
(VNA) which is manufactured by Rohde & Schwarz (model number is ZVB-20). The
group delay, insertion loss and phase parameters of the attenuator and the cable have
been recorded at the frequency of 897.5 MHz. Since the desired calibrated signal is
the one before being delayed by the attenuator and the cable, it can be obtained
by first leading the measured reference signal by the delay value of the component
combination (the attenuator and the cable). The resulting signal is needed to scale
up by using the total insertion loss of the attenuator and the cable in linear scale.
Finally, the calibrated reference signal at the through port of the 30 dB coupler can
be obtained by phase shifting the measured total phase of the attenuator and the
cable counter-clock-wise.
Similar procedures are also applied to the captured leakage signal which is also shown
in Figure. 6.6. The measured leakage needs to be calibrated from another input port
of the oscilloscope to one of the splitting ports of the two-way power splitter. In this
case, the component combination to be calibrated out in the leakage path include
the 2 dB attenuator, the combining path from one splitting port to the summing
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Figure 6.6: The reference and the leakage signals calibration.
port and necessary cables and connectors. After all the calibrations, the input signal
of the cancellation system at the through port of the 30 dB coupler is obtained, as
well as the original leakage signal at the one splitting port of the two-way power
splitter.
Before the calibrated reference and the leakage signal can be used for modelling the
isolation path of the duplexer, normalization and reconditioning of the signals is
needed. These will be shown in Sec. 6.3.1.
6.3.1 Reconditioning Signals
The calibrated reference and the leakage signals are not yet suitable for modelling.
They are digitized by the oscilloscope at RF frequency and consist of all the dis-
tortions from the PA and the oscilloscope. Therefore, filtering and frequency down-
converting are necessary before being used for modelling. This is managed by using
a PC with MATLAB. The digitized RF signals are filtered with an ideal brick-wall
lowpass filter which has the bandwidth of 915 MHz. The purpose of this filter is to
clean the harmonics and odd-order distortions from the PA and the oscilloscope. The
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resulting signals are frequency down-converted directly to baseband using IQ demod-
ulation technique and filtered with another lowpass filter which has the bandwidth
of 17.5 MHz. The sampling frequency of those signals is still at 10 GHz. Therefore,
down-sampling has been performed to the critical sampling rate of 35 MHz. At this
stage, the baseband reference and leakage signals are obtained.
6.3.1.1 Whitening Filter
The resulting baseband reference signal has non-white characteristics due to the
non-ideal frequency response of the PA and the low return loss of the duplexer at
TX port. Since the modelling techniques require the reference signal being white, a
whitening filter is needed. The general structure of whitening the reference signal
has been shown in Figure. 6.7. Let g and h be the impulse responses of the filtering
effect of the PA and the duplexer, respectively. The signals ref(n) and leak(n) are
the baseband reference and leakage signals, respectively. Thus, we have
ref(n) = ref(n) ∗ g (6.1)
and
leak(n) = ref(n) ∗ h
= ref(n) ∗ g ∗ h (6.2)
where ref(n) is the ideal reference signal with white property, from which ref(n) is
obtained.
The whitening filter is a set of FIR coefficients which are obtained by applying the
forward linear prediction techniques on ref(n) [93]. Therefore, apply such filter on
both side (6.2), we have
leak(n) ∗ww = ref(n) ∗ g ∗ h ∗ww (6.3)
Let
ˆref(n) = ref(n) ∗ g ∗ww (6.4)
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and
ˆleak(n) =leak(n) ∗ww (6.5)
we then have
ˆleak(n) = ˆref(n) ∗ h (6.6)
The equation (6.6) shows that, applying the whitening filter on both reference and
the leakage signals does not change the impulse response of the duplexer which is
included between the two signals. After whitening, these signals can then be used
for modelling the isolation path. The modelling is performed using both MCoSaMP
and MADF-DC techniques and the order of the system is set to be four since a
fourth order RF cancellation system will be implemented.
Figure 6.7: The structure of whitening the reference signal
6.3.2 Baseband Modelling Setup
In this sub-section, the modelling performance using both MADF-DC and MCoSaMP
techniques is presented. The reference and the leakage signals that are used for
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modelling are the whitened results from the previous sub-section. At the end of this
sub-section, we will get the modelling performance for both modelling techniques
and the optimized values for delays, attenuators and phase shifters. These opti-
mized values will then be used in the next section for the implementation of the
cancellation system.
Minimum attenuation threshold Since the two modelling techniques have al-
ready been discussed in the previous two chapters, they will be used to obtain
the theoretical modelling performance and the corresponding parameters for each
cancellation path. However, practical considerations must be considered first. As
discussed in Sec. 4.7 and Sec. 5.6, the two modelling techniques could potentially
produce some tap weights that are unrealisable using only passive components. In
order to ensure that all the parameters (including the delays, attenuation and phase)
are implementable, a minimum attenuation value for each cancellation path needs
to be specified. This value is shown in Table. 6.1 and is calculated using the formula
of (4.31). Since the reference signal is measured at the through port of the 30 dB
coupler, the term 4ILTXCPL in (4.31) can be considered as zero. On the other hand,
a two-way power combiner is used at the receiver path for cancelling the leakage.
Since there is no significant difference in insertion loss between the two combining
ports of the combiner, the term 4ILRXCPL is also considered as zero.
Table 6.1: Specified minimum attenuation level for each cancellation path.
Description Insertion Loss (dB)
ILmAtt Specified minimum value of the
variable attenuator
5.2
ILmPH Specified minimum value of the
phase shifter
3.5
ILmSPL Insertion loss of the power
splitter
6
ILmCMB Insertion loss of the power
combiner
6
ILmmisc Insertion loss of other
components
7
ILmFix Specified minimum attenuation
level: the sum of all above
27.7
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Unit insertion loss of the delays The delay lines for implementing the cancel-
lation block will be constructed with microstrip technology. Through experiments,
the unit insertion loss of the delay lines is found to be less than 0.2 dB/ns. There-
fore, this value is set as the unit insertion loss of the delay lines for modelling. The
details of the delay line implementation will be described later in Sec. 6.4.1.2.
Delay limit constraints and up-sampling ratio Regarding the delay limit con-
straints for both MADF-DC and MCoSaMP techniques, the minimum delay limit
is not swept from 0 ns. The reason is that there is a delay for each RF component
within the cancellation block. These delays must be excluded from the ones that
are estimated using the proposed modelling techniques. The minimum value for
the lower boundary of the delay limit constraints is shown in Table. 6.2. The term
Others in Table. 6.2 refers to the sum of delays that could be caused by miscellaneous
components such as connectors and cables.
From the simulation results that are shown in Sec. 4.6.2 and Sec. 5.5.2, the optimized
minimum delay limit value is within the range between 0 ns and 40 ns. The maxi-
mum delay limit is between 30 ns to 80 ns. Taking advantage of this information,
the minimum delay limit constraint is thus swept from 15.5 ns which is shown in
Table. 6.2 to 45.5 ns in a step of 10 ns. The maximum delay limit is swept from
30.4 ns to 80.4 ns in a step of 10 ns.
The up-sampling ratio is swept between 2 and 32 in a step of 1 for both modelling
techniques.
Table 6.2: The minimum value for the lower boundary of the delay limit constraints.
Delay (ns)
Four way Splitter 4
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Other settings The other key settings for MCoSaMP are the maximum num-
ber of iterations and the desired tolerance which are set to 100 and 0.1 × 10−9,
respectively. These are the same as the ones in Sec. 5.4.
Under the settings that are shown in this section, the modelling of the duplexer can
thus be performed using MADF-DC and MCoSaMP techniques. The parameters
including the delay, attenuation and phase for each cancellation path can then be
estimated.
6.3.3 Baseband Modelling Results
The estimated parameters using MADF-DC and MCoSaMP techniques are shown
in Table. 6.3, as well as the resulting normalised mean square errors (NMSE) with
respect to the original leakage. The cost functions of both techniques require sub-
traction between the original leakage and the approximated signal. In the actual
cancellation system, the two signals are added using the combiner. For this reason,
the phase values in Table. 6.3 obtained by summing the estimated phase using the
estimation techniques and 180◦. The resulting NMSE by using MCoSaMP tech-
nique is slightly lower than the one by using the MADF-DC, which indicates better
performance is achieved by using MCoSaMP. However, the difference is only ap-
proximately 0.5 dB which is insignificant.
















1 47.52 79.29 40.34
-21.89
2 32.8 215.58 21.85
3 37.64 186.29 16.81
4 37.22 55.79 28.57
CoSaMP
1 44.71 243.06 40.82
-22.37
2 42.05 254.83 16.33
3 43.8 166.89 12.24
4 44.83 188.85 36.73
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The estimated parameters using both MADF-DC and MCoSaMP techniques are
re-applied to the measured reference and leakage signals. These two signals are the
ones before being filtered by the whitening filter. The cancellation signal is thus
obtained and the magnitude response of the leakage after the cancellation is shown
in Figure. 6.8. The leakage signal before the cancellation is also included in this
figure. All the signals have been normalised by the peak magnitude of the measured
leakage. As expected, the resulting leakage signals after cancellation using both
techniques are very similar. The maximum cancellation occurs between 890 MHz
and 895 MHz, which is approximately 35 dB. Between 882.5 MHz and 902.5 MHz,
i.e. 20 MHz bandwidth, the minimum cancellation performance is 20 dB. Since the
leakage power level at 902.5 MHz and above is much smaller than the one at lower
frequencies, the cancellation is degraded. The minimum cancellation within the
above frequency range is about 7 dB. This occurs where the notch of the measured
leakage is. Apart from the small frequency region around this area, the leakage
reduction at most of the higher frequencies is above 10 dB.
Figure 6.8: The expected spectrum of the leakage before and after the cancellation
Problem with the edge of the frequency band At the edges of the cancellation
bandwidth, the suppression performance is significantly reduced to 15 dB and 8 dB
at lower and upper frequencies, respectively. This is because the TX signal is recon-
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ditioned by the bandpass filter at the output of the PA. Due to the sharp roll-off
at the edge of the filter, it starts to have significant changes on frequency response
of the original TX signal. The whitening filter that is used in the modelling is not
sufficient to restore the white property of the original TX signal. Therefore, more
modelling errors occur at these edges of the frequency band. Increase the order of
the whitening filter will reduce the error. However, it is not possible to reduce the
error to the same level as the one by using the pure white TX signal.
Since the bandpass filter is applied in this test bench due to the distortion problems
of the PA (as mentioned earlier), in general, this is not needed if the harmonic
distortion of the PA is insignificant. In that case, a TX signal with wider bandwidth
can be transmitted. The isolation path of the duplexer can thus be modelled using
the reference and the leakage with wider bandwidth. The problem of the poor
cancellation performance at the edges of the band could then be minimized.
In this chapter, the reference and leakage signals are obtained by measuring the
input and output of the ceramic duplexer. By using these two signals, the frequency
response of the isolation path of the ceramic duplexer can be obtained. In theory,
this frequency response should be the same as or very similar to the measured
S-parameter model which has been used for simulations in Chapt. 4 and Chapt. 5.
However, significant differences have been found which will be shown in the following
section.
6.3.4 Comparison of System Modelling Results - Measured
Signals VS S-parameters
The magnitude response of the leakage path can be obtained by dot-dividing the
measured leakage by the reference signal in the frequency domain. We also have
another magnitude response that is directly measured by using VNA. Both responses
are for the same ceramic duplexer. In this section, the differences between the two
responses are discussed.
The most accurate way of obtaining the leakage path characteristics is certainly by
measuring the duplexer with the VNA, which has been used for simulations in the
previous chapters. Thus, the simulations in the earlier chapters represent the true
response of the cancellation system, if the rest of the components in the cancellation
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system are ideal. This means that the characteristic impedance of the rest of the
components is perfectly 50 Ω and there are no distortions in frequency response.
This is not feasible in practice. As a result, errors occur when modelling the leakage
path by capturing the reference and leakage signals. This is especially true for this
test bench. In order to distinguish the two models, we call the model that is obtained
by using the VNA as the ideal model and the one using the frequency domain signals
as the actual model.
Magnitude responses of the two models In order to obtain the frequency
response of the actual model, a whitening filter has been created using the captured
reference signal, as discussed at the beginning of this section. This whitening filter
is applied to both the reference and leakage signals.
On the other hand, the RF reference signal is filtered using the ideal model of the
duplexer by using Fast Fourier Transform (FFT). The resulting RF leakage is down-
converted and filtered with the same whitening filter. This is to ensure that two
models are using the same reference signal. The resulting leakage signals of the two
models are normalised with their own peak magnitude and shown in Figure. 6.9. It
should be seen that the resulting leakage signals of the two models are very different.
At the centre frequency, the two magnitude responses approximately match each
other. However, when the frequency is less than the centre frequency, the ideal
magnitude response (shown in Figure. 6.9 as Leakage using S−parameters) is lower
than the actual model (named as Leakage using live signals in the figure). The two
magnitude responses cross over at the frequency of approximately -15 MHz from
the centre. When the frequency offset is greater than zero, the ideal magnitude
response is greater than the actual one. The latter reaches its minimum at the
frequency offset of approximately 8 MHz. The two magnitude responses cross over
once again at about 12 MHz to the right of the centre frequency. The ideal response
reaches its minimum at around 13 MHz.
The reason for the differences of magnitude responses Apart from the non-
ideal impedance of the components in the test bench, the return loss of the duplexer
within the RX band at the TX port plays an important role in the modelling error
between the ideal and actual models. Such return loss is about 1 dB. The duplexer
reflects, instead of absorbs, most of the power back towards to the direction of the
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Figure 6.9: Comparing the leakages between modelled using live signals and S-
parameters
transmitter. Only a small fraction of the TX signal passes through the duplexer
and arrives at the receiver side. In order to more accurately model the duplexer,
only the TX signal needs to be captured. However, due to the poor return loss,
a significant portion of TX signal reflects back towards to the output port of the
directional coupler. The isolation between the output port and the coupling port of
the directional coupler is about 20 dB. Therefore, at the coupling port of the coupler,
the signal consists of not only the attenuated TX signal, but also its attenuated
reflected portion. These two portions of signals are comparable since the reflected
TX signal is only attenuated by the directional coupler (20 dB) plus the return loss
of the duplexer (1 dB) whereas the desired TX reference signal is attenuated by
15 dB. The actual reference signal consisting of the TX and reflected portions is
then used to model the duplexer instead of only the TX portion. Hence, modelling
error is introduced.
Potential method of reducing the differences The reflection of the TX signal
from duplexer could be reduced by placing some isolators between the through port
of the coupler and the TX port of the duplexer. Each isolator can provide about
20 dB of isolation with the cost of less than 1 dB of power loss in the main transmitter
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path.
By using the estimated parameters that are shown in Table. 6.3, the RF cancellation
block can finally be implemented which will be shown in Sec. 6.4.
6.4 Implementation of the Cancellation Block
Having estimated the delay, attenuation and phase parameters for each cancellation
path, the implementation of the cancellation block can proceed. The block diagram
of the RF cancellation block is shown in Figure. 6.10. The part number of the
variable attenuators is ZX73-2500+. They are manufactured by Mini-Circuits. The
attenuation tuning range is from 3 dB to 43 dB. Each of them can be continuously
varied by a control voltage from 0 V to 17 V.
Figure 6.10: Block diagram of the cancellation block
The phase shifters (SPHSA-152+) are also from Mini-Circuits. They can be con-
trolled continuously to cover 360◦ using the bias voltage. The range of the control
voltage is between 0 V and 15 V.
In our test bench, the DC supply voltage is set as 3 V. All the DC voltages in
our test bench are given by the NI-6723 DAQ card with a BNC-2115 connector
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block. The DAQ card is equipped with a 13-bit digital-to-analog converter (DAC) for
±10 V output range. As a result, the resolution of the DC voltages is approximately
2.44 mV.
Apart from the components purchased, some RF parts have been designed and
fabricated in the lab by the author of this thesis.
6.4.1 The Design of RF Components in the Cancellation Block
The customized RF components include fixed delay lines, fixed attenuators and four-
way power splitters/combiners. There is also one microstrip transmission line built
in each cancellation path which is used for physically separating these paths. The
reason of designing the RF parts instead of purchasing these is mainly for reducing
the implementation cost. The design of these RF components will be described in
this sub-section. Since the technique used for designing the fixed attenuators for
the cancellation block is the same as the one for the transceiver which has been
described in Sec. 6.2.3.3, this will not be discussed again in this sub-section.
6.4.1.1 Four-way power combiners/splitters
Since the cancellation block consists of four paths, two four-way RF power combiners
are implemented. One is used for splitting the reference signal into four paths and
the other one is used to re-combine the signals to form the cancellation signal. The
picture of one of the four-way combiner is shown in Figure. 6.11. This component
consists of three two-way combiners which has been described in Sec. 6.2.3.2. The
design is also fabricated using the RO4350B material.
6.4.1.2 Fixed delay lines
Each delay block in the test bench is a configuration of a number of smaller delays.
In later sections, detailed process will be provided on how to obtain the value of the
delay block in each cancellation path. Here, only the design of the delay units is
described. Small delay lines are designed by the author and fabricated in the lab with
RO4350B substrate. These smaller delay lines include 1 ns, 2 ns, 5 ns, 10 ns and 20 ns
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Figure 6.11: The four-way power combiner implemented for the test bench
in order to implement the possible delay values that are obtained using modelling
techniques. The example of a single 1 ns delay line is shown in Figure 6.12(a).
Please note that due to the non-ideal fabrication, the actual measured delay values
are up to 20% different from the values mentioned. For instance, the actual delay
value of a 1 ns delay line is about 1.2 ns. By using these smaller delay lines, the
implementation accuracy of 0.5 ns has been achieved for the total delay in each
cancellation path.
The fixed delay lines are designed using meander-line technique with the assistance
of ADS. The advantage of using meander line structure is to reduce the overall
length of the delay line, especially for a large delay value. The meander line delay
consists of a number of long and short segments. Each segment is a transmission
line matched at 50 Ω. The space between two adjacent long segments depends on
the length of these segments. Since longer segments experiences more coupling, a
wider gap is needed. Otherwise, the actual delay value and insertion loss of the
delay line will significantly differ from the designed one.
Through experiments, it has been found that when the length of the long segments
is close to even number of multiples of the quarter-wave length at the operating
frequency (900 MHz, in this case), the implemented delay line differs the most from
the designed one. It seems that the two long segments at these lengths enter the
resonance and thus cause the overall delay line to be different from the design.
When designing the delays for the test bench, this has been avoided by carefully
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choosing the length of the long segments and the space between two adjacent ones.
The unit insertion loss of less than 0.2 dB/ns has been achieved for each delay line
implemented for this test bench.
(a)
(b)
Figure 6.12: The fixed delay line implemented for the test bench
The delay block in each cancellation path has been constructed by connecting a
number of smaller delay units using SMA through connectors. This can be seen
from the example picture shown in Figure 6.12(b). As mentioned at the beginning
of this sub-section, the process on how to obtain the value of the delay block will be
discussed in Sec. 6.4.3.
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6.4.1.3 RF microstrip fixtures
Four RF fixtures have been designed and implemented in order to physically separate
the four cancellation paths. These RF fixtures are shown in Figure. 6.13. These fix-
tures are transmission lines designed for 50 Ω matching at 900 MHz using microstrip
technology. The material used is FR-4 and thus the widths of the transmission lines
are designed to be 3.071 mm. There are multiple of 90◦ bends and mitred by 45◦ in
order to minimize the discontinuity when bending the transmission lines [94]. The
RF microstrip fixtures are designed using ADS software and fabricated in the lab.
(a)
(b)
Figure 6.13: The RF microstrip fixture implemented for the test bench
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6.4.2 Challenges of Using Low Performance RF Components
and the solutions
Prior to the implementation of the cancellation block, there are some critical prob-
lems that need to be solved first. The RF components for the cancellation block in
our test bench are low performance. For the cancellation system, there are three
critical parameters, i.e., attenuation, phase and delay. The low performance RF
tunable components suffer from interdependences of these three critical parame-
ters. Altering one parameter will result in changing the other two. With these low
performance RF components, it can be very difficult to successfully implement the
cancellation block.
6.4.2.1 Problem with the Tunable Attenuators and the Solution
Problem The variable attenuators in this test bench similarly suffer from the
problem that changing the attenuation value of each variable attenuator also changes
the phase significantly, as well as the group delay slightly. For instance, this can be
seen from the measured characteristics of one of the variable attenuators as shown in
Figure. 6.14. These characteristics are the ones at the centre frequency at different
control voltages. Other variable attenuators have similar characteristics as the one
shown in the figure. Ideally when the cancellation system is adapting, we want to
vary the attenuation without affecting the phase and the group delay.
Overview of the solution to the attenuator problem To solve this problem,
a fixed attenuator is deployed in each tap in order to limit the voltage range of
the variable attenuator from 4 V onward, so that the group delay and phase of the
attenuator stay approximately constant. The resulting tuning range of the variable
attenuators is thus limited by a range between 3 dB and 8 dB, approximately.
The attenuation resolution is approximately 0.002 dB which is good enough for the
desired cancellation level. Effectively, the total attenuation in each tap is divided
into coarse and fine parts which are realized by the fixed and variable attenuators,
respectively. The fixed attenuators are designed using pi network technique with
the assistance of the Advance Design System (ADS) software. The details of the
implementation of the cancellation system as well as the calculation will be given in
Sec. 6.4.3.
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(a) (b)
(c)
Figure 6.14: Measured characteristics of one of the variable attenuators with re-
spect to control voltages at 897.5 MHz. (a) Attenuation. (b) Group delay. (c)
Phase shift.
6.4.2.2 Problem with the Phase Shifters and the Solution
Problem The measured characteristics of a phase shifter used in the test bench
are shown in Figure. 6.15. Other phase shifters have similar characteristics as the
example one. The lowest phase resolution occurs where the slope of the phase is the
largest. This resolution is approximately 0.12◦ and may degrade the cancellation
by approximately 1 dB. Similar to the variable attenuators, changing the phase of
these phase shifters also changes the insertion loss and group delay significantly.
The insertion loss can vary between just over 3.6 dB and approximately 1.9 dB.
The group delay with respect to the control voltage can change between 1.9 ns and
2.9 ns.
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(a) (b)
(c)
Figure 6.15: Measured characteristics of one of the phase shifters with respect to
control voltages at 897.5 MHz. (a) Insertion loss. (b) Group delay. (c) Phase
shift.
Overview of the solution to the phase shifter problem Since the tuning of the
variable attenuator is limited to a range where the phase and group delay are not
affected by the change of the attenuation, the large variation of the insertion loss of
the phase shifter can be compensated by the adaptation of the variable attenuator.
In order to compensate the variance of the group delay while varying the phase
shifter, manual and precise tuning of the delays is required. This is not feasible,
nor practical. In this test bench, fixed delay lines are used and the values are pre-
calculated.
One of the disadvantages of using the pre-calculated delay lines is that the imple-
mentation process is complex. It requires the characterization of each RF component
including all the delay lines. The process will be discussed in more detail in the next
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section.
Another disadvantage is that the implementation accuracy for the delay value in
each cancellation is low. This accuracy depends on the delay values of the fabricated
delay lines. In this test bench, the accuracy is about 0.5 ns from the desired value.
Therefore, the inaccuracy of the group delay becomes the performance limitation of
this test bench.
In the case that RF tunable components with less interdependences are available for
implementing the test bench, the problems with components would diminish with
less impact on the performance of the cancellation block. A possible solution would
be using vector modulators instead of the variable attenuators and phase shifters.
A vector modulator in theory can obtain any combination of phase and attenuation
within its operating range. An example of such a device is HMC630 by Analog
Devices, Inc.
6.4.3 Implementation of the Cancellation Block Using Low
Performance RF Components
In order to implement the cancellation block with the low performance RF com-
ponents, an implementation technique is proposed. The proposed technique is
overviewed as follows:
1. Characterization of all RF components.
2. Calculation of the desired value of the delay block in each cancellation path.
3. Calculation of the value of the fixed attenuator in each cancellation path.
4. Final implementation of the cancellation block.
Characterization of all RF components The characteristics of all the compo-
nents in the cancellation block have been measured in order to calculate the desired
parameters of the delay blocks. As mentioned earlier, the variation of the group
delay of the phase shifters is large. Therefore, in order to calculate the value of the
delay block in each path, the average between the maximum and minimum group
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delay values within the voltage control range (0 to 10 V) has been used. The cor-
responding voltage at which the group delay of the phase shifter is equal to the
calculated average can thus be obtained. This is the reference voltage of the phase
shifter for further tuning. Consequently, the reference attenuation and phase at the
reference voltage are also obtained.
Since the group delay and phase are relatively constant for the variable attenuator,
the mean attenuation between the maximum and minimum values within the control
range is used as the reference attenuation level. The corresponding voltage is thus
the reference voltage of the variable attenuator for calculating the parameters of the
fixed attenuator and delay block in each tap. Based on the reference voltage, we
thus have the reference phase and group delay for the attenuator.
Table 6.4: The measured insertion loss (attenuation) and group delay of the com-
ponents in the cancellation block, excluding the delay blocks.
Components
Insertion loss (dB) Delay (ns)
Tap index Tap index
1 2 3 4 1 2 3 4
Power splitter
configuration
9.96 10.29 10.19 10.23 5.39 5.47 5.46 5.47
Fixed
Attenuation









5.59 5.55 5.58 5.61 0.36 0.37 0.37 0.36
Power combiner
configuration
9.9 9.63 9.74 10.12 4.1 3.19 3.3 4.24
Total 20.85 28.92 28.89 29.45 12.37 11.28 11.75 12.68
The measured insertion losses (attenuation) and group delays of all the major RF
components at the centre frequency in the cancellation block are shown in Table. 6.4.
The phase values are not measured at this point because they are not relevant in
calculating the values of the delay blocks and the fixed attenuators. Furthermore,
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the attenuation values of the fixed attenuators at this stage are not known yet. As
a result, the values are not shown in the table. On the other hand, the delays
of those attenuators are shown in the table since they can be estimated from the
measurement of the 15 dB attenuator which was introduced in the earlier section.
These values will not be significantly different from the actual values. This is due
to the path length of the designed attenuators are the same, which contribute the
most to the group delay of the attenuators.
The term power splitter configuration in the table represents the bundle of compo-
nents that are close to the input port in the cancellation block. It consists of a 3 dB
attenuator, a 1 ns delay line, a four-way power splitter, cables, and some connectors.
The 1 ns delay line is for tuning the delay of the cancellation block, globally.
The term power combiner configuration represents a group of components that are
close to the output port in the cancellation block. These components are connected
to the four-way power combiner. One of these components is the connector fixture
which is formed with a number of connectors to provide the desired angle for joining
the cancellation block with the two-way power combiner. The rest of the components
are the 3 dB attenuator, four-way power combiner, and RF microstrip fixtures (which
have been described in Sec. 6.4.1.3). The RF microstrip fixtures are for physically
separating the cancellation paths and reducing the construction difficulty of these
paths.




1 2 3 4
MADF-DC 27.72 10.2 5.06 15.89
CoSaMP 28.45 5.05 0.49 24.05
Calculation of the desired value of the delay block in each cancellation path
By subtracting the estimated delays that are obtained using the proposed tech-
niques with the total delays in Table. 6.4, the remaining values are the ones for
the delay blocks. Since the structures of the cancellation system using MADF-DC
and CoSaMP estimation techniques are the same, the test bench has only been
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implemented using MADF-DC. The delay blocks have been constructed using the
calculated delays from the MADF-DC technique and then measured using the VNA.
The measured delays and insertion losses, as well as the calculated desired values
of the delay blocks are shown in Table. 6.6. The term Configuration describes the
configuration of each delay block. The differences between the desired and measured
delay values are also shown.
It can be seen that the error of implementation in terms of the delays is limited to
maximum of 0.55 ns. The delay error could be reduced if smaller delay lines are
available. However, the improvement could be limited. This is because these values
are calculated and implemented based on the group delay of the phase shifters at
the reference voltages. Upon the completion of constructing the cancellation block,
variable attenuators and phase shifters need to be fine-tuned, in order to obtain the
optimal cancellation performance. According to Figure. 6.15, when tuning the phase
shifter, the variance of the group delay is about 0.4 ns. Therefore, the error of the
delay could be dominated by the phase shifter, even when smaller delay lines are
available.
















1 27.72 20 ns, 5 ns, 2 ns
and connectors
28.27 6.05 -0.55
2 10.2 5 ns, 5 ns and
connectors
9.99 2.1 0.21
3 5.06 5 ns 5.32 1.18 -0.26
4 15.89 10 ns,5 ns and
connectors
15.68 3.14 0.21
Calculation of the value of the fixed attenuator in each cancellation path
The value of the fixed attenuator in each cancellation path can thus be calculated by
subtracting the measured total insertion loss of the components shown in Table. 6.4
and the measured insertion loss of the corresponding delay block that is shown
in Table. 6.6. The subtraction results are shown in Table. 6.7. Since the variable
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attenuators can be tuned by approximately±2.5 dB from the reference value without
affecting the phase and group delays, the attenuation difference between the desired
and measured values can be compensated by these variable components.











1 12.77 13.5 -0.73
2 1.78 2.2 -0.42
3 7.57 8.5 -0.97
4 4.64 5.2 -0.56
Final implementation of the cancellation block Once the desired delay and
attenuation values for the delay blocks and fixed attenuators have been calculated,
the cancellation block can thus be implemented. The photograph of the test bench
is shown in Figure. 6.16.
Table 6.8: The control voltages after the optimization for the variable attenuators
and phase shifters
Variable Attenuators Variable Phase
Shifters
Tap Index Tap Index




6.355 4.6364 4.6019 4.1069 3.708 2.0152 5.1445 7.988
After completing the construction of the cancellation block, fine tuning of the vari-
able components is needed in order to achieve the cancellation. Fine tuning can be
performed using the simulated annealing algorithm. Simulated annealing is one of
the well-known global optimization algorithms. In this test bench, the goal we use
for the optimization is to minimize the total power of the resulting leakage after the
cancellation within the frequency band of interest. There are eight parameters, in
total, to be adapted including four voltages for controlling the attenuators and four
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for varying the phase shifters. Since simulated annealing adapting the parameters
in infinite resolution comparing to the 13-bit resolution from the DAC, it is possible
that the algorithm is stuck in one annealing cycle for too long time. To avoid this,
the re-annealing interval is set to be 70 which is obtained experimentally. It is big
enough for the algorithm to settle, but small enough to avoid the algorithm from
sticking in a single cycle before reaching the optimal point. The control voltages for
the variable attenuators and phase shifters that are returned by the optimization
algorithm are shown in Table. 6.8.
Discussions on the two-way combiner Due to the use of the two-way combiner,
there is a 3 dB insertion loss in the RX path. As a result, the leakages are 3 dB
smaller than what they should be. Such insertion loss can be reduced by replacing
the two-way combiner with a direction coupler. The coupler with a large coupling
factor could reduce the implementability of the cancellation system that uses only
passive components. Therefore, the coupling factor should be chosen to be as large
as possible, as long as no gain is needed in any of the cancellation paths. The
implementability of the cancellation system using only passive components has been
discussed in the previous two chapters.
When a directional coupler is used as the combining component, the output of the
cancellation block and the RX port of the duplexer need to be connected with the
through and output ports of the coupler, respectively. The rest of the receiver can
thus be connected at the input port. The remaining attenuation of the cancellation
block can be calculated by firstly subtracting the coupling factor and the insertion
loss of the coupler. Then the subtraction result can then be taken away from the
desired attenuation of the cancellation block to give the remaining values. These
remaining attenuations should be positive values as negative values represent the
need for extra gain.
The completion of the cancellation block implementation allows the cancellation
performance to be measured. The results are shown in the following section.
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(a)
(b)
Figure 6.16: Test photograph of the leakage cancellation using MADF-DC. (a)
Top view. (b) Side view
6.5 Measured Results using MADF-DC
The leakages before and after cancellation are measured and shown in Figure. 6.17.
The resulting leakage using the ideal components are also shown in the figure. This
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result is obtained using MADF-DC. Since it has been shown in Figure. 6.8 that the
expected performance (using ideal components) between MADF-DC and MCoSaMP
is very similar, the expected leakage using MCoSaMP is not shown in Figure. 6.17.
It can be seen that the measured cancellation performance is degraded from the
ideal one. This can be expected since the tunable RF components suffer from high
interdependences of the attenuation, phase and delays. In general, the cancellation
performance is implemented successfully.
The best cancellation of the measured result is approximately 30 dB at about
893 MHz. Between 888 MHz and 898 MHz, i.e. 10 MHz bandwidth, the cancellation
is greater than 20 dB. From the lower frequency edge up to around 907 MHz, there
is at least 10 dB cancellation. At the frequencies that are greater than 907 MHz, the
cancellation performance decreases dramatically. At about 912 MHz the resulting
leakage is about 2 dB greater than the one before cancellation. Compared to the
simulated result, the measured one achieves approximately 5 dB less cancellation,
on average. At 906 MHz where the notch of the original leakage is, the measured
signal achieved better performance than the simulated one.
Figure 6.17: Measured cancellation results
The performance difference between the measured and simulated results are mainly
due to the attenuation, phase and delay mismatches of each individual path com-
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pared to the desired ones. Particularly, the delay mismatch dominates the source
of errors since each delay block is manually and coarsely constructed. Furthermore,
as explained in earlier sections in this chapter, the phase shifter changes the phase
as well as group delay. This has hardly been compensated. Therefore, the final
optimized result is a compromise of the attenuation, phase and group delay.
The group delay mismatch between the desired and the implemented values of each
individual path can be resolved by placing a tunable delay line. Such tunable delay
line doesn’t necessarily need an ultra-wide tuning range. The one that can cover
the range of group delay variation that is caused by the phase shifter is sufficient,
i.e., 1 ns in this test case.
Or else, the phase shifters that are used in the test bench should be replaced with
the ones which can provide independent phase tuning. A vector modulator can be a
good candidate for this purpose since it can provide any combination of phase and
attenuation. Once tuning the attenuation and phase doesn’t affect the group delay,
the delay blocks can be more accurately implemented.
6.6 Performance Comparison with Other Published
Techniques
In this section, a direct comparison is performed between the proposed system and
the state-of-the-art techniques. The existing solutions in the comparison were de-
signed for solving the leakage problem in FDD systems. The comparison results
are shown in Table. 6.9. Only techniques which use duplexers are compared. Since
the measured results of the proposed cancellation system suffer from performance
degradation due to the use of low performance RF components, the modelling re-
sults are also included in the table for comparison. The cancellation performance
that is obtained both by simulation and modelling is presented for the bandwidths







































SAW N/A 56 835 1.23 0.002 16 15
Kim et al.
[74]







55 1950 5 0.003 23 23
O’Sullivan et
al. [71]
Tap based SAW EPCOS
B4224
40 836.5 4.5 0.005 20 20
O’Sullivan et
al. [71]
Tap based SAW EPCOS
B4224
40 836.5 16 0.019 9 9
This work
(modelling)
Tap based Ceramic Samnova
SCD900AE4
55 897.5 35 0.039 21 20
This work
(modelling)
Tap based Ceramic Samnova
SCD900AE4
55 897.5 30 0.033 27 30
This work
(measuring)
Tap based Ceramic Samnova
SCD900AE4
55 897.5 35 0.039 16 11
This work
(measuring)
Tap based Ceramic Samnova
SCD900AE4
55 897.5 30 0.033 16 15
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In addition to the average cancellation performance, the peak-to-peak cancellation
performance (P − P.Can.) has also been shown in the table. The peak-to-peak
figure of merit describes the difference between the peak magnitudes (in dB) that are
obtained before and after the cancellation. This figure of merit is more useful than
the average (Ave.Can.) or minimum cancellation performance. This is because the
magnitude response of a duplexer will inherently consist of peaks and nulls. At the
frequencies where the nulls are, the cancellation tends to be small since the leakage
at those frequencies is already insignificant. Due to the existence of these nulls, the
performance that is given by the average or the minimum metric is degraded. The
main purpose of the leakage cancellation is to decrease the noise floor of RX which
is caused by the existence of TX leakage. Therefore, comparing the peak magnitude
before and after the cancellation within the frequency band is more useful. Since
this merit is not given in any of the published techniques, we can only approximate
it from the available information within these publications.
Existing techniques The technique that has been proposed by Kim et al. [74]
achieves a wide cancellation bandwidth. More than 20 dB of cancellation for 60 MHz
bandwidth has been reported at the centre frequency of 1.95 GHz. This gives that
the bandwidth with respect to the carrier frequency is about 0.031. However, the
SAW duplexer that is used in this paper can only provide 25 dB of isolation. From
the evidence that is shown in the publication, the magnitude response of this SAW
duplexer is relatively flat across the cancellation bandwidth. This is the main reason
why using the similar tap-based structure, a wide bandwidth cancellation can be
achieved by [74] with only two taps, especially no delay matching is considered. It
will struggle with more complex filter structure.
A better cancellation performance has been achieved in Zhang et al. [72] compared
to Aparin et al. [65]. Both of the techniques use off-the-shelf duplexers with over
55 dB of isolation. However, only 5 MHz cancellation bandwidth at the centre
frequency of 1.95 GHz has been achieved in [72]. There is no evidence showing
that this technique can perform well for a much wider bandwidth. In the technique
by Aparin et al. [65], the cancellation bandwidth is only 1.23 MHz at the centre
frequency of 835 MHz, yielding 16 dB of cancellation.
The technique that has been proposed by O’Sullivan et al. [71] uses an off-the-shelf
duplexer and achieves over 9 dB across the 16 MHz bandwidth. The centre frequency
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is given as 836.5 MHz. It failed to cover the full RX band and the cancellation
performance is not as promising as the proposed system in this thesis. There is
little evidence showing that the bandwidth of this technique can be extended to the
full RX band.
Summary of Comparison Compared to the already published techniques, the
proposed cancellation system using four taps achieves the best cancellation perfor-
mance for the widest bandwidth with respect to the centre frequency. As explained
earlier in this section, only active cancellation techniques that are designed for du-
plexers are added in the comparison. The techniques for simple filter structure are
included in the comparison. For covering the full band, the modelling results show
over 20 dB of cancellation could be achieved by the proposed cancellation technique
of this dissertation. As discussed in the earlier chapter, the performance limitation
of the modelling result is only at the edge of the frequency band. As a result, if the
bandwidth is reduced to 30 MHz at the same centre frequency, the peak-to-peak
cancellation performance could be increased to 30 dB. This could improve the isola-
tion of this ceramic duplexer from minimum of 55 dB to 85 dB. On the other hand,
the measured results are not as good as the simulated one. However, still over 10 dB
of peak-to-peak cancellation has been achieved across the full WCDMA-VIII band
and over 15 dB for 30 MHz bandwidth. The above results are obtained using an off-
the-shelf duplexer. This duplexer has much more complex characteristics, than the
customised ones that some of published techniques use. Therefore, the techniques
shown in this thesis are the general solution to the leakage problem in rather than
a specific solution for a particular duplexer.
Overall, the proposed cancellation system outperforms the existing solutions by
means of wider bandwidth, better cancellation performance and less dependence
on the characteristics of the duplexer, particularly where better performance RF
components could be used. It has the potential of solving the TX leakage problem
when a high performance duplexer is replaced with a lower one. Hence, the overall
cost and the size of an FDD base station could potentially be reduced. This could
be more useful for the future wireless communication systems since the required




This chapter has presented a test bench which is used to prove the concept of the
proposed TX leakage cancellation system. Measured cancellation performance has
been shown and discussed in this chapter.
The deployment of the test bench consists of modelling and actual implementation.
The modelling involves capturing the reference and the original leakage signals by the
synchronized receivers. Then desired delays, attenuation and phase are calculated
with the two captured signals, using MADF-DC and MCoSaMP algorithms. The
difference between the ideal model which is obtained by measured S-parameters of
the duplexer and the actual model has been discussed. The reason of such significant
difference is mainly due to the reflected TX signals at the TX port of the duplexer.
A potential solution could be that an isolator is placed between the 15 dB coupler
at the TX path and the duplexer.
The impact of non-ideal phase shifters and variable attenuators have been discussed
in this chapter. The solutions to these non-ideal components are given which require
the deployment of fixed attenuators. The desired parameters that are calculated by
modelling are used to obtain the requested delay and attenuation values so that
delay blocks and fixed attenuators can be deployed.
The measured results have shown in this chapter. The comparisons between the
measured and the modelled results have been performed. The reasons for the differ-
ence have been discussed which is mainly due to the inaccuracy of the delays. The
inaccuracy includes the mismatch between the fixed delay block and the desired de-
lay before adapting the variable components. Also, the group delay variance of the
phase shifters is also a source of mismatch. Potential solutions can be that a small
tunable delay line is placed in order to fine tune the total delay in each cancellation
path.
At the end of the chapter, comparisons have been performed between the proposed
architecture in this thesis and the published ones. One of the strengths of the
proposed system in this thesis is that it is designed to have wideband cancellation
capability. The fractional bandwidth of the system is the largest of all the techniques
in the comparison. More than 20 dB and 10 dB of the peak-to-peak cancellation
performance have been achieved for the modelled and measured results, respectively.
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Due to the configuration of the test bench, the performance limitation is at the edge
of the band. This can be eliminated by removing the band pass filter at the output
of the PA and using a wider bandwidth TX signal for training, providing that the
harmonic distortions of the PA is not as significant as the one we are using. If
the bandwidth of cancellation is reduced to 30 MHz, the peak-to-peak cancellation
performance of the proposed system increases to 30 dB and 15 dB for the modelled
and measured results, respectively.
6.8 Contributions of the Chapter
The main contributions of this chapter are:
1. Specifying and designing RF components for the test bench implementation.
2. Optimizing the modelling performance by utilizing a whitening filter.
3. Analysing the impact of RF components imperfection.
4. Proposing an implementation technique for reducing the impact of RF com-
ponents imperfection.
5. Carrying out a comparative review on the state-of-the-art cancellation tech-
niques.
6. Experimentally prove that the proposed cancellation system can successfully
suppress the leakage over the full bandwidth of the designated frequency band
of an off-the-shelf duplexer. No existing solutions can achieve both good can-
cellation and wide bandwidth as the proposed techniques when using an off-
the-shelf duplexer.
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7.1 Conclusions
In order to relax the isolation performance of the duplexer in an FDD base station,
a novel TX leakage cancellation system is proposed in this thesis. The proposed
cancellation system has the potential of achieving wideband suppressing on the in-
band TX leakage at RF frequency. It provides the best cancellation for the duplexing
devices with complex characteristics. The proposed cancellation system is designed
to model the duplexer by using the noise of the PA and the leakage signal. The
use of the whitening filter at the baseband removes the dependences of the types of
the TX signals. For this reason, the proposed cancellation system could be widely
deployed in FDD systems, whether it is an LTE or WCDMA system etc.
The main contributions of this thesis are as follows:
• A review on the state-of-the-art active cancellation techniques has
been carried out. In this review, the state-of-the-art techniques have been
discussed. It has shown that digital cancellation techniques can provide a high
performance with little hardware resources. However, due to the existence of
the high power in-band leakage, the noise floor of the receiver increases and
causes the desensitization of the receiver. The desensitization occurs irrespec-
tive of the digital cancellation performance. Therefore, digital solutions are not
sufficient for solving the in-band TX leakage problem. The leakage needs to
be suppressed at the RF before the LNA. The state-of-the-art RF cancellation
techniques can’t satisfy all the requirements of: wideband; high cancellation
and are designed for more complex filter structures. Therefore, the in-band
TX leakage is an unsolved challenge. The new cancellation system is proposed
based on this review.
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• A novel cancellation architecture has been presented. The proposed
cancellation system consists of an RF cancellation block and baseband mod-
elling block. The cancellation block is an RF implementation of an FIR filter.
It consists of a number of cancellation paths in which there is a variable at-
tenuator, a phase shifter and a delay block. The baseband modelling block
characterizes the duplexer at the baseband of the transceiver and generates
a set of parameters including the attenuation, phase and delay for each path
in the cancellation block. The existing techniques don’t have the ability to
optimize the delays. Hence, a wide band cancellation for duplexing devices
with complex characteristics hasn’t been reported except the proposed system
in this thesis.
• A novel modelling algorithm, MADF-DC has been proposed. This is
one of the two modelling algorithms that have been presented in this disser-
tation. This algorithm is designed to improve the delay estimation accuracy
using digital baseband signals. This estimation technique is developed from
the classic adaptive delay filter (C-ADF) technique. In order to achieve a bet-
ter delay estimation accuracy, three parameters have been introduced. They
are the up-sampling ratio, maximum and minimum delay limit constraints.
Sweeping of these three parameters is needed and the optimal ones are cho-
sen so that the corresponding modelling performance is the best. Simulation
results have shown that the modelling accuracy of MADF-DC is significantly
higher than the C-ADF and LS algorithms.
• A novel modelling algorithm, MCoSaMP has been proposed. This
is the second modelling algorithm that has been proposed in this thesis.
MCoSaMP is based on the compressive sampling matching pursuit (CoSaMP)
technique. The motivation of developing this technique is to achieve the same
outstanding modelling performance as the MADF-DC technique, but for a
shorter estimation time. This algorithm uses the up-sampled reference and
leakage signals and optimizes the delays and tap weights utilizing the clas-
sic CoSaMP kernel, iteratively. The three parameters that are introduced for
MADF-DC are also required for this technique. Simulation results show that
the modelling performance of MCoSaMP is also significantly better than the
classic techniques. Between MCoSaMP and MADF-DC, the modelling per-
formance achieved using both techniques is similar. This satisfies the perfor-
mance requirement when developing MCoSaMP. The simulation results have
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also shown that MCoSaMP is less dependent on the sweeping of the delay
limit constraints than MADF-DC. The estimation time of MCoSaMP could
be reduced by eliminating the sweeping of the delay limit constraints, at a
small cost of modelling performance. In comparison, the estimation time of
MADF-DC could also be reduced by eliminating the sweeping of the delay
constraining parameters. However, the performance degradation is significant.
Therefore, the aim of developing the MCoSaMP has been achieved. This the-
sis also suggests that for performance critical applications, the sweeping of the
up-sampling ratio and delay limit constraints is essential, especially when the
characteristics of the duplexer is more complex (such as a cavity duplexer).
• The impact of the low performance RF components has been anal-
ysed. It has shown in this thesis that changing the phase of the phase shifter
used in this test bench causes altering of its insertion loss and group delay,
significantly. For a variable attenuator, it also suffers from interdependences of
attenuation, phase and group delay. It is impossible to implement the proposed
cancellation system using these low performance RF components, without a
complex implementation process and technique.
• A novel implementation technique for the FIR filter structure using
low performance RF components has been proposed. This technique
enables the implementation of the proposed cancellation architecture using
low performance RF components. Fixed attenuators have been used to reduce
the interdependences caused by the variable attenuators. The performance
impact from the altered insertion loss of the phase shifter has also been elim-
inated. This thesis also proposes that the impact of the low performance RF
components could be reduced to minimum when using variable delay lines for
the implementation of the test bench.
• A test bench has been successfully constructed and measured for
the proof of concept purpose. The measured results show that the pro-
posed system has achieved over 16 dB cancellation for 35 MHz of bandwidth.
Though this performance is degraded from the expected performance (21 dB),
it is mainly due to the configuration of this test bench. The measured per-
formance can be improved significantly if better performance components are
used. The performance comparison has shown that the proposed cancellation





The operation of the presented cancellation system requires the transceiver being
turned off during the modelling and at the early stage of the cancellation. The
presented system could be further improved if the characterization of the duplexer
could be achieved without turning off the transceiver.
The presented cancellation system is designed to suppress the in-band leakage
whereas the cancellation of the out-of-band leakage relies on the conventional filter.
The main reason is that suppressing both the in-band and out-of-band leakage re-
quires a much higher order cancellation system. It would be desirable to develop
the presented system so that it has the ability of cancelling both portions of the TX
leakage without significantly increasing the hardware resources.
Additionally, the test bench that has been constructed is for verifying the concept
of the proposed cancellation system. It was constructed using prototype level com-
ponents. For this reason, the form factor of the proposed system is not as compact.
Therefore, silicon level integration could be another avenue for the future develop-
ment of the proposed cancellation architecture.
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